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FOREWORD

This report is a summary of some of the activities of the Ra-
diometry Section for the latter part of 1966. It is divided into three
parts: part I covers the progress accomplished by personnel of
the section; part II covers progress accomplished by on-site con-
tractor personnel under Task Assignment 713-2132; and, part III
covers progress accomplished by off-site contractor personnel
under Task Assignment 713-2149. Electro-Mechanical Research
performed this work under Contract NAS-5-9244,
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Y41, SUMMARY §

5 SOLAR SIMULATION STUDIESY713-124-09-05-06)

A-1200 Solar Simulator N FAEETART I 2

The RAE-TTU-(R82) satellite was scheduled to be tested for the greater
part of this quarter. This test did not require any solar simulation. No work
was planned on improving the uniformity, spectrum, or other characteristics
of the simulator which would involve use of the lamps. Work planned for this
quarter included: movement of control console into solar simulator room;
design of modifications to power supplies to allow 150 amp operation; design
of mechanical and electronic modifications which would result in more econom-
ical and reliable operation of the simulator; and, cleaning and re-aluminizing
of the optical components of the system.

A paint sample test was performed in the early part of the quarter. Re-
quirements for the test were: 1) solar spectral correspondence as good as
possible; 2) uniformity as good as possible; and, 3) 140 mw/cm? irradiation.
This required the use of seven spectral and seven uniformity filters which
reduced the efficiency of the system to approximately 3.5%.

The uniformity filters which had been designed to improve the uniformity
of irradiance in the test volume were not available until the test was scheduled
to begin. No delay could be granted to start the test to allow the proper align-
ment of the lamps, collectors, and new uniformity filters in the system. These
factors resulted in a situation where 140 mw cm™ 2 could be obtained only if the
lamps were operated at 110-115 amps. Spectrolab had recommended that cur-
rent not exceed 105 amps for long periods; but, that 110 amp operation should
not damage the electronic components of the system. The test was performed
with the lamps operating at 110-115 amps. After 48 hours, electronic problems
developed which resulted in several lamp failures and power supply component
failures. The uniformity before the test was +5.5% and after the test +6%.

The experience of the paint sample test demonstrated that the system could
not be expected to perform with good uniformity and spectrum at 140 mw cm” 2
unless major modifications were made to the system.

At the conclusion of the test, emphasis was placed on the design of modifi-
cations to the power supplies which would allow operation up to 150 amps. These
modifications have been designed and orders have been placed for the new com-
ponents needed.
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A circuit has also been designed which allows the solar cell intensity sen-
sor to be placed in one position for any position of the lamp and to still maintain
proper control of the power supply when in the "light'" mode. This has resulted
in the elimination of two operators when the power supplies are aligned elec-
tronically in the current and light modes. Another monitor circuit has been
designed which will display continuously the condition of the power supply
characteristics. This will indicate to the operator on duty immediately which
power supply is malfunctioning and permit corrective measures to be applied
before a lamp fails. In the past, lamp failure or fluctuation of temperatures of
samples was the first indication of malfunction of electronic components. The
control console has been moved into the simulator area and rewired. Calculations
made in the current capacity of the wires furnished by spectrolab showed that
10% of the power from the supplies was being lost in the cables. New cables have
been ordered which will reduce this loss to less than 1%.

The optics have been cleaned and collectors are in the process of being
re-aluminized.

The next quarter plans include: 1) completion of all electronic modifications
to system; 2) modifications to collectors to allow 5kw lamp use; 3) uniformity
and spectral work using new uniformity filters; and 4) installation of krypton
lamps, if received in time.

Long range planning includes: 1) redesign of lenticular system to increase
efficiency and uniformity; 2) development of spectral filters for krypton-xenon
combinations of lamps; 3) installation of in-vacuum uniformity and spectral
measuring equipment; 4) design and installation of data acquisition system to
handle all data related to solar simulator; and 5) installation of 5kw lamps in
system.

Convair 990 Flight Experiment

Uncertainties exist in the published values of the solar spectral irradiance.
New data should be obtained under conditions more favorable than ground
measurements to eliminate these uncertainties. An experiment has been pro-
posed which would allow measurements to be made at 40,000 feet aboard a
Convair 990 aircraft. Ames Research Center owns this plane and it has been
modified for scientific experiments. A proposal has been submitted to HQ
NASA requesting use of this aircraft. This proposal has been approved by
Dr. J. Clark.

Design of modifications to the Leiss which will be needed to qualify it for
flight have been conceived. The details have not been worked out completely yet.
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Fixtures to hold the Leiss and the electronic scanning spectrometer are also
being designed. Calculations have been made on sources of possible error in
the experiment, flight paths which could be used, and other aspects of the
experiment.

Plans for the next quarter are: 1) submit work order to EMR to finalize
design modifications to Leiss and fixtures to hold instrumentation and to fab-
ricate same; 2) complete error analysis of experiment; and 3) assemble equip-
ment together in Building 7 for final checkout and calibration. The flight will
probably be the two weeks from 7 August to 21 August 1967 which leaves very
little time to accomplish everything. It is critical that work begin on final
design and fabrication of fixtures and modifications to the Leiss.

Arc Research

The existing sources available for solar simulation are inadequate for ef-
ficient simulation of the solar spectral irradiance, total solar irradiance, and
collimation of the solar irradiation. Sources more suitable for ultra-violet
degradation experiments are also needed. The sources most generally in use,
high to medium pressure mercury lamps, consist totally of line emissions in
the ultra-violet region. A lamp with continuous radiation in the v.v. region
and good spectral correspondence with the solar irradiation would be of great
value. Work is being conducted with a pressure arc system and a vortex stabilized
radiation system (VSRS) to improve spectrum, brightness and mechanical size
of fireball. Measurements have been made with argon, krypton, neon, and helium
at various pressure, power, and gas flow levels.

Fifteen sets of measurements have been made with the VSRS this quarter.
The results of the neon-argon measurements indicate that a significant improve-
ment can be made in spectral match to solar irradiance with the proper ratio of
these two gases in a system of this type. Argon is very rich in y.v. emission
which may make it useful for degradation studies. Other results have indicated
that krypton, xenon combinations of compact arc lamps would improve the
spectral characteristics of the A-1200 simulator.

Plans for the next quarter include: 1) completion of the neon-argon series

of measurements; 2) measurements with varying flow rates; and 3) xenon
measurements.,

COATINGS QUALIFICATION

Flight data from several satellites have demonstrated the need for thorough
testing of thermal control coatings as to: 1) ultra-~violet stability; 2) charged

I-3



particle stability; and 3) adhesion characteristics. In addition, the reproducibility
of paint mixtures and paint films needs to be established. Measurements of the
optical properties of thermal control coatings in air after u.v. or particle ir-
radiation have proven to be useless. No definite standards have been established
by NASA or GSFC to ensure that paint mixtures and paint fllms are of uniform
quality or can be accurately reproduced. The effects of the substrate surface

or contour of the object to which the coating is applied have not been determined
in any scientific manner. These facts indicate that immediate measures should
be employed, to qualify certain types of coatings for space applications and to
establish definitely the optical, mechanical, and chemical properties of these
coatings. This would ensure the thermal design engineer that the coatings used
would not change optical or mechanical properties during the life of the space-
craft or inform him very specifically what changes would occur and at what time.

Work has been in progress this quarter to obtain data in support of the
above areas. Thermal shock tests have been performed on several thermal
coatings. This effort has been delayed due to a lack of facilities within this
group and to a lack of a priority at T&E Division. The results of the RAE-TTU
unit test in the A-1200 indicate that more emphasis should be placed in this area.

Work also has been in progress to establish the validity of accelerated solar
ultra-violet irradiation of samples and the effects of spectrum upon the thermal
coatings optical properties. Preliminary results have been obtained which are
detailed in the EMR monthly reports. Several more tests are needed to com-
plete this work which are not possible to be performed at present due to the
elimination of overtime usage. The change in optical properties is measured
"in situ" for these tests.

Electron irradiation at 400 kev to a total accumulated flux of 105 e cm™?
in air has been accomplished for several coatings. The results indicated no
change. One of the coatings (Alkali silicate - TiO,) was subsequently irradiated
in vacuum to 10!5 e cm~? and measured in air within 15 minutes after exposure
and showed approximately 25% change in absorptance. The sample was allowed
to remain in air for 10 days, was remeasured and showed essentially no change
from the original characteristics.

Plans for the next quarter include: 1) electron irradiation at 400 kev,
700 kev, and 1 Mev to a flux accumulation of 105 e cm™ 2 for 10 thermal control
coatings; 2) proton irradiation at 400 kev for 10 coatings; 3) completion of tests
to establish reciprocity relationships for silicone, silicate, and epoxy paints;
4) completion of tests to establish effect of spectrum on paints mentioned in 3;
and 5) thermal shock, adhesion, and chemical tests on several coatings now
used on satellites.
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All measurements of changes will be made "in situ'" for the ultra-violet
irradiation and within 15 minutes upon removal to air for the particle irradiation.

SOLAR CELL CALIBRATIONS (713-120-33-01-01)

Work has been in progress developing reliable and accurate techniques and
instrumentation for determination of solar cell characteristics.

This quarter's work was concerned with the evaluation of 10-cm and 10Q-cm
cells of 8 mil and 16 mil thickness. 1 Mev electron radiation experiments were
conducted to define energy conversion characteristics of these cells. Other work
was performed on Li doped solar cells and the angular dependence of incident
radiation on cells. This is detailed in Part III.
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23 VORTEX ARC STUDIES [ﬁ

\{(\ Stanley Neuder({,

ABSTRACT

Measurements of the spectral distribution of vortex stabilized, inert gas
plasmas and mixed inert gas plasmas, continues to be made with the vortex
stabilized arc (VSA) in order to attain an improved externally-unmodified, single
source of solar simulation.
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INTRODUCTION

During this quarter, the following spectral measurements were made on
the vortex arc.

I. a) Neon 4kw—8 atm
b) Neon 16kw~—8 atm
II. a) Argon (75%)—Neon (25%) 8kw—10 atm
b) Argon (75%)—Neon (25%) 13kw—10 atm
III. a) Argon (50%)—Neon (50%) 4kw—4 atm
b) Argon (20%)—Neon (80%) 4kw—4 atm
¢) Argon (10%)—Neon (90%) 4kw—10 atm
IV. a) Argon 1600 cc/min 4kw—5 atm
b) Argon 1200 cc/min 4kw—5 atm
¢) Argom 1200 cc/min 3kw—>5 atm
d) Argon 360 cc/min 2kw—5 atm
e) Argon maximum flow rate 3.5kw—5 atm
V. a) Helium open loop 4kw
b) Helium open loop 13kw incomplete
VI. a) Xenon incomplete

The results of these measurements will be discussed subsequently.

Much of this material has been presented at the NASA conference on coatings
and solar simulation, Oct. 1966 at JPL in Pasadena.

Progress is being made towards completion of contract No. NAS 5-12450 by
spectrolab. Delivery is anticipated in the near future.

Maximum permitted plasma current levels have been found to differ for the
various inert gases.

DISCUSSION
Series I.

Neon emission has been measured and plotted as % energy per bandwidth at
two power levels, 4kw and 16kw, at constant pressure. The UV energy content
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has increased by approximately 40% in the wavelength range .25 to .55u with the
4-fold power increase. An accompanying reduction in energy content beyond .8.
was also noted. The neon plasma at 4kw is relatively poor in UV content.

Series II, III.

Comparison of neon and argon spectra shows that argon is rich in the .25 to
.51 wavelength range and deficient in the .5. to .8u region. Neon is quite the
reverse. Various % mixtures were spectrally measured. The 75 argon—25 neon
mixture was measured at 8kw and 13kw. Both exhibited the pure argon charac-
teristic spectral variations with power. Argon 50—neon 50 at 4kw was still
primarily an argon distribution. Equal spectral excitation was achieved with
20 argon—80 neon at 4kw and 4 atm, while predominant neon excitation was
exhibited by the 10 argon—90 neon mixture. These results indicate that a signifi-
cant improvement in spectral matching is attainable. Further developmental
steps will be taken along several lines in order to achieve the desired spectral
distribution.

Series IV.

Different vortex flow rates have been tried from a low rate of 360 cc/min
argon to well over 2500 cc/min, all at relatively low power. This data has been
reduced but not plotted. Preliminary results indicate no major changes in the
energy distribution. This remains to be verified. (The plasma goes from a short
arc configuration to sharp cylindrical symmetry, with increased flow rate.)

Series V.

The helium spectrum was obtained by starting in argon, then transferring to
helium, (blue-white to red-orange color). The run was '"open-loop" since the
recirculators were unable to pump the gas. The data on the 4kw helium run is
being reduced. The 13kw run was not obtained due to electrode failure. (See
subsequent discussion).

Series VI.

Two attempts to obtain xenon spectra resulted in failure. Xenon gas is -

presently on order and will be run when the mass spectrometer is available for
gas analysis,

Plasma Stability and Electrodes

Argon plasma is very stable at various inputs and the electrode lifetime is
relatively good. Neon plasmas, while quite stable, drastically reduces the cathode
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lifetime. The helium plasma was not stable in that a kink is present in the
plasma arc itself. This resulted in anode failure after a brief period at the
higher input power levels. These factors, among others, determine the maxi-
mum plasma current levels permitted for moderate electrode lifetime.

80kw Arc

The 80kw arc is nearing completion at Spectrolab and should be delivered
in the near future.

Most of these results have been presented at JPL at the Pasadena conference
on coating and solar simulation.

CONCLUSION

The mixture of various gases and the increased power levels are two
promising approaches for spectral tailoring.

The problem of electrode lifetimes requires increased attention.
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34FLIGHT EXPERIMENT (o

é John Flemming
J. J. Webb

-

- ses v?j
s e R “-
T L e ABSTRACT

An experiment has been jointly undertaken with the Thermodynamics Branch
of T&E Division to measure the solar radiant flux and solar spectral irradiance
from a NASA research aircraft in an effort to improve on the data presently
available, most of which have been obtained from ground-based measurements.
This report describes the progress made on the project during the fourth quarter.
The instruments to be used by the Thermal Systems Branch, a Leiss Monochromator
and an Electronic Scanning Spectrometer, are presently being set up in the labora-
tory for intensity and wavelength calibration. Supporting equipment has been
selected and ordered. Calibration techniques have been devised using quartz-
iodine and mercury lamps, An elliptical flight path has tentatively been chosen.

A study of possible sources of error has been made, and correction factors for
mirror reflections, window transmissions, and other uncertainties have been
considered. An 8% RMS error in spectral irradiance has been estimated. Modi-
fications to the equipment to adapt it to the aircraft environment have been
detailed. .
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INTRODUCTION

An aircraft flying at an altitude of 40,000 feet is above 80% of the atmosphere.
It is this fact which has prompted the current interest in determining the solar
constant and wavelength distribution of solar energy at air mass zero from
aboard NASA's Convair 990.

In all fairness it should be recognized that there is no clear evidence that
the atmosphere was the cause of the wide divergences among the results obtained
by the various experimenters. These earlier workers were well aware of the
variability of the atmosphere and were scrupulous to discard observations which
did not extrapolate smoothly to air mass zero. It is consequently somewhat
improbable that the atmosphere was entirely to blame for the wide range of
values thus far reported. In many respects, the electronic instrumentation they
used and the radiometric standards which were then available bear little re-
semblance to those available today. Even the measuring techniques have been
improved as various sources of error have been uncovered.

In the proposed experiment nearly all circumstances appear to favor a
significant contribution to the body of work already recorded in this field. Not
only will the electronic instrumentation be of the most advanced type, but the
spectroradiometric standard employed will be of a type not available to the older
and oft-quoted workers. Moreover, the measurement will take place at a mini-
mum air mass of about 0.22. There is an obvious inherent advantage in ex-
trapolating from 0.22 to zero rather than from 1.00 to zero.

On the negative side the aircraft environment introduces complicating
factors such as uncertainty in location, a somewhat unstable platform, and the
necessity to view the sun through a window of uncertain transmission. There
are increased chances for stray reflections to enter the optical system. Meas-
urement time, and therefore the number of observations, will be restricted by
aircraft flight time.

At this time it appears that half of the anticipated uncertainty in this ex-
periment is attributable to the use of an aircraft platform. The advantage to be
gained cannot so easily be anticipated, but will depend largely upon how well
scatter in the observations can be minimized.

The uncertainty (for the shortest wavelengths) to be expected appears to be
about £17% (arithmetic sum), or about +8% (rms sum). This does not sound very
different from the accuracies claimed by prior investigators, but the fact remains
that these investigators were unable to agree with one another to within the
claimed accuracies, and in fact differed by as much as 40%,
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The following paragraphs detail the progress and current status of the
various phases of the project.

ELECTRONICS

Leiss

Since the Leiss Monochromator is an optical system only, all its electronic
instrumentation must be externally supplied.

The amplifier chosen was a Brower Laboratories Model 130 B synchronous
type. This is a new state-of-the-art instrument having unique advantages for
the flight experiment. It is insensitive to power frequency variation from less
than 50 hertz to 400 hertz. A tachometer chopper will be supplied so there is
no possibility of detuning due to line frequency drift. Accuracy and sensitivity
have been improved over the old model 130 (which we now have) along with
dynamic range capabilities and frequency range.

A Power Designs Model 1565 high voltage power supply will be used to
drive the photomultiplier detector. Since the EMI 9558QA is an eleven stage
tube, a power supply stability of better than +.05% is needed in order to prevent
signal variations of +.5%. Well regulated six and twelve volt power supply
modules will supply the PbS cell.

A strip chart recorder will record the detector signal from the Brower.
The chart speed will be ten inches per minute, so as to accommodate the Leiss'

1/2 rpm drum speed. A capillary inking system will be used.

Electronic Scanning Spectrometer

The Electronic Scanning Spectrometer (ESS) is a self contained unit except
for external power and read-out equipment.

A Kepco model CK36-1.5M will be used to energize the system. The ESS
has its own internal regulator so that the supply is not critical.

A definite decision has not been made as yet whether to use an analog tape
recorder from T &E or a strip chart recorder for the output signals. The tape
recorder would be perferred since the standard scan rates of the ESS are 100
and 1000 scans per second. If a strip chart recorder is used, the scan rate will
obviously have to be slowed to a compatible rate, such as 1 scan every 5 or 10
seconds.
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DETECTORS

Leiss

Two detectors will be required to cover the wavelength range of the Leiss.
The two detectors, an S-20 response photomultiplier tube and a PbS cell, will
be mounted in a single housing for ease of operation. Extensive pre-flight
testing should be done to determine the stability of the detectors, and the need
if any to temperature stabilize the detector housing.

An EMI 9558QA (chosen for low NEP) has been selected over the Ascop
541E-05M-14 largely for its substantial price advantage. The EMI tube has the
disadvantage of being a 2 inch diameter tube as compared with the 1-1/4 inch
diameter Ascop tube. Its specifications are also not as good as the Ascop, but
the application should not require the more expensive tube.

No specific PbS cell has as yet been chosen. The choice depends somewhat
on the design for a detector housing.

ESS

The ESS uses an image dissector tube, similar in design to a photomultiplier.
It has an S-21 response characteristic which sets its useful range at 2500 A to
5300 A. Cut-off or band-pass filters may be needed to eliminate second-order
effects and scattered radiation. These will cut down the useful wavelength range
to 2500 &—43(()}0 A. Ozone absorption will reduce the range even further—to
roughly 3000 A—4300 A.

CALIBRATION

Calibration for spectral response can be accomplished on each of the pro-
jected eastward legs of the flight plan. This will be done by covering the inte-
grating sphere entrance port used for solar radiation, and allowing radiation
from a 1000 watt quartz-iodine standard of spectral irradiance to enter the
sphere via a second port conveniently located on the side. This approach has
been adopted since there is no way for standard lamp radiation to traverse the
optical system in exactly the same way as did the solar radiation. It requires
careful evaluation of the mirror reflection coefficients and the window
transmission.

A check on the wavelength calibration can easily be accomplished by use of
a small mercury vapor discharge tube.
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ENTRANCE OPTICS

In any radiometric work, it is an advantage to minimize the number of
optical elements involved. Each element used in the present case will affect
the radiation from the standard lamp differently from the radiation from the sun,
if only because the entrance optics will sub-tend a much larger solid angle at the
standard lamp than at the sun. Therefore a correction must be made to the data
for the effect of each optical element used, and an uncertainty recognized which
is the uncertainty of that correction.

It would be possible to use no optical elements at all, except the observation
window, by mounting the spectrometers with their integrating spheres very close
to the window. In this case it would only be necessary to correct for the solar
aspect angle with respect to the integrating sphere port, and for the observation
window transmission (including reflection losses). A fairly large correction, on
the order of 10%, would have to be made for the light scattered into the sphere
by the atmosphere, since the sphere's field of view would have to be about 60°.

An alternative approach is to severely restrict the field of view (to +1/2° for
example) and to introduce a servo-driven heliostat to maintain the image of the
sun in the spectrometer aperture. In this case sky brightness would not require
a correction, but the additional optics required would. Moreover, it is doubtful
that these optics could be used with the standard lamp. Furthermore, develop-
ment and/or procurement of a suitable heliostat appears to be unacceptable
within the current time schedule.

The approach adopted is to restrict the field of view to £5°. Two turning
flats, one of them fixed and one having two degrees of rotational freedom, will be
used to transfer sunlight into the integrating sphere, whose view angle will be
limited by stops. The advantage of this approach is that no servo-driven heliostat
is required (adjustments will be made by hand), and the sky-brightness contri-
bution is restricted to £5° of sky.

The disadvantage here is that both optical and sky-brightness corrections
must be made instead of one or the other.

SOLAR ASPECT ANGLE

The solar aspect angle is equal to the great circle distance in degrees be-
tween the point of observation and the sub-point on the earth's surface of the sun.
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If a is the solar aspect angle, then

cosa = sin L1 sin L2 + cos L1 cosL2 cos (>\2 ->\1)

=
I

; = latitude of point of observation

[
i

2 solar declination

>
1l

; = longitude of point of observation

>
il

, = longitude of solar sub-point (Longitudes are negative if West, positive
if East.)

The Air Almanac gives L , and A, at ten minute intervals.

Therefore, the experimenters need only know their latitude and longitude
as a function of Greenwich time to determine the sun's position with respect to
the plane. '

FLIGHT PLAN

It has been generally decided that the plane should fly a race-track-type
course over the Pacific Ocean. The actual time of measurement has not been
set, but a ten minute measuring leg flying away from the sun and a twenty
minute leg flying into the sun seems reasonable. This procedure will permit
the greatest variation in the optical air mass while allowing ample time on each
measurement leg for all experiments. In the course of about three hours and ten
minutes, the procedure provides for seven measurement legs and a solar aspect
angle variation of approximately 55°. The procedure also concludes with the
airplane only about one hour's flying time from home base. It will not be
necessary for the pilot to fly perpendicular to the sun-plane azimuth.

The time of day of the flights may be fixed by the zenith angle of the sun.
It may be necessary to make all flights at midday when the zenith angle is small.
Since the air mass determination depends on the secant of this angle, it is es-
sential to know the precise position of the plane at the time of measurement in
order to determine the angle accurately. The secant changes considerably at
angles above 60°. At 80°, for example, the change is approximately 10% per
degree. At this angle, the plane's position must be known to within six minutes
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of arc (six nautical miles) in order to maintain an air mass uncertainty of 1%.
It is not known at this time whether or not the aircraft's position can be fixed
this accurately. This factor will determine how great a zenith angle can be
tolerated.

INSTRUMENT MODIFICATIONS
Leiss

The general intention is to assemble the Leiss instrumentation in such a
way as to require a minimum of manipulation by the operator while in flight.
Reliability and mechanical and thermal stability are also to be stressed. The
following is a list of modifications thought desirable:

1. The Leiss should be shock-mounted to dampen the normal shock and
vibration occasionally experienced aboard jets.

2. The detector support bracket, and also the integrating sphere support
bracket, should be strengthened and made more rigid so as not to introduce
varying strains into the casting on which the optical components are mounted.

3. The prisms should be potted into their cages so as to futher inhibit mis-
alignment due to shock and vibration. A quantity of GE RTV-11 is on hand for
this job. This compound should be pigmented black if possible.

4. A lightweight, thermally insulated cover should be constructed. This
will reduce the structural requirements and will aid in temperature stabilizing
the Leiss.

5. A thermostatic control for the heaters should be installed inside the
Leiss. One heater will have to be moved to make room for a chopper.

6. The miniaturized chopper should be installed inside the Leiss just in
front of the intermediate slit. A Brower chopper will be used, and Brower has
agreed to furnish a template or drawing for their required mounting holes and
cable feed-throughs. :

7. The wavelength drive motor and electric clutch should be permanently
attached to the spectrometer casting. The speed selected for the wavelength
drum is 1/2 rpm. About 7 or 8 minutes will be required for the entire spectrum
(Photomultiplier and PbS cell).
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8. A trigger commutator consisting of a uniquely coded wheel and a wiper
which is to serve as the contact closure for the strip chart recorder event
marker. The wheel should be unsymmetrically coded so as to provide positive
and unique identification of wavelength (drum position) on the strip chart. Ad-
ditional circuitry may be desirable to reduce the event width on the chart. This
would improve precision.

ESS

At the present time, no modifications are necessary except for special
shock mounts similar to those required for the Leiss.
ERROR ANALYSIS

Below are listed uncertainties which will be encountered and their sources.
The list may not be complete, and it may include items which will ultimately be

circumvented.

+6% This is the uncertainty associated with the stand-
' ard of spectral irradiance at about 300 nm.

+1% This is probably somewhat larger than the error
associated with setting the standard lamp current.

+1% This is uncertainty associated with the read-out
of the data.
+19% This is uncertainty associated with the linearity

of detection and amplification.

+2% This is uncertainty of the reflectance of the first
turning flat.

+2% This is uncertainty of the reflectance of the
second turning flat.

+1% This is uncertainty of the window transmittance.
This figure assumes no contamination of the
window by the atmosphere encountered in flight
or on the ground.

+1% This is uncertainty of the air mass. Actually
this uncertainty depends on the angular distance
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of the sun from the zenith and the accuracy with
which the plane's position can be determined.

+2% This is the uncertainty added by the sky-brightness
connection. At this stage, the figure is little more
than a guess.

A direct summation of these uncertainties yields a total value of £17%. If
the uncertainties are summed in an RMS fashion, the total RMS uncertainty is
about +8%.

CONCLUSIONS AND RECOMMENDATIONS

The experiment may perhaps be best characterized as still in the analytical
stage. Much more analysis appears to be needed, particularly in the areas of
the entrance optics, the flight plan, and navigation.

A particularly urgent need exists to positively define the flight plan including
the location, time on station, and accuracy of location. This is important since
it has an influence on other areas of design.

Referring to the performance schedule given in the experiment proposal;
it is readily apparent that the work is already 2 to 3 months behind schedule as
regards instrumentation integration and checkout. Some essential items having
long lead times have not yet been ordered. Nor has work begun on the design
of the mounting structures for the spectrometers. Even more serious than the
present delays in these areas is the fact that there is no end in sight for the
delay. Unless action is initiated very soon, the experiment may be seriously
compromised, and it may be advisable to re-schedule the program for the
following summer.
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4.2 COATINGS QUALIFICATION b

é Alfred Hobbs and Ben Seidenberg g
ABSTRACT

DEGRADATION EQUIPMENT N é;:: f -1 45b

Eight vacuum-irradiation degradation cells were 1mproved.
Eight ULTEK pumps were ordered for December 27, 1966.
Lamp ripple reduction equipment was ordered and lamp housing designed.

A unique coatings degradation tool will be built from an Electronic Scanner
obtained from Dr. Frankel's group (provided enough space is available).

A patent disclosure was filed for a method for detection and analysis of
coatings changes.

For degradation detection, tests showed resistivity measurements of
coatings can be made.

COATINGS R&D

An analytical coatings chart was prepared listing coatings used on satellites.
Our group prepared a good methyl-silicone white paint.

Our group is developing a promising black metallic-oxide coating for
vacuum-chamber shrouds.

Beckman DK-2A indicates electron-bombardment in air did not optically
damage Boeing specimens.

Our group is studying the volatiles from Boeing specimens.
Our group is developing large-area thermocouples for paint substrates.

Thermal shock T&E test of Boeing specimens is stalled for lack of proper
authorization.
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INTRODUCTION

Our group, The Coatings Quality Assurance Group, is a recent addition to
the unofficial Radiometry Section which is part of the Thermal Physics Systems
Branch. We are charged with the task of creating and performing tasks that
will insure an effective area and working team consistent with good fundamental
quality control practices. These tasks are in direct support of passive, thermal
control coatings designed for application or possible application to satellites at
GSFC. These efforts not only take in the areas of procuring, designing, etc.
equipment that will meaningfully degrade and measure these coatings but also the
area of coatings R&D as well as Quality Control SOP's, library of retained coat-
ings, retained paints, etc. (latter outlined in memos to Mr. M. Schach dated
10/14/66 and 6/22/66).

DISCUSSION

Degradation Equipment

Modification of electromagnetic radiation degradation chambers.

The chambers were redesigned to give us greater pump down speed. The
new design also allows us to check the vacuum directly in the chamber and not
as line current at the pumps as is the case with similar chambers now in use
in our Branch. This design also increases the possibilities of achieving an
optical in situ degradation reading. Four of the eight chambers are being
modified with push-pull systems which are extremely inexpensive with hopes
that it will enable us to accomplish our measurements in the 10~ 6 torr, range.
One chamber has been fitted with an expensive magnetic rotational feedthrough.
This feedthrough was given to us gratis and we had it modified and installed so
that it translates rotary motion into linear motion enabling us to move the
specimen holder up to the measurement port. This method and feedthrough
can be utilized at much greater vacuum than the cheap feedthroughs (107% and
greater torr). Only the insertion of the four cheap feedthroughs remain to be
achieved in this area of our endeavors.

Getter-Ion/Titanium sublimation pumps (8) were ordered from Ultek Corp.
after much negotiation and delay on the part of Ultek, approval of design, etc.,
the systems are now scheduled for completion and check-out at Ultek's plant
by December 27, 1966. A. J. Hobbs will check the performance as to specifica-
tions at plant site.
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A

These systems are designed to allow our degradation chambers to achieve
a 10 "8 torr vacuum (vacuum measured inside the chamber) in a "clean" empty
condition in approximately one hour.

Chokes and condensers have been ordered from Westinghouse Electric to
be utilized in connection with our relatively inexpensive power supplies (Westing-
house). We have taken this step in our effort to reduce ripple from its present
10-12% down to a possible 1-3%. We believe that this will materially increase
the life span of the lamps that we will be operating with these power supplies.
The lamps will be the 2.5kw Osram Xenon lamp and the 5.5kw Hanovia Xenon
lamp. These lamps were chosen in order to obtain a range of solar constants of
from 1-3 or possibly 4 solar constants.

Also as an additional aspect of our degradation effort we have had designed
lamp housings that will accommodate interchangeability both types of lamps.
These housings should allow us to use two chambers at a time using only one
lamp, thereby conserving room and at the same time giving us a relatively
safe, convenient and easy to get.to ultra-violet degradation system.

We have obtained, on indefinite loan, an Electron Microscope capable of
generating energy levels of from 50 kev to 150 kev electrons utilizing a range of
rates. We have signed this equipment out of storage after gaining permission
from Dr. Frankel's group. Our group hopes to initially set up the instrument
and familiarize itself with its use and then alter its design so that we can ir-
radiate coatings specimens in vacuum and measure this specimen in situ. We
have obtained from T. Sciacca pertinent literature and advice.

A patent disclosure has been filed with the office of the patent counsel and a
patent search completed concerning the use of harmonic vibratory motion (tun-
ing fork principle) to detect changes in coatings due to degradation. It is
theorized that these changes can be sensitively detected either under terrestrial
(air) or under spatial conditions (vacuum). We are in the process of reviewing.
a few pertinent patents. Some basic, inexpensive equipment has already been
ordered.

Our group and John Flemming have been approached by Mr. M. Schach with
the possibility of using Resistivity on Dielectric Constant measurements as a
sensitive, rapid means of detecting degradation in a meaningful context. After
completion of a feasibility study undertaken by J. Flemming and R. Bernstein
it was determined that between the two only Resistivity measurements offered the
best approach for in situ degradation study. Special rigid feedthroughs have
already been obtained and preliminary plans have been drawn concerning the use
of coating specimen, vacuum chamber (G.E.) and an electrometer.
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Coatings R&D

A chart was prepared by our group in which we have gathered information
showing the vehicle, pigmentation and manufacturer of various paints in use by
R. Sheehy's applications group. This is included as Appendix I.

Our group prepared a white paint (coded P in the Boeing series and B-1 at
GSFC) which utilizes an additional type of methyl silicone from Dow Corning and
a silica corticated type of rutile TiO, pigment manufactured by Dupont. Our
examination and an x report by Joseph Haynos of GSFC (X-716-65-369), on
unpigmented adhesives for solar cells, confirms that this coating, P, is superior
to most pigmented methyl silicones in use at GSFC in that it possesses greater
film integrity and toughness as well as the least shrinkage. This last charac-
teristic is important particularly as loss of adhesion, under certain conditions,
could occur due to poor shrinkage characteristics. To date the coating has
demonstrated excellent temperature resistance. Shrinkage and optical dis-
coloration (in the visible spectrum) have not taken place while in a vacuum oven
set at 220-230°F for a period of 64 hours. We have also immersed one coating
specimen briefly (approximately 30 seconds) in liquid nitrogen with no harmful
effects, however, much investigation must take place in this area prior to any
certification. The coating, because of its relatively tough, glasslike surface
can more easily be cleansed than most other pigmented methyl silicones. An
important aspect concerning this coating is that it can be cured by air drying.
Data sheets produced by Dow Corning claim 48 hours, however, an additional
30 minutes at a low temperature, 150°F, is sufficient to insure a full cure and
thereby avoidance of volatile matter as well as the achievement of optimum in
physical properties. We have forwarded the specimens with utmost haste to
Boeing for testing but it may be some time before results can be derived from
that source. We have, also, some 3 weeks ago, modified a P specimen so as
to be suitable for ultraviolet irradiance and in situ measurement. This speci-
men was forwarded to EMR for inclusion in one of the planned degradation tests.
They have not carried out this test to date.

We have, however, with our efforts initiated a program with F. Gordon's
(Jules Hirschfield) whereby many of our white coatings (P included) will be ex-
posed in vacuum to a 400 kev electron source. However, optical measurements
will be taken in air some time (perhaps 5-10 minutes) after irradiation so that
annealing will probably take place.

Black coatings for shrouds in vacuum chambers are for the most part either
alkyds, thermosetting type polyesters or epoxies pigmented with carbon black.
These paints are used mostly because of their convenience, their jet black
optical properties (absorptances of 95-98%) etc. However, they also have
serious drawbacks such as; only fair resistance to ultra-violet (fair when
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temperatures together with slight vacuum (vacuum oven). We have therefore
selected the white coatings in the Boeing Project together with a vacuum de-
posited aluminum coating undercoated with a thermo-setting lacquer much in
use at GSFC, C. Nicoletta, who is monitoring the test, placed the coatings in a
desiccator and weighed them periodically over a period of several days (labora-
tory Mettler balance - to 4th place) to weight constancy. The specimens were
then subjected to the vacuum oven. The work is still in progress.

Our group has already initiated in this period a program that may lead to
the development of inexpensive, convenient large area, thin section thermocouples
for use as paint substrates in our coatings degradation work. We are at present
in a stage of accumulating suitable material and hope to have a prototype ready
for testing by December 19, 1966,

Thermal shock experiment - the test was brought to our attention in the
early part of this year and a project was initiated by our group in May of this
year to expose the Boeing specimens A through M (excluding D, E and F) be-
cause of possible cross contamination) to this environment. We found ourselves
blocked from facilities, labor availability and space in our area and therefore
approached the T&E Division with an informal written proposal outlining our
goals, purpose etc. requesting their cooperation and aid (facilities, etc.) to carry
this program to a conclusion. To date we have with their kind cooperation ob-
tained some concomittant exposure to ultra-violet/vacuum/thermal shock for
our coatings specimens. We are presently stalled at T&E as regards this ex-
periment due to a lack of priority. We have communicated this problem to
Branch Management via conferences and the attached written report. It appears
that little additional headway, in spite of all our efforts, can be made without
support from this latter area. Please see attached report.

CONCLUSIONS AND RECOMMENDATIONS

We have pointed out that equipment designed to be used as tools for coatings
degradation studies have been ordered and will be arriving shortly. This equip-
ment includes "clean'" vacuum systems, chambers equipped with push-pull
feedthroughs, etc. We would also point out that little or no space exists for
their accommodation. Also we feel improvement or progress should be made
towards intersectional communication as well as support for vital degradation
study efforts. In our memo to Mr. Schach dated 10/14/66 we pointed out speci-
fically the steps we feel to be essential in achieving a fundamental and meaningful
Quality Control effort as concerns thermal coatings.
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compared to some metals and some ceramics) and are fair at best to extremes
in temperature. Some possess only fair mar and scratch resistance while others
such as the black alkali silicates after a period of time simply lose adhesion

in certain areas (C. Duncan's G.E. Vacuum Chamber) and fall into the chamber.

This problem has interested our group and we are progressing in our at-
tempt to achieve a black metallic oxide (Titanium Oxide) coating that will answer
some or all of the above objections or problems. To date a preliminary "run"
has shown excellent results. We have immersed the coating, which is .010"
thick on a steel substrate into liquid nitrogen, exposed it to Hg-Xe light source
for 2 minimum of 2 uv solar constants (below 400 ma) for a period of 3 weeks
with no change in either the integrated absorptance (90.2%) or it's adhesion to
the substrate. We have already pointed out that it will withstand great extremes
in temperature and it is obviously superior to paints as regards mar and
scratch resistance. Also, it appears that it is possible to conveniently repair
areas that might be damaged, but this appears remote in view of the great
toughness and strength of the coating. We have forwarded a specimen on a
copper block some 4 weeks ago to EMR and hope to obtain an emissivity soon.

I have been informed that the equipment to spray this material is on base.

Mr. M. Schach initiated, with C. Duncan and W. Gdula of EMR (using F.
Gordon's Radiation Effects Group) a project to expose, with the lowest, uniform
electron energy level available, the Boeing specimens in air. Our group was
to coordinate the supply of these coatings between the groups doing the degrada-
tion work and that performing the measurement. This effort was needed, it was
thought, to minimize the effect of annealing. The test showed that under the
above conditions (and 400 kev electrons and a total integrated dose of 5 x 1013
p/cm?) no changes could be measured optically. We believe that constant an-
nealing due air exposure as well as energy absorptance within the bulk (and not
at the surface) may have been responsible for the lack of optically detectable
surface change. Our group has therefore initiated, and work is in progress with
J. Hirschfield, a program to irradiate some of our white coatings in vacuum
(1075 torr) at a 400 kev electron level for a total integrated dosage of approx-
imately 10’5 p/cm?. It should be noted that lack of a Faraday probe makes the
determination inexact but the inaccuracy is between 15-20% and does not
destroy the purpose of the test. However, in many cases the lack of an in situ
optical measurement may prove misleading as regards degradation (no change).

Please see photo showing an alkali silicate paint prior to and after electron
exposure.

Our group also initiated in this period a test to investigate the possible
evaluation of volatiles emanating under the influence of a range of elevated
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We are also concerned with the length of time taken by Boeing as regards
their part in degradation studies (NASA contract #NAS-~5-9650) and we are
keeping a watchful eye on that situation. Please find enclosed R. Brown's*
work statement given to us on his visit to our installation on 11/21/66,

It appears decidedly risky to use materials such as black alkali silicates
for use as shroud coatings without further development and more testing. Also,
where the cleansing or treatment of metallic or other surfaces appears limited
adhesion of the white silicate paints to the various substrates would be highly
suspect.

We have prepared a white thermal control coating that uses a vehicle
deemed superior from various physical properties standpoints to the RTV 602
(G.E. product) and some other white pigmented methyl silicones in use by
R. Sheehy's group today.

We strongly recommend that the suggestions we made and incorporated in
a request for a meaningful Q.C. effort be adopted (see memo to Mr. Schach
dated 10/14/66).

We recommend that prior to the usage of a new paint or coating by another
section within our Branch that our group be notified and consulted.

We also urge that degradation work be more centralized in the future in
order to conserve funds, space, equipment and the most efficient usage of
manpower,

*Mr. Brown is chief project man for Boeing as regards above contract.
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5. BOEING WORK STATEMENT
\

PREPARATION OF CETC FOR COMBINED EFFECTS TESTS

1. Vacuum System

A. Under Vacuum

1. U.V. bake out

2. Check out of pressure at 10 U.V. sun rate
3. Influence of wheel and wall temperature

4, Design improvements for wall temperature
5. Design improvements on the booster system

B. Open to Air

1. Modify the booster pump system
2. Thorough cleaning of the chamber
3. Improve the wall temperature

C. Back under Vacuum

1. Test sustained (50 hr.) vacuum at 10 U.V. sun rate

II. Temperature Control System

A. Under Vacuum

1. Temperature control (-70°C, -40°C, 10°C, 60°C, 100°C) undecided
on coolant to be used
2. Ability to rapidly compensate for U.V. lamp temperature rise

B. Open to Air

1. Improve coolant system

C. Back under Vacuum

1. Control temperature at -70°C for sustained run
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2. Determine energies 10 kev to 100 kev
3. Map electron scattering

In situ Reflectance

A. Under Vacuum

1. Analysis preliminary calibration data
2, Plan and prepare for system checkout (calibration and indexing)

B. Open to Air

1. Check out possible mirror degradation

2. Calibrate against NBS standards (vitrolite)

3. Check out indexing procedure

4, Determine time to align and measure samples

5. Establish measurement test plan (scans and range)

C. Back under Vacuum

1. Air vs vacuum measurements (Al and Paint)
2. Measurements for the contamination test

. Contamination Test

A, Under Vacuum

1. Consider potential problems
a. Self contain
b. X contain
¢. Troubles w/or 80 0 contains of or 80 in sphere by warm specimens

B. In Air

1. Improve wall cooling

C. Back under Vacuum

1. Al + Paint samples together vs Al separately under long term
vacuum at -70°C -

2. Test of Al + Paint samples together vs Al separately under 8 hours
of U.V. at -70°C and 8 hours U.V. at +90°C (use baffled control as
well)
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III. Ultraviolet

A. Under Vacuum

1. Determine lamp switching time
2, U.V. bake out and vacuum check
3. U.V. mapping with photodiode

B. Open to Air

1. Radiometer remapping of U.V. to determine possible lamp degradation
2. Replacement of lamps if necessary and remap
3. Install U.V. baffles and hour meters

C. Back under Vacuum

1. Photodiode mapping
2. Vacuum tests for cross contamination

D. 1In Air Again

1. Radiometer recheck of the lamps

IV. Electrons

A. Under Vacuum

Determine beam alignment

Check focus adjust

Check voltage range

Check monitoring system

Bias cup to observe spot on quartz

Design electron deflection plates and Helmholtz coils for field
compensation

7. Prepare particle detector (calibrate) and fabricate its mount

CDO'IAODN!—I

B. Open to Air

1. Map the magnetic field in the chamber
2. Adjust the compensating field coils

3. Mount the particle detector

4. Provide bucking voltage

C. Back under Vacuum

1. Align the beam with deflection plates
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6. THERMAL CONTROL COATINGS—THERMAL
SHOCK EXPERIMENT

N YA

L3 A

ABSTRACT

=

! €

This test which began 5/25/66 and compiled a total of 79 hours of concomit-
tant electromagnetic radiation (approximately 1 solar constant) and 264 hours
of cryogenic temp./vacuum* failed to show loss of adhesion on the 15/16"
diameter coated specimens. Significant temperature rises due to degradation
have also failed to appear to date. This test was carried out with the aid and
facilities of the T&E Division.** We had hoped to continue the test but a priority
is needed at present in T&E to conclude this work., The matter has been
brought to the attention of the Branch Coordinator and Branch Management, in
general, some weeks ago.

*Genarco Carbon Arc.
**We are indebted to W. Peterson, K. Rosette, F. Cuzzolina, H. Sipe of T&E
for their aid.
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D. Back to Air

1. Immediately check vacuum vs air readings as a function of time

VII. Sample Preparation

A. Under Vacuum (Now)

1. "Mic" the samples

2. Remove strippable coating sample type L

3. Complete cover plate design (thermal contact)
4, Complete cover plate fabrication

B. In Air

1. Install cover plates

2. Mount preliminary test samples

3. Determine data readout for computer analysis
4, Measure all samples in air (pre-irradiation)

I-29




PURPOSE

To investigate physical properties such as adhesion, film integrity, vacuum/
UV/thermal shock resistance of various coatings in usage at GSFC (Boeing
specimens A through M, excluding alkali silicate paints).

Prior to the initiation of this project by this group little information per-
taining to this area existed as a GSFC effort. It was deemed necessary to
obtain this information in view of the fact that many of these coatings had been

and were being used on satellites for passive thermal control on near space
efforts.

DISCUSSION

Our group issued an informal written proposal to the cognizant branch
personnel at T&E, requesting the use of certain facilities and their cooperation
in carrying out a thermal shock experiment concerning some thermal control
coatings in use at GSFC (coatings frequently used on satellites at GSFC such
as; IMP, OGO, etc.). It was necessary for us to approach T&E on the matter due
to a lack of available facilities, equipment and support to carry out or even
initiate this test in a reasonable amount of time.

The Coatings Quality Assurance group upon receipt of T&E approval im-
mediately planned; fabricated and executed most of the work necessary to have
the test array ready for insertion into a designated T&E vacuum chamber on
schedule. Table 1 lists the samples used in this work.

Test Set-Up and Operating Procedure

The ultimate of irradiance is shown in Figure 2. The specimens rest
securely on 3 extremely small vycor glass detents with a .010" (cross
sectional area) copper-constant on thermocouple cemented to the aluminum
surface of the specimen.* (See Figure 1). A statistical quantity of 3 speci-
mens per coating tape was selected because of the array geometry. The
temperature data was fed to Data Control and temperature readings were re-
corded every 5 minutes along with graphical data on some white paints. Figure
3 represents some of these. In addition each specimen was photographed prior
to test under magnification as an additional diagnostic tool. The Genarco

*Leafing aluminum powder stirred into various epoxy cements recommended
for vacuum use.
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carbon arc was set so as to achieve an average of 1 solar constant. A uni-
formity scan was used to verify this last factor. The shroud, towards which the
specimens radiated their heat, was set at -100°C by a combination of LN, vapor
and liquid. Controls were set to maintain this shroud temperature. The aver-
age vacuum (diffusion pump) was approximately 10°7 torr with the carbon arc
on for 1/2 hour and off for 1 hour. The first half of the test was accomplished
using an 8 hour day. During the remaining 16 hours per day only vacuum was
maintained. The last part of the test was run "around the clock." Table 2
shows some of the temperatures experienced by the samples.

CONCLUSION

It can readily be seen that the temperature ranges are severe, as they are
meant to be, in order to accelerate changes in physical properties. Changes
of sufficient magnitude make it easy to check different aspects of these physical
changes such as; adhesion, discoloration (optical degradation). To date neither
loss in adhesion nor optical degradation have been rated. However, we may not
expect more since our exposure time has been limited. Annealing may have
taken place as well since the test was interrupted and the array has been out-
side the chamber more often than inside it.
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(a)

(b)

(c)

(8)
(h)
(1)
(3)
(k)
(1)
LS

(m)

Table 1

Series of Coatings for Testing as a Joint Effort Between

105 - 107,
105 - 107,
105 - 107,
105 - 107.
105 - 107,
105 - 107.
105 - 107.
105 - 107.
72 - 74.

105 - 107.
172 - 174,

Thermal Systems and T&E
Epoxy white substrate with methyl silicone/TiO2 top coat.
Primed Al substrate top coat, S-13 methyl silicone.
Epoxy white substrate; methyl silicone/zinc oxide.
Vacuum deposited Al oxide on buffed Al.
Vacuum deposited SiO, on buffed Al.
Leafing Al paint.
Vacuum deposited Al on lacquer substrate.
Buffed Al
Epoxy white substrate/methyl silicone TiO, (heavier than Al)
Same as L except that strippable had been applied.

S13G methyl silicone.
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Boeing
Code

Table 2

5/26/66
Start of Test °C
°C

6/15/66
°C

A Epoxy white subtrate, TiO,/
methyl silicone Q92-0090

S-13
Q92-016 Dow Corning

Haas Coating

T Q0 O W

Vac. depos. 8iO, (GSFC)

P

Leafing Al/phenylated silicone
(NRL)

J  Vac Deposits Al on Logo
lacquer

K Buffed Aluminum at GSFC

L Epoxy white substrate as per
spec. A Q92-0090 but thicker
than Spec. A

=

Same as L but strippable treat.

M S-13G

91.87(112.34)108.67

68.62(63.64)54.54
64.79(68.85)78.01
108.15(94.60)82.53
69.67(68.85)79.06
126(116.65)110.25

99.21(105.20)99.32
173.45(150.04)129.25

105(105.20)108.98

106.89(89.04)78.48
52.04(56.45)57.37

1-34

93.76(115.39)110.14

68.39(65.96)51.34
51.93(60.51)76.40
106.26(87.67)65.50
55.06(57.37)68.39
133.03(101.95)93.87

78.01(85.04)81.68
158.29(136.28)107.62

113.07(107.09)120.32

120.43(105.53)91.35
47.53(55.06)48.45
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Figure 3. Thermal Shock Array
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ABSTRACT

Recent developments in solar simulation techniques are discussed. These
developments include uniformity filtering, spectral filtering, and improved
spectral matching using krypton and xenon lamps. The problems involved in
using these components are discussed along with the consequent modifications
necessary to the A 1200 solar simulator. Early results are presented from a
study that evaluates solar simulation anomalies experienced when different
sources and techniques are used. Spectral irradiance data of various sources
are given and coatings degradation data using these different sources are com-
pared. The general problem of maintaining the spectral and total irradiance of
a solar simulation system during coatings testing is discussed.



INTRODUCTION

This document reports on the activities of the thermal laboratory starting
November, 1965. The emphasis will be concentrated on results obtained after
September 1, 1966, and only a general discussion of work performed before this
date will be given. The principal effort has been concentrated on solar simula-
tion research and development. Much of this effort has been devoted to the study
of some solar simulation anomalies which are manifested in coating degradation
testing. This anomalies study has as its principal interest the determination of
the type and magnitude of errors that are involved when data obtained from dif-
ferent types of solar simulation testing are compared. The test planning and
presentation of the data were both designed to study primarily the solar simula-
tion problems, not coatings problems. These data may still be used to evaluate
the specific coatings if the evaluation is made with discretion.

The solar simulation research and development work has been concerned
with developing optical components (e.g., uniformity filters, aluminum surfaces
and lamps) that were temporally stable, and, more recently, modifications of
existing A1200 solar simulator for one-to-two solar constant irradiance opera-
tion when these new optical components are employed. The problem faced by
this laboratory at present probably represents a new phase of development in
the solar environmental field; i.e., maintaining the performance of a given |
simulation system for a reasonable length of testing time. This is more difficult
to control as simulation requirements become more demanding. The requirements
themselves depend greatly on the material being tested and intended accuracy
and use of data obtained. Sufficient criteria is not available to determine con-
clusively the requirements that should be imposed for all types of solar simula-
tion tests; however, early work indicates a solar simulated environment differing
from outer space conditions can cause large errors in test results. The new
phase of solar simulation development should be concerned with determining
system performance limits for various types of materials now being tested and
for systems presently being used. These limits should be used as design criteria
for future systems.

The solar simulation anomalies studies (coating degradation testing) rep-
resents some early work done in studying this problem. The immediate concern
was to evaluate the various sources used by the Thermal Systems Branch, GSFC,
for thermal testing and coatings degradation work. This has been done in terms
of the temporal stability of various systems and changes in absorptance of coatings
(e.g., white paints) resulting from different spectral irradiance and the temporal
characteristics of the systems used. The results represent a preliminary ef-
fort from which precise conclusions should not be drawn, but, nevertheless, they
yield quite clear data for comparison of absorptance changes resulting from the
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use of different sources. If accurate solar simulation testing, particularly
coatings degradation testing, is to yield meaningful data, a close match of the
solar environment must be obtained.

SOLAR SIMULATION RESEARCH AND DEVELOPMENT HARDWARE

The optical components in the A1200 solar simulation systems that have
been of greatest concern during the past year are: (1) uniformity filters, (2)
aluminum surfaces, (3) lamps, and (4) spectral filters. The uniformity filters
used in the A1200 solar simulator have gone through three general stages of de-
velopment. The outcome of each of these stages in terms of ultimate uniformity
attainable in the test volume can be seen in Figures 1 through 3. The first and
most basic step was developing a technique to fabricate one large filter (8" di-
ameter) to be employed in the single lens system originally used with the A1200
solar simulator. A simple vacuum coating process using platinum was developed
and the results can be seen in Figure 1. The lenticular system was installed
and did not improve the inherent uniformity as expected (See Figure 2). This
was due to poor design of the lenticular array which limited the collection effi-
ciency and uniformity. It was necessary to extend the techniques of prescribing
and fabricating the filters to obtain a smaller and more sophisticated filter to
perform in the lenticule system. This was accomplished in two steps: (1) pre-
scribing filters for each of seven lenticules, each filtering for uniformity of
that one lenticule, and (2) prescribing one filter for one lenticule that compen-
sates for the nonuniformity of all the lenticules. The approach described in (1)
above was successful and the results are shown in Figure 3; however, the use
of up to seven quartz blanks reduces the efficiency of the system and taxes the
electronic and thermal capability of the system when one solar constant total
irradiance is required. For this reason the attempt described in (2) was made.
This represents our most successful attempt in uniformity and efficiency (see
Figure 4). A uniformity filter of this type also compensates for any imperfec-
tions in the optical elements. If a lenticular system with a different design was
being used such filtering might not be necessary, but in order to obtain desired
uniformity with the existing system filtering was required. As a result a stable
neutral density filter of variable transmission which is stable under high irra-
diance is now used.

Maintaining reflectance characteristics of the aluminum surfaces is a con-
tinuing problem that contributes to more than half of the long term temporal
variation in the ultraviolet portion of the spectra of the A1200 solar simulator.



Tests have been conducted to study degradation that occurs over a period of
time and the portion of this degradation resulting from changes in the aluminum
surfaces. It is difficult to discriminate between lamp and mirror surface degra-
dation in this system, but enough is known about the type of lamps used and the
test environment to allow compilation of Table 1. This table shows the spectral
irradiance of the X-25L solar simulator as it degrades through normal use over
a 310 hour period. This change is attributed almost entirely to the aluminum
surface degradation. The spectral irradiance curves of runs M-21, M-22 and
M-25 are shown in Figures 4A, 4B, 4C, 4D. Table 2 shows how such degrada-
tion can change the effective absorptance and therefore the equilibrium tempera-
tures (during thermal testing) of some commonly used coatings. Degradation

of this type probably occurs in the A1200 solar simulator. A test to check this
has not been conducted; however, this type of degradation is inherent, to some
degree, in all solar simulation systems.

The approach taken to resolve this problem has been to minimize the rate of
degradation. Several approaches are being tried. Among these, and perhaps the
most promising, is to lower the temperature of the aluminum substrate. Also,
covering the aluminum surface with SiO, has been tried. The problems of con-
tamination from atmospheric debris and high temperature resulting in burning
holes in the surfaces seem to be the most severe because these surfaces are
used at atmospheric pressure. A satisfactory solution has yet to be developed.

The spectral filters used in both the A1200 and the X-25L systems have been
checked for degradation during the past six months. The filters have accumulated
approximately 1000 hours under normal test conditions and show no change in
transmission characteristics. Figures 5 and 6 show the transmission curves of
filters from both systems at zero hours and #1000 hours. The discrepancy seen
in Figure 6 results from using a different instrument to measure transmission
in each case. Results of attempts to obtain a spectral match in the A1200 solar
simulator using different numbers of these filters on xenon lamps are shown in
Figures 7 and 8.

The A1200 solar simulator was designed to operate at 2.5kw per module for
as many as nineteen modules or about 50kw total power. The desired total irra-
diance in the test volume of the original system could be achieved by choosing
the proper number of modules and making slight power input adjustment on the
console. The efficiency (irradiant output/electrical input) of the system was
x9.5% with the original single lens optical system and could obtain one solar
constant with twelve lamps. The introduction of the lenticular system, the
necessary uniformity filters (25 to 40% filtration), and the spectral filters *35%
filtration), reduces the efficiency of the system to ~3%, requiring operation at
an "overload" condition toobtainone solar constant total irradiance. This loss is
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Table 1

Spectral Irradiance~Ratio of X-25L to Solar Energy
for Various Stages of Degradation

o

o o o o B ¥ E a
5, &, &, &§, £8 2 .2 ZF
g 2 & o o ogaw 25T 28 &S
E3an EQHE ESL ESE B328%a. 55 g3
Waveleng‘th,;§§ ;§§ ;§§ ;_g,g C;::sggg E,'S g &
— — — ~ o T TS T 0T
285 289 288 238=% 2558 A5 ©i
M-21 M-22 M-23 M-25 M-27 M-12 M-13
255 0.30 1.09
265 0.77 0.65 0.44 0.30 0.80 0.27 0.90
275 1.40 1.24 0.89 0.56 1.31 0.45 1.43
285 1.23 1.08 0.84 0.49 1.08 0.39 1.14
295 0.83 0.76 0.58 0.34 0.71 0.28 0.76
305 0.54 . 0.52 0.39 0.23 0.46 0.19 0.53
315 0.40 0.39 0.29 0.17 0.37 0.15 0.36
325 0.63 0.55 0.46 0.26 0.57 0.22 0.46
335 0.95 0.89 0.77 0.44 0.87 0.41 0.78
345 1.11 0.98 0.88 0.53 0.98 0.51 0.92
355 1.18 1.00 0.95 0.58 1.05 0.60 0.99
365 1.19 0.99 0.98 0.60 1.11 0.64 0.01
375 1.21 1.00 1.03 0.64 1.16 0.71 1.08
385 1.38 1.10 1.17 0.74 1.30 0.84 1.22
395 1.34 1.05 1.16 0.74 1.28 0.83 1.20
405 0.96 0.76 0.84 0.54 0.89 0.60 0.87
415 0.93 0.72 0.81 0.53 0.84 0.60 0.85
425 0.98 0.79 0.88 0.59 0.89 0.64 0.91
435 1.03 0.84 0.93 0.63 0.91 0.68 0.96
445 0.91 0.77 0.85 0.58 0.79 0.62 0.86
455 0.94 0.80 0.86 0.62 0.83 0.65 0.89
465 1.12 0.90 0.71 0.76 1.01 0.81 1.04
475 1.02 0.87 0.85 0.71 0.91 0.72 0.99
485 1.08 0.88 1.00 0.77 0.94 0.76 1.07
495 1.03 0.86 0.96 0.77 0.89 0.76 1.00
505 1.03 0.90 1.00 0.80 0.88 0.75 1.00
515 1.03 0.85 0.95 0.78 0.88 0.76 1.00
525 1.02 0.84 0.94 0.78 0.87 0.76 0.99




Table 1 (Continued)

e /]
T % T B, 8§ E .2 2%
| = S ° SE o S8 Ba
Q¢ =W 2 g apga 93573 g8 o~
E9, ES8¢ ESPf ELSYHY T30, &g TB
Wavelength 8 o « < o 3 35 3 S92 Oo~==aq =~ %9
28 322 3S2 3o aﬁ;é’% pe g=
282 28v 28% 285 255%S A4 ©F
M-21 M-22 M-23  M-25 M-27 M-12 M-13
535 1.01 0.83 0.92 0.78 0.85 0.75  0.97
545 1.01 0.83 0.93 0.80 0.84 0.77 0.97
555 1.03 0.86 0.95 0.82 0.87 0.79 0.97
565 1.05 0.88 0.97 0.84 0.91 0.82 0.99
575 1.03 0.89 0.94 0.83 0.89 0.83  0.97
585 1.02 0.95 0.94 0.85 0.86 0.86 0.96
595 1.00 0.96 0.94 0.88 0.87 0.88 0.93
605 1.05 1.06 0.98 0.95 0.94 0.95 0.95
615 1.06 1.09 1.00 0.99 0.98 1.00  0.99
625 1.07 1.05 1.01 0.99 0.98 1.02 1.03
635 1.05 1.05 1.04 1.04 0.97 1.00 1.08
645 1.06 1.04 1.06 1.05 0.99 1.00 1.09
655 1.09 1.08 1.08 1.07 1.02 1.01  1.09
665 1.13 1.10 1.10 1.10 1.05 1.02 1.03
675 1.11 1.11 0.98 1.09 1.00 1.08 1.05
685 1.05 1.05 1.01 1.03 1.00 1.18  1.08
695 1.10 1.08 1.07 1.10 1.07 1.08 1.07
705 1.06 1.06 1.04 1.07 1.03 1.07  0.99
715 1.16 1.13 1.12 1.16 1.11 1.10  1.02
725 1.13 1.12 1.09 1.14 1.10 1.13  1.03
735 1.08 1.11 1.06 1.11 1.09 1.18  1.02
745 1.15 1.14 1.11 1.15 1.15 1.16 1.06
755 0.92 0.98 0.91 0.96 0.99 1.15 1.05
765 0.74 0.80 0.71 0.79 0.78 1.20  0.93
775 0.63 0.68 0.63 0.75 0.70 0.83 0.63
785 0.59 0.62 0.63 0.78 0.71 0.70  0.57
795 0.62 0.77 0.70 0.80 0.70 0.65 0.54
805 0.99 0.95 0.95 1.03 1.05 0.69 0.67
815 1.27 1.19 1.12 1.30 1.25 1.19 0.98
825 0.87 0.82 0.83 0.97 0.99 1.59 1.01
835 0.56 0.85 0.82 0.84 0.84 1.14 1.06
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Table 1 (Continued)

o,

o e g g 58 E g a

N 3 | 3 L= 2 § 28
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M-21  M-22 M-23  M-25 M-27 M-12 M-13

845 0.30 0.57 0.29 0.64 0.50 0.60 0.41
855 0.51 0.66 0.65 0.66 0.70 0.40  0.39
865 0.71 0.72 0.66 0.86 0.76 0.58  0.38
875 0.88 0.81 0.86 1.15 0.80 1.07 0.83
885 1.03 1.11 1.01 1.15 1.18 1.44  0.93
895 0.99 1.09 0.98 1.14 1.11 1.46 1.10
905 0.99 1.06 0.94 1.09 1.11 1.43  1.10
915 0.87 0.99 0.86 1.00 1.02 1.34  0.94
925 0.81 0.90 0.82 0.94 0.93 1.11  0.92
935 0.88 0.95 0.89 1.03 1.00 1.24  0.88
945 0.87 0.96 0.89 1.00 1.02 1.28  0.92
955 0.85 0.92 0.82 0.93 0.97 1.09  0.89
965 0.95 1.05 1.02 1.17 1.04 1.36  1.11
975 1.01 1.14 1.22 1.32 1.27 1.71  1.11
985 1.17 1.41 1.25 1.46 1.48 1,92  1.20
995 1.06 1.26 1.17 1.06 1.22 1.74  1.16
1005 0.97 0.99 1.21 1.10 1.27 1.31  1.20
1015 0.99 1.01 0.78 1.12 1.12 1.19  1.22
1025 0.67 0.88 0.73 0.94 0.76 0.96 1.25
1035 0.66 0.68 0.66 0.73 0.72 0.75 0.76
1045 0.72 0.74 0.73 0.80 0.80 0.85 0.73
1055 0.81 0.77 0.83 0.86 0.87 0.93  0.73
1065 0.89 0.84 0.94 0.99 0.93 1.14  0.83
1075 1.06 1.00 1.07 1.22 1.14 1.33  0.93
1085 1.21 1.14 1.32 1.30 1.26 1.34  1.10
1095 1.22 1.24 1.41 1.38 1.33 1.60 1.24
1150 1.17 1.35 1.32 1.50 1.29 1.47  1.29
1250 0.71 0.97 0.97 1.12 0.95 1.04  0.92
1350 0.84 0.96 1.00 1.13 0.92 1.02  0.70
1450 1.54 1.72 1.88 2.01 1.63 2.30  1.85
1550 1.20 1.46 1.42 1.94 1.39 149 1.44




Table 1 (Continued)
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wavelength 5 & 58 S8d =58 Ozgzy .3 g2
22 322 322 32 pepif Ex iz
285 28% 288 28 Z2§5§58s Ad TS
M-21 M-22 M-23 M-25 M-27 M-12 M-13
1650 1.10 1.31 1.33 1.61 1.21 1.45 1.18
1750 0.95 1.17 1.18 1.37 1.04 1.16 1.16
1850 0.90 1.06 1.11 1.23 0.96 0.99 0.80
1950 1.05 1.15 1.29 1.46 1.05 1.01 1.88
2050 1.22 1.54 1.54 1.93 1.35 1.48 1.28
2150 1.19 1.41 1.47 1.80 1.29 1.44 1.24
2250 1.16 1.66 1.59 - 2.02 1.42 1.76 1.51
2350 1.32 1.93 1.85 2.84 1.62 1.88 1.61
2450 1.15 2.21 2.14 3.16 1.98 2.00 1.84
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further complicated by the power loss in the cables and lamp starter mechanism.
The power transfer between power supply and lamp operation at 100 amps is
86% and at 110 amps 84%. The power supply manuals specify that operation at
100 amps is permissible. This was found to be satisfactory and the criticality
of operation in the overload condition was discovered during a five day test
employing the system under these conditions. Since that time major modifica-
tions of the system have been underway.

These modifications include electrical and thermal design changes. The
thermal design changes include increased cooling capacity with water cooled
collectors and air flow modification. The electrical design changes include
design of new chokes and transformers for 5kw operation of the power supplies,
modification of the starter mechanism, and replacement of #4 power cable with
#''0'" to reduce power losses. These modifications should be completed during
the next quarter.

A1200 Solar Simulation Electronic Modifications

During a five day test in the month of November, 1966, using the A1200
solar simulator, numerous malfunctions occurred. Many of these failures have
been traced back to under-rated electronics components. In order to achieve a
one solar constant total irradiance with the filters presently used in the system,
each unit has to be operated at 103 amperes or 3.1kw generated power. Litera-
ture distributed by the manufacturers stated that "the system is capable of
operating at 110 amperes, "' however, it was found that some of the filter chokes
in the power supplies were saturating as early as 93 amperes, causing loss of
regulation, and unstable operation. Another problem found was loss of power
transfer between power supplies and lamps, cable loss in monitoring system as
well as reference systems. All of these problems created a very unstable
operation. Corrective action has been taken to eliminate the problems mentioned
above and modifications for an overall improvement in performance of the system
has been accomplished in the following manner.

A new filter choke with the same amount of inductive reactance but capable
of handling a 150 ampere nominal current has been designed and fabricated.
Endurance tests are presently being performed on two engineering models of
this type.

Power cables for interconnecting power supplies and arc lamps are being
changed from No. '"4'" to Vulkene cable size "0". Two pairs of these cables
have been installed and will be tested during our next experiment with the system
to see if they will withstand the environment within our system.
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Starter transformers are hooked in series with the arc lamp, and these
consume some of the power being generated from the power supplies. In order
to eliminate this power loss a circuit has been designed to by-pass the trans-
former in the starter unit automatically after the lamp is ignited.

The control console that operates the system has been relocated. During
this move the methods for monitoring the systems' performance has been changed
and a remote control instrumentation panel has been designed and installed. This
panel enables one man to execute start-up and alignment procedures; previously,
three people were necessary for electronics alignment. The panel features
conveniences such as current-to-light mode switching, solar cell performance
monitoring, current output monitoring and level of operation adjustments.

A cathode ray tube oscilloscope with a 1-1/2'" x 3" display pattern has been
designed and is being fabricated to present the purpose of applying a visual
continuous monitor for each module. Twenty of these units will be incorporated
into the new control console.

For the purpose of a single unit operation a new control unit has been
designed and fabricated. A unique design feature of this unit is a calibrated dial
for output current; prior to this electronics instrumentation was necessary to
monitor the exact current output of the power supply. This new unit can be set
up to operate at any desired level without instrumentation monitoring.

Experimental Lamps

Various types of new lamps have been tested during the past year. These
include Kr, Ar, H-Xe and HgXe. The spectral irradiance curves of these sources
are shown in Figures 9 through 11 and Figure 52, Section 2. These lamps were
tested with the hope of finding a source that could be combined with zenon lamps
in the A1200 solar simulator array along with spectral filters to improve the
ultraviolet continuum of the system. Some of the results can be seen in Figures
12 and 13.* Figure 13 represents a considerable improvement in the ultraviolet
region; however, the krypton line emission shows through at 765 nm indicating
that the spectral filters were not designed for krypton. This can be corrected
by using modified spectral filters.

*Lillywhite, M. A., McIntosh, R., Lester, D. "Operational Characteristics"
and Development of a Thermal Vacuum Solar Simulator Used for Spacecraft
Thermal Design AIAA Log #1897, September 1966.
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SOLAR SIMULATION ANOMALIES STUDIES

The sources and techniques for thermal coatings testing used by experi-
menters in the field and the Radiometry Section, GSFC differ considerably.
The data obtained from these tests are used as criteria to evaluate experimental
coatings, and in most cases data are compared disregarding the test conditions
(e.g., spectral irradiance of source). This results primarily because there is
no easy way to relate such tests except in terms of equivalent sun hours (ESH).
This employs a reciprocity rule which implies that a linear relationship exists
between total radiation dosage and time. Proof of this rule has not been docu-
mented. It is the purpose of the solar simulation anomalies studies to evaluate
this method of testing as well as other anomalies experienced in solar simula-
tion in terms of the errors that can result in final data and conclusions when
such anomalies are not considered. Several tests have been conducted and a
limited amount of data is available. The remaining portion of this report will
describe what has been accomplished to date, looking first at a group of sources
that are commonly used for testing.

The lamps studied consisted of three basic types of sources; (1) high pres-
sure compact short arc lamps, (2) a medium pressure mercury vapor lamp, and
(3) a carbon arc. Eadch of these types has different operational characteristics
and each source has different spectral irradiance characteristics. A comparison
of the relative spectral irradiance of several sources is given in Table 3, '"Ratio
of Test Lamp Energy to Solar Irradiance." Columns 2, 3, 4, 7, 8, and 9 of
Table 3 are representative of a 2.5kw compact arc lamp of the type indicated.
Column 5 is a typical experimental arc, Column 6 is a mercury vapor lamp, and
Column 10 is a typical carbon arc. It should be pointed out that each column
contains spectral irradiance data chosen from many sets of measurements in
order to be representative of a typical new source of that type without optics
¢+0 hours). This data, therefore, may not agree with identical lamps of different
ages and/or used in different optical systems. The last column of the table gives
the percentage of the solar irradiance in a 10 nm bandwidth whose center wave-
length is indicated in Column 1, "Interval Wavelength." The irradiance is cal-
culated for 10 nm intervals over the entire range (250 nm to 2500 nm); the energy
is averaged over 100 nm bandwidths over the range 1100—2500 nm. The actual
solar irradiance, I ,, may be obtained by multipling a value in Column 11 (%
Solar Irradiance) by the solar total irradiance (250 nm to 2600 nm). The other
nine columns contain data displayed in fractions of a solar constant for the band-
width indicated in Column 1 when all sources are considered to have a total
irradiance of one solar constant. The total irradiance of a specific bandwidth
for a specific source is obtained from the product of the indicated value in the
source column, the value in the percent solar irradiance column, and the total
solar irradiance value. This table gives direct comparison of the energy per
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Table 3

Ratio of Test Lamp Energy to Solar Irradiance

1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11
nm M-13 M-20 v-3 Medium M-5 M-11 M-9 M-14

Interval Filtered Xe Exper.| Pressure Carbon % Energy

Wavelength| Xe X~25L HgXe Source Hg Kr Ar H-Xe Arc Solar
255 0.56 1.09 5.02 13.25 6.18 2.54 4.59 0.072
265 0.45 0.90 1.62 6.34 34,64 3.06 1.29 2.31 0.166
275 0.83 1.43 5.39 6.81 13,64 3.39 1.45 2.60 0.166
285 0.80 1.14 4,55 3.96 5.97 2,06 0.88 1.63 0,290
295 0.71 0.76 4.78 2,65 6.79 1.37 0.58 1.12 0.31 0.456
305 0.85 0.53 7.65 2.53 10.95 1.43 0.59 1.13 0.48 0.476
315 0.78 0.36 5.89 2,04 18.97 1.22 0.49 0.96 0.53 0.590
325 0.72 0.46 0.70 1.65 1.09 0.99 0.40 0.80 0.53 0.746
335 0.72 0.78 1.31 1,54 1.98 0.92 0.37 0.76 0.58 0.828
345 0.79 0.92 0.37 1.56 0.44 0.90 0.35 0.76 0.57 0.870
355 0.83 0.99 0.55 1.62 0.35 0.89 0.37 0.80 0.54 0.870
365 0.73 1.01 6.78 1.41 11.21 0.83 0.36 0.78 0.70 0.922
375 0.73 1.08 1.23 1.36 0.22 0.77 0.34 0.78 1.12 0.942
385 0.92 1.22 0.58 1.45 0.26 0.78 0.37 0.87 1.57 0.859
395 0.89 1.20 0.47 1.28 0.23 0.68 0.35 0.83 1.47 0.942
405 0.63 0.87 1.77 0.88 3.25 0.46 0.25 0.57 1.02 1.346
415 0.59 0.85 0.37 0.93 0,12 0.43 0.29 0.55 0.98 1.429
425 0.63 0.91 0.33 0.98 0.27 0.45 0.29 0.57 0.98 1.357
435 0.64 0.96 2.86 0.96 4.95 0.47 0.26 0.58 0.91 1.336
445 0.56 0.86 0.35 0.69 0.13 0.39 0.20 0.51 0.74 1.564
455 0.60 0.89 0.20 0.65 0.07 0.36 0.20 0.53 0.74 1.615
465 0.66 1.04 0.18 0.67 0.06 0.34 0.19 0.61 0.77 1.605
475 0.73 0.99 0.18 0.67 0.06 0.34 0.19 0.57 0.77 1.595
I%:13 0.66 1.07 0.21 0.69 0.10 0.34 0.20 0.59 0.79 1.522
495 0.67 1.00 0.27 0.67 0.13 0.33 0.20 0.55 0.81 1.522
505 0.67 1.00 0.18 0.68 0.12 0.34 0.21 0.54 0.87 1.450
515 0.66 1.00 0.17 0.64 0.06 0.36 0.21 0.54 0.90 1.429
525 0.65 0.99 0.17 0.60 0.06 0.36 0.21 0.54 0.88 1.439
535 0.63 0.97 0.55 0.57 0.51 0.37 0.19 0.52 0.84 1.470
545 0.59 0.97 2.25 0.54 4,47 0.39 0.20 0.51 0.83 1.460
555 0.60 0.97 0.49 0.54 1.03 0.43 0.20 0.52 0.84 1.439
565 0.62 0.99 0.59 0.56 0.60 0.47 0.20 0.53 0.84 1.408
575 0.61 0.97 3.16 0.53 5.28 0.48 0.19 0.52 0.81 1.429
585 0.62 0.96 1.68 0.54 0.83 0.52 0.20 0.53 0.81 1.408
595 0.63 0.93 0.62 0.56 0.08 0.55 0.22 0.53 0.80 1.398
605 0.66 0.95 0.23 0.56 0.08 0.56 0.23 0.55 0.81 1.336
615 0.67 0.99 0.23 0.53 0.08 0.50 0.22 0.56 0.81 1.305
625 0.69 1.03 0.24 0.53 0.08 0.49 0.21 0.57 0.83 1.284
635 0.69 1.08 0.24 0.54 0.08 0.52 0.22 0.58 0.87 1.253
645 0.68 1.09 0.25 0.57 0.09 0.56 0.22 0.61 0.92 1.232
655 0.68 1.09 0.26 0.58 0.09 0.56 0.23 0.67 0.96 1.212
665 0.68 1.03 0.27 0.57 0.11 0.52 0.24 0.66 0.96 1.201
675 0.71 1.05 0.28 0.65 0.15 0.51 0.25 0.62 0.96 1.170
685 0.75 1.08 0.33 0.74 0.13 0.52 0.29 0.66 0.95 1.139
695 0.78 1.07 0.38 0.87 0.11 0.53 0.43 0.66 0.94 1.108
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Table 3 (Continued)

#1 #2 #3 #4 #5 #6 #7 #8 #9 #10 #11
nm M-13 M-20 V-3 Medium | M-5 M-11 | M-9 M-14
Interval Filtered Xe Exper.| Pressure Carbon % Energy
Wavelength Xe X-25L HgXe Source Hg Kr Ar H-Xe | Arc Solar
705 0.71 0.99 0.34 0.89 0.11 |0.50 | 0.48 0.62 | 0.90 1.118
715 0.76 1.02 0.35 0.89 0.10 [0.52 | 0.40 0.66 | 0.91 1.067
725 0.76 1.03 0.35 0.96 0,10 [0.56 | 0,41 0.66 { 0.89 1.056
735 0.78 1.02 0.36 1.27 0.10 }0.57 [ 0.60 0.70 | 0.89 1.036
745 0.82 1.06 0.34 1.71 0.11 {0.80 | 0.94 0.71 1 0.90 1.004
755 0.79 1.05 0.33 1.97 0,11 1,07 | 0.97 0.71{ 0.88 1,004
765 0.85 0.93 0.36 1.90 0.12 2,06 | 1.25 0.77 | 0.91 0.963
775 0.87 0.81 0.37 1.77 0.12 1.77 }0.76 0.73 | 0.92 0.932
785 0.69 0.57 0.37 1.75 0.12 1.30 | 0.66 0.65 | 0.92 0.922
795 0.67 0.54 0.38 2,02 .0.11 1.25 1.12 0.67 0.93 0.901
805 0.72 0.67 0.39 2.54 0.12 1.48 | 1.72 0.73 | 0.94 0.880
815 0.89 0.98 0.48 2,86 0.12 2,65 1.89 1.31 0.95 0.859
825 1.71 1.01 0.72 2,76 0.12 3.12 | 1.22 1.98 | 0.93 0.849
835 2,25 1.06 0.66 2,46 0.13 2.77 1.44 2,06 0.92 0.818
845 1.81 0.41 0.53 2.22 0.13 2.02 1.65 1.37 0.90 0.797
855 1.16 0.39 0.46 1.79 0.14 1.42 ] 1.11 0.75 | 0.88 0777
865 0.97 0.38 0.49 0.94 0.14 1.12 {1.13 0.47 | 0.86 0.756
875 1.17 0.83 0.70 0.75 0.14 1.11 | 0.57 1.28 | 0.86 0.746
885 1.94 0.93 0.90 0.87 0.14 1.59 | 0.55 2,31 | 0.86 0.735
895 2,44 1.10 0.94 0.91 0.15 1.81 | 0.54 2,73 | 0.87 0.715
905 3.19 1.10 0.86 0.75 0.16 1.59 [ 0.78 2,58 | 0.91 0.683
915 3.12 0.94 0.88 0.71 0.16 1.06 | 1.11 2.30 | 0.91 0.673
925 2.88 0.92 0.77 0.70 0.17 0.85 [ 1.06 2,15 | 0.92 0.663
935 2.73 0.88 0.68 0.66 0.18 J0.83 |0.77 1.91 { 0.93 0.652
945 2.55 0.92 0.69 0.59 0.18 0.86 | 0.72 1.78 | 0.95 0.632
955 2.79 0.89 0.68 0.58 0.17 0.88 | 0.79 1.75 | 0.96 0.611
965 2.64 1.11 0.70 0.53 0.77 10.89 | 0.83 1.65 | 0.97 0.601
975 2.47 1.11 0.86 0.51 1.13 1.01 | 0.84 2,07 | 0.96 0.601
985 2.94 1.20 1.04 0.54 1.19 1.15 | 0.84 2.32 | 1.01 0.570
995 3.42 1.16 1.09 0.52 1.22 1.08 | 0.78 1.92 | 1.03 0.559
1005 3.46 1.20 1.56 0.52 2,47 10.99 |0.80 1.69 | 1,08 0.538
1015 2.92 1.22 1.82 0.55 2.08 0.92 0.83 1.72 1.11 0.528
1025 2.41 1.25 1.82 0.58 1.66 0.90 | 0.85 1.64 | 1.14 0.518
1035 1.73 0.76 1.34 0.59 1.69 0.90 ]0.90 0.93 | 1.15 0.507
1045 1.75 0.73 0.98 0,63 0.41 0.92 | 0.95 0.91 | 1.15 0.497
1055 1.07 0.73 0.73 0.65 0.20 10.94 [1.08 0.93 | 1.16 0.487
1065 1.09 0.83 0.71 0.66 0.17 0.97 | 1.12 0.93 | 1.19 0.476
1075 1.09 0.93 0.70 0.65 0.17 .98 [1.13 0.95 | 1.19 0.466
1085 1.15 1.10 0.71 0.59 0.17 10.99 {1.12 0.96 | 1.18 0.456
1095 1.21 1.24 0.74 0.53 0.29 .98 {1.05 1.00 | 1.21 0.445
1150 1.10 1.29 1.13 0.61 0.68 1.13 | 1.21 0,98 { 1.28 0.392
1250 0.97 0.92 1.08 1.12 0.24 1.57 | 1.81 1.03 [ 1.35 0.314
1350 0.65 0.70 1.34 2,08 0.81 1.66 | 3.01 1.16 | 1.42 0.253
1450 0.92 1.85 1.34 0.94 0.35 1.87 | 2.76 1.52 | 1.49 0.205
1550 1.14 1.44 1.53 0.71 0,60 1.81 2.99 1.61 1.51 0.168
1650 0.95 1.18 1.79 0.60 0.84 2.10 | 3.11 1.70 | 1.58 0.139
1750 0.83 1.16 2.41 0.50 1.00 2.18 | 3.41 1.89 | 1.63 0.115
1850 0.84 0.80 1.69 0.54 0.60 2.17 | 4.02 2.07 | 1.56 0.096
1950 0.88 1.73 0,49 0.70 1.95 4,40 2,26 1.50 0.082
2050 1.28 1.88 0.54 0.74 2.03 | 4.66 2.33 | 1.51 0.069
2150 1.24 2.20 0.51 0.82 [2.19 |4.91 2,46 | 1.45 0.059
2250 1.5t 2,52 0.51 1.72 2.15 | 5.89 2.81 | 1.41 0.051
2350 1.61 2,96 0.63 2.11 2.28 | 6.46 2,65 | 1.34 0.043
2450 1.84 3.05 1.76 2.26 | 7.35 1.75 | 1.21 0.038
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bandwidth for several sources in terms of the air mass zero solar spectral ir-
radiance or an equivalent solar dose/bandwidth which can be used to obtain
equivalent sun hours of irradiation when these sources are used in degradation
testing.

The ultraviolet region of the simulated solar spectrum is of greatest con-
cern to the degradation of optical characteristics of thermal spacecraft coatings.
This region is defined, for solar simulation purposes, as radiation having wave-
lengths between 250 nm and 400nm; it comprises about 9% of the solar spectrum.
The energy of this region (9%) is nearly wholly absorbed by most paint type coatings,
and the absorptances of evaporated surfaces (Ag, Au, etc.) are determined largely
by this portion. This radiation is a major factor in the change in absorptance of
these coatings in testing and in space. The use of a solar spectral mismatch in
the ultraviolet region can produce quite erroneous results in solar absorptance
values and the rate of change in absorptance values or optical degradation. The
use of extreme intensities in the ultraviolet region, possibly due to emission
lines (e.g., Hg and HgXe sources), results in data that are very difficult to in-
terpret in terms of the actual solar environment. The use of a source deficient in
the ultraviolet is equally misleading because the change that might be normal in
space would not occur or would occur at a different rate. The errors in absorp-
tance due to the spectral mismatch can be corrected for when analytical calcu-
lations are used, but the errors resulting from a different degradation rate due
to spectral mismatch cannot be eliminated.

Table 4 points out the criticality of this match for the sources being dis-
cussed in this report. This data shows the equivalent total solar irradiance

Table 4

Ratio of Test Lamp Energy to Solar Irradiance Below 405 nm

Sources

A-1 M-13 M-20 V-3 Med. M-5 M-11 M-9 M-14
Fil- Experi~- Pres-
tered mental sure Carbon
Xe Xe-X-25 HgXe Source Hg Kr Ar H-Xe Arc

Ratio of
test lamp
energy to
solar irrad-
iance below
405 nm.

.79 91 2.40 1.84 4.56 1.01 .44 91 .80
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dose in the ultraviolet region below 405 nm for a given total irradiance. Many
experimenters use values similar to these to obtain equivalent sun hour doses
(ESH) of solar irradiance when one of these sources is being used for irradia-
tion in coating degradation testing. It can be seen from Table 3 that the distri-
bution of spectral irradiance in this region is very different for many of these
sources. It appears, then, that one might expect not only different absorptance
values for different sources, which can be calculated, but different rates of
degradation for which reciprocity may not hold and therefore these rates may
not be linearly related. This is, in fact, the case and will be discussed later in
this report.

Table 5 shows the effective absorptance values of different types of coatings
commonly used on spacecraft for the group of sources studied. The effect of
the solar spectral mismatch can be seen here by comparing the effective absorp-
tance values in Table 5, Columns 2-10 to the solar absorptance values in
Column 11. These are values the coatings have at zero hours of irradiation for
a specific source and do not indicate that any degradation has occurred. It is
extremely difficult to compare rates of degradation under similar test conditions
for different sources; however, this will be discussed later.

Coatings were selected for these tests in order to demonstrate possible
large differences in degradation dependent upon exposure environments. For
this reason some coatings which are known to be highly unstable were included
with some which have been used in space flight experiments and also some which
look promising for the future.

The paint formulations tested employ zinc oxide and titanium dioxide pig-
ments in a variety of vehicles including two types of silicone, an epoxy resin,
potassium silicate, and a polyester resin. Table 7 is a list of white paint
formulations.

Testing Methods

Two systems were used to obtain "in-situ" absorptance data of the coatings
which were irradiated with different sources. One system utilized an ultra high
vacuum system with a LN, shroud to determine steady state absorptance values
from thermal equilibrium states, while the other method used a portable vacuum
cell with amovable sample holder and a spectrophotometer to determine absorp-
tance as a function of wavelength. The thermal method yields a total absorptance
and the optical method yields both a spectral absorptance and total absorptance
value. The changes in total absorptance obtained in these two methods are
directly comparable. It is felt that the spectral and total absorptance data must
be studied simultaneously in order to obtain useful information for mechanisms
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Table 7

White Paint Formulations

Name Pigment Vehicle Solvent
090 Anatase TiO,-Titanox AMO Condensation type Xylene
methyl silicone
007 Rutile TiO,-Titanox RANC Condensation type Xylene
methyl silicone
S-13 ZnO (SP500 from N.J. Zinc) Condensation type methyl Toluene
silicone (RTV 602 from GE)
J.C. 78 Rutile TiOZ-Dupont's R960 Condensation type methyl Toluene
silicone (RTV 602 from GE)
Cat-a-lac Probably Tio, Epoxy
White
3M White Rutile TiO, Polyester type Cellosolve acetate and
thermoset xylol in 1:1 ratio
ZnO Silicate ZnO (N.J. Zinc's SP500) Potassium silicate Water

(Sylvania's PS-7)

TiO Silicate Rutile TiO, (Dupont's RF-1) Potassium silicate Water
(Sylvania's PS-7)

studies, employing rate of change of absorptance, ultimate degradation predic-
tions and possible change in emittance values. This is particularly true when
different sources are used because the change in calculated integrated total a_,
or effective absorptance, is different for different sources even though the mag—
nitude of spectral change of the coating is the same. This is due to the variation
in the spectral irradiance of the various sources.

The optical measurement is made using the ion pumped vacuum system
shown in Figure 15.* This cell accommodates one sample which is irradiated in
position A and moved to position B where reflectance measurements are made
through the quartz port using a Beckman DK-2 Spectrophotometer. The sample
is connected to a spring and is moved from position B to A using a magnet. The
precision of the measurement is within £1% and its absolute accuracy is better
than 4%. The temperature of these samples with one solar constant irradiance
ranges from +40°C to +60°C at initial equilibrium conditions. This technique
allows measurements to be taken at virtually any time interval. The sample is
measured in vacuum before irradiation and a number of times during irradiation
to determine the change in rate of degradation, and after irradiation in vacuum
and in air to determine whether the absorptance of the sample has experienced

I1-19



any recovery. This measurement involves physically moving the cell system to
a position in the integrating sphere port and takes about fifteen minutes.

The thermal measurement is accomplished using an ultra high vacuum
system (107° Torr pressure) with a LN, shroud and a sample having well known
radiative properties. Knowing these data, other heat "input'" values, and the
equilibrium temperature of the sample when irradiated with a known total and
spectral irradiance, the ratio of absorptance to emittance can be computed. The
assumption is made that there is no change in emittance due to degradation and
that the total and spectral irradiance of the source is constant. If these assump-
tions hold true, the change in absorptance can be computed as a function oftime
using a steady state equilibrium calculation.

The assumptions mentioned above are reasonable in that the irradiance is
monitored and the emittance values can be checked indirectly. The Aa computed
can be compared to the Aa values obtained in the optical measurement under
identical test conditions. This comparison enables calculation of the emittance
which is compared with the previously obtained emittance values. The emittance
values are known as a function of temperature and the appropriate corrections
are made for samples tested using high intensity irradiance which run at high
temperatures. The total and spectral irradiance values are monitored periodically
during testing. The total irradiance is monitored "in-situ' with a razor blade
detector and in air with a radiometer. Total irradiance measurements are
taken at each sample before and after each test. The spectral irradiance is
monitored with a filter radiometer device and with the Leiss system used for
spectral irradiance measurements.

This thermal absorptance measurement is continuous in that the temperature
is recorded every five seconds with a strip chart recorder (+1/4°C precision).
It is possible then to study the rate of degradation for each sample after the
sample reaches an equilibrium temperature. This presents a problem in that
achieving an equilibrium temperature may take 2 hours for the sample used in
this study, and the degradation that occurs during this period is not directly
obtainable. This error can be checked in two ways: (1) the difference in cal-
culated predicted equilibrium temperature and that measured equilibrium tempera-
ture may be used to compute a change in absorptance for this time period, and
(2) comparison of optical measurement made at very short intervals of time
early in the test. These methods have been partially successful in determining
the magnitude of initial Aa.

" The results of coatings testing using different total irradiance levels with

approximately the same spectral irradiance (thermal measurements) to obtain
absorptance data are displayed in Tables 8-12. Several problems must be
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considered when evaluating this data. The temperatures of the samples for each
of the tests are different due to the measurement technique. This makes it dif-
ficult to distinguish between temperature and irradiance effect for some coatings.
The value of the port input is different for each level of irradiance and is not
known accurately for each sample. The spectral irradiance of the X-25L source
degraded during this series of tests. This was monitored and the results can be
seen in Tables 1, 2, and 6. The ultraviolet total irradiance of the X-25L for a
particular test is given on the bottom of the data sheets (Tables 8-12). It is
necessary to consider this parameter when comparing this data. The magnitude
of degradation is enough to affect the absorptance of the coating but does not
compare to the differences experienced when other sources are used (See

Table 3 and 5). These data can be expressed in terms of rates of degradation as
a function of ultraviolet equivalent sun hours. This information becomes more
directly comparable and can be used to determine the validity of a reciprocity
rule for various circumstances. This is being done now and the complete data
is not available for this report. Despite these problems it is still true that
each test was conducted using approximately identical parameters with the ex-
ception of total irradiance levels; therefore, several conclusions can be drawn
from the data.

This thermal data indicates that 090, Cat-a-lac white and 3M white paints
degrade very rapidly initially. This rapid rate is attributed to surface degradation.
The rate of this initial change seems to be highly dependent upon total and spectral
irradiance or temperature but the magnitude of change is independent of these
factors. Several primers were used in this series of tests (e.g., G. E. primer,
Dow Corning, Cat-a-lac primer) and no difference in degradation characteristics
could be attributed to primers. The optical degradation data supports and ex-
plains some of the observations made from the thermal "in-situ' data and will
be discussed later.

A summary of the optical "in-situ' data obtained using four of the sources
and some of the coatings discussed herein is shown in Table 13. The absorptance
values are absolute integrated or total absorptance values. The "a'" before and
the "a" after values are made at the beginning and end of the time indicated in
the "Time Irradiated" column. The "Intermediate Measurements' are absorp-
tance values taken a short time after irradiation started (as indicated in "Time
of Intermediate Measurement'). This data as well as the thermal data indicates
that there are two types of degradation observed, long and short term.

The very rapid initial reflectance changes noted for Cat-a-lac white and
Q92-090 provide confirmation of the large initial temperature changes for these
materials in the thermal tests before equilibrium was reached. This has been
discussed previously. It was noted that the magnitude of this very rapid initial

II-27



oo BIf. ... | __3H___| _sanoy_oy1 | zu2/4® 0L 70762 ‘nw.n.— (096¥) TOTL - PUOITTTE
) s S [ 5% [ “s3nou oy [ ,B3/587 091 TTTTTTYERTIe IS 14q39m - 29wpad ‘F°H 940
9¢g %38 [ “sanoy ou1 [ @57 Rn” o1 T25 e TER™9T ™7 s3800 7 ‘g5-8, Kuoyod °r
zos1g....]...8€.92 | samoy wz L BH___ 7§ 1€ |18°S1 (>173m) Zo1l - 9uOdITTE
O ) SO S N SO ARG 1Ay3sm - 1301ag "F "D
9¢t¢ sanoy 47 sinoy oyl | gwo/mm oyl B AN 19A0 £Q0d Sujuzo) Al
||w| 6T¢ I R l-w“:uw.nhu.wm,nu 3K ] sanoy O%t wd/me Of €6 1y | I8°€1 auodFI19 1443w 4+ 00SdS 0UZ
nn-noﬂﬁn it ) G nmuaoa-omau.mauwma-omfoNuwN--INwaww-.mmaum:- €1-S sv uol3jsodmod
yrr----1----g1~Hz----f-saneyq-yz----[ -eXBA~-[~sinoy~QnT | 07 ATTORT) [T S e ot 3 A4 B-T A0 A duliy smes S-gg Luojo) °r
. 21y
12K S | I | _uogasg __-upm_ o €717 86791
100 2 R [T TTTTTTIITTI Ty L fsamoy kg 518z 198721 (£xodg) s3ecd IyBya
w1 ax3n Faanutw 9 3372271887217 237ya ov]-2-3W
AR 173 S I A | __%R sinoy 08z 22’1y | vot (eswavuy) CTOIL-aUOOTTTS
)9 I - .--mw““-.-mwmmm-@wm- ~5373C°80°91 "1 14y3am - IIFya de-®-3W
9et iT°sz  [seanuim Q1 2X3H | sanoy gn1 "%87eT [087H1 1aa0 060-d Buruzo) mag
8aINOH ung JUDWIINSEIY | JUIWIANEBIW posn peaeypraa]l wd /AW sdue I19 ¥1039
Al @jeIpamiaiu] | e3ejpaurajul | adinog amyy ou:uﬁv-uuu © Mm< uu ¢ -M”w“ﬂwu
juateaynby o) Jo awyl 1301

§JUAWIINSBIN ,,MIS-UL,,

€1 2l9eL

[eo13do Buls(] $90an0g SNOLIBA YHIM Sunyse, uo1jepeAsaQ JO SINSIY

11-28




change in Q92-090 and 88S is nearly independent of spectrum while the rate is
increased by increased short (<400 nm) ultraviolet irradiance, spectral and
total.

The long range degradation which can be considered separately from the
rapid initial changes noted above is characteristically most severe in the blue
region of the visible spectrum (causing yellowing). This type of degradation has
been noted to some degree with all of the white coatings tested by the thermal
laboratory group. The magnitude of this degradation is directly related to the
intensity of the short wavelength or ultraviolet region (high-energy photon). In
order to appreciate this dependence on wavelength it is necessary to consider
the rate of reflectance change in the visible rather than the change in integrated
a. This is because the effect can be largely masked by the initial fast degrada-
tion in the red and infrared wavelength regions.

"In-situ' reflectance measurements, then, seem to indicate that the effect
of spectral distribution is minimal with respect to rapid initial reflectance
changes due to surface reactions of pigment and maximal with respect to the
long range diffusion controlled bulk reactions of the crystals. Thus the choice
of irradiance source is most important when the effect of rapid surface reactions
on reflectance or total a is small and bulk crystal degradation has the prime
effect.

The last column in Table 4 gives the equivalent sun hour dose for the ultra-
violet region assuming a constant total irradiance (one solar constant). It can
be seen that, generally, the magnitude of degradation is greater when the equiva-
lent sun hour values are greater, but there is certainly not a linear relationship
between total ultraviolet irradiance and time. Therefore a reciprocity rule
may not be employed to obtain ultraviolet equivalent sun hours when the entire
ultraviolet irradiance is used (wavelengths <400 nm). Additional complications
arise when different sources are used because the coating temperatures are
different in this type of testing. Even if the substrate temperature is kept
constant a problem still exists in determining the actual difference between
substrate temperature and coating surface temperature. The substrate tempera-
tures measured during these tests were as high as 70°C.

The temporal spectral stability of the system supplying the simulated solar
irradiance is a factor which must be considered when evaluating data obtained
from long term degradation testing. Degradation of this type is inherent with
all solar simulation systems and it is true that this can affect the change in
absorptance of a coating being irradiated. Such degradation of the ultraviolet
total irradiance generally does not approach an order of magnitude in comparison
with the effects from values of the different sources shown in Table 2, but for
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comparable results the spectral irradiance should be monitored periodically. If
periodic spectral and total irradiance measurements are taken and degradation
does occur, an average value of irradiance may be obtained for the time interval
and used to obtain ultraviolet equivalent sun hours. This is the method used by
the authors to obtain the data in the last column of Table 4 ("'Equivalent Ultra-
violet Sun Hours').

It is the opinion of this Thermal Laboratory Group that testing with different
sources and, consequently, with different spectra may produce errors in short
term surface degradation and will produce errors in long term degradation.

This degradation is highly dependent upon the coating formulation. It was ob-
served that many different rates and magnitudes of degradation occurred for
various values of (1) spectral irradiance, (2) total irradiance, and (3) tempera-
ture. It is proposed, therefore, that valid comparison of coatings optical de-
gradation characteristics may be done only when test conditions (e.g., spectral
and total irradiance, temperature and coating formulation, and application) are
approximately the same; moreover, environmental testing of thermal coatings
materials should be conducted using the same conditions that will be experienced
in space, with emphasis on spectral and total irradiance and temperature.

CONCLUSION

Many of the basic development problems in solar simulation have been re-
solved and/or defined in a manner that permits an experimenter to be aware of
the limitations of a particular solar simulation system when it is used for a
specific purpose. Considerable improvements in solar simulation systems will
be necessary in the future; however, existing systems must be used in present
testing despite their deficiencies. The immediate problem, then, is to evaluate
present systems and techniques used comprehensively with particular emphasis
placed upon the type of material tested, theuse of the material in the actual solar
environment, and how well the simulated conditions meet the actual environ-
mental conditions, in order to gain a better understanding of the test results.

A series of tests concerned with solar simulation anomalies has been con-
ducted using white paints (thermal coatings). These tests were designed to eval-
uate the effect of solar spectral mismatch on these materials. The data indicates
that the change in absorptance of such coatings depends upon the type and form-
ulation (chemically) of the material, the spectrum of the source, and the total
irradiance (or temperature). These data have shown that direct comparison of
absorptance values of the same coating irradiated with equal total irradiance,
but different spectral irradiance is not valid. It has been observed that degrada-
tion of some coatings occurs in two forms: rapid initial changes, which may be
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associated with surface phenomenon; and long term changes, which may be a near-
surface or bulk property. The rapid initial absorptance changes of some coat-
ings ultimately obtain an absorptance value independent of spectral irradiance
and long term absorptance changes are highly dependent upon the spectral ir-
radiance. These observations are profound but do not represent sufficient
evidence for complete evaluation of solar simulation testing whenthere is a solar
spectral mismatch. A good spectral match is difficult to obtain, expensive, and
may not be critical for certain types of test specimens. For this reason ad-
ditional work of this type is needed. The follow up work should be quantitative in
nature in order to set testing limits for, various types of materials, accurate
simulation of specific missions, and future system experimentation goals.

PROGRAM FOR NEXT REPORTING INTERVAL
1. The modifications to the A1200 solar simulator will be completed.

2. Work will be continued on the 24 hour/day unmanned coating degradation
studies using optical "in-situ' measurements in cooperation with J.
Colony, GSFC.

3. Work will continue on the thermal "in-situ" coatings degradation testing
if overtime allows.

4. A detector calibration effort in conjunction with the T&E division, GSFC,
will be completed. The next step will be planned in an effort to explain
discrepancies between thermal and radiometric measurements of total
irradiance that arise when a test is being conducted in the T&E Space
Environmental Simulator.

5. The "in-situ" uniformity scanner will be installed in the large vacuum
system used with the A1200 solar simulator.

II-31



wajsAg p|O—updg Ajlwiojiun | ainBiy

JONVLISIO L30WVL WVIOVN

SLINN ANVHLIGNY - AOMINI

k44 | ]] [+]] 2 9 [+]] i o! [+ 3
T T TT T T T T TTTT 7 T
1 1 17 - HE 1 1 SRS 1
i 1 I B E B T T 7T T : 1
: T 8 SRE i 1 Tt it
T It i H M + 1
) ' T T L b I T pR e
T o i JBesns i ; ! 1 T T Tt
e T i ] : T 3
T | pERRe| i A peanI i
1 ! g T 1 T easn! I3 : T
1 - T T ! — - ; |
i ' T I + »
v Tt ! Insaag pagsssa! i 1 ; st ] et H
T It T b PRGNS MDY - 1 2ONSS
¥ o = ; 1T T 7 t
2 H T PN i N i f i aenee
! e L s CanSSSaeht Sandteatees : 3 : : i T
T i1 ) 1 M. T 1 ! b 11 ; it & annube )
nEn IS YN g S TP ANTTEE PUGEEEORS T S P NSO OURTRY St ; ba T e
" ae8 ! 1 wuuﬁﬂrmm‘.hﬂnté~f+¢rllff, = bt H T 1 t BEGNSaals
-1 1 e — T 1 - T Hp e e
1 m T~ : it SRPEEE + 18 ey N t 184 SENGBINGNE
I8 T jaaaenee T
8] T INBEES PESSAREESE SREESRETES SEENANNE | § 88T IBAnDOSE B8S! IBEEEEEE: e T P
i Ieans; 88Sissenesun naanS T ; : e 00 0uT SAONENT
; 1 n ; . 1 b jagased
R ssass; ! Inonant BESEEASES: ,H»Z iseseTEEeR LRS! ! t 1 : i S H R
HHlH Hw T e et - Tt . ! + N ,Fr. oo
T T T i a : it ] > -
f + + ———t ]
! 1= MESOREE SESEISIEEY B¢ - o X
} 11 pon e o 1T - A
I t jSpeEEeEEE jaa
: MEOBOUOEE DESSREEN: = '
M<
T
I
!
t
N
Spyasgde
LN
5 yyuu
o
1
b
11
! :
T T
T T
I I
T
)8
1
1 I
T
- 1
+H
i =
¥ Inngoanses pgesesange
11 17 !
1
1 T+
+
1 1
1 +
"
L RIRN
: T
oo
oA
10

I1-32




(s124]14 ou) waysAg 8|N214ua —UDDG Ajwioyiun gz a4nbiyg

(seyoul) IONVLSIA LIONVYL TvIGvY

154 02 9l 2l 8 14 0 14 8 2l 9i 02

J _ ! _ | _ | _ _ _ I |

‘s34 2 ‘200" ¥

NOIHD TOULNOD ALINYOLINN ¥ILNS :3S0d¥Nd/1STL
:SYINNVIS

1V SIWV VOOI~ 40D PI'L iNILNI

KINO IVH193dS :H¥3LN4 TV :3N01LN3T

2's'e 'l 'ON NvOS 99/61/8 :31va

3ONVHI TTVILVdS HLIM NOILVIYVA ALISNILNI
ONIMOHS A LINYOLINN WV38 HOLVTINWIS HV0S

bl'l~ HAd

II-33

ALISNILNI 3AILVI3Y




(s124]13) wajsAg a|nNd14ua—updg Ajlwioyiun ¢ a.nbi4

Y3ILINVID Wv38

v2 02 9l a8 v 0 v 8 2l 9i 02 v2 o
[ I | [ | I | [ [ I I I 1177
—1
—2
—e
2 )
— v ﬂ _
> =
<
m
o
4
(7
3 |
—~9 - )
-2
—8
8P —VIa WV3E
%G 3 —ALINYOZINN
7132 HVI0S WO | X | —¥0L193L3] —16
FONVHD TVLLVAS HLIM JONVIOVHYI NI NOLLVINVA
ONIMOHS NVIS ALINHOSINN WV3E HOLVINWIS ¥VI0S
ol




(194]14 2u0) WaisAg 9|NO14UST—UDDG Aj1wiojiun  “f d4nBig

ALISNILNI 3AILYI3Y
0¢ 9l <l 8 14 0 v 8 2l 9l

_ I _

.9t 1'VIQ Wv3g
%6 5% ‘A LINYOLINN
7730 ¥YI0S Wo|X| 140193130

JONVHI TVILVdS HLIM 30NVIQVEYI NI NOILVIYVA
ONIMOHS ALINYOJINN Wv3I8 JOLVINWIS ¥VTI0S

ol

3O0NVLSIO 139YVL vidvy

II-35



00s¢

sinoy Ol‘_O.—O_DEmm \_U_Om JWNIXI@UCU_ﬁO.C_ _C\_A—Umwam .<.V 0._30_“_

(s4ejawounu) HIONITIAVM

000¢ 006l|

000l

00§

~—

0

SL110A OE B8 SdWV S8
996! ‘8 HONVW

LW ON NNy

IS-WD QYVANVLS

S11UYM 0SGZ LV dAV JuvV
1OVAWOD NOLJAYN-3ONVIOVHYI Tvd1l03dS

S0

ol

Sl

H1QIMANVE/A9Y3N3 Tv10l 40 %

11-36




006¢

mLDOF\_ m.Vl._O‘_U_DE_m ._U_Om .._WNIXIOUCD_UU.C_ _OL+UOQm .m.v O\_Dm_u_

(s49jowoupu) H1H9NITIAYM
000l

000¢ 006!

00¢S

S170A OE 8 SdWV S8
996! ‘8 HOHVW

LW ON NNY

IS-WD QYVANVLS

S11VM 0G6G¢Z 1V dAv DYV
1OVdNOD NOLdAYX-3ONVIQvHYl vd1D23dS

|

HLGIMANVE /A543N] V10l 40 %

1I-37



SINOY (| £—10JD|NWIS ID|O§ GZ-X—o2UDIpDI| [P}2ads DY ainbiy

(s1ajawoupu) H19NITIAVM

0002 00sI

000!

S110A OE 8 SJWV S8
996! ‘8 HOYVWN

LW ON NNY

IS-WD QYVANVLS

SLIVM 0GSZ 1V dAV D4V
LOVdWOD NOLdAdM-3ONVIQvyYHl TvH123dS

I

o

Sl

HLQIMANYE/A9H3INT V1Ol 40 %

11-38




00s2e

dwpT sinoy pzge—s214dO MaN —404p|NWIG ID}OS JGZ-X—SDUDIPD.L] jpayoads gy 24nbiy

(ss84awounu) H19NITIAVM
000l

0002 006!

00¢S

p-———

S170A OE B SdWV S8
996! ‘8 HOYVYW

LW ON NN

IS-WD GQHVANVLS

S11vM 06G<Z LV JdAV DV
1OVdWOD NOLdAYM -3IONVIQVHYI TvH103dS

H1QIMANVE/A9H3INT Tvl0l 30 %

1I-39



16Z-X—194|14 |o4429ds jo aAIn) uoissiwsuUDI] G ainbi4

00s2

(S4dipwoupy) HIONITIAWM

0002

0061

0001

SHNOH 0001 ~ @

SHNOH 002 ~V

HOLVINWIS H¥VI0S 1SeX

8-8 ON ¥3174

NOISSIWSNVYL ¥3LN3 IVHLI3dS

T

NOISSIASNVHL %

II-40

|
3

09

1

oL

ool




i

(s4ajawouou) H1ONITIA
wt.v,.av.vw.:u “ ooo_

dwor sanoy gZe—s214d) MaN—I04D|NWIG ID[OS GZ~X—aduDipp.Li| [paydads *qy @4nbBiyg

S170A O€ 8 SdWV S8
996! ‘8 HOHVYW

LW 'ON NNY

IS-WO QYVANVLS

S11lvM 0GG2Z LV dWV DYV

1IVdNOD NOLJAYM—-3ONVIQvHYl 1vd103dS

I

S

S0
f
o
b
- (o1}
g ?
F /e
m
s _W._ !
% .
N o h
X =< :
> B
.mx \
g\ !
S
I ./W
Gl



1GZ-X—124|14 |Pio3dg jo DAIND UOISSIWSUDI]

0062

(ssaiawouny) HLIONITIAM

0002

*G anBiy

000l 006

006!
| T T T T o
x ol
—oz
—log
—ov
—os
| ®
Ino
P
2
» 108
z
(7.3
@
[}
Z
A
~os
]
SHNOH 000! ~® \
SHNOH 002 ~ V¥ ~ -106
HOLVINWIS ¥VI0S 162X
8-8 ON N¥3L1N4 *— ——
NOISSIWSNVYL ¥31W3 TWHLI3dS
ool

I1-40




lojpjnwig IDjos O0Z LY —124|14 |pi4oadg jo aAIn) uoissiwsupd]  ©9 9.nBiy

(s1sipuwiouoy)  HIONITIAVA

00s2 Q002 00§ 0001 00% o}
T T T T T o
—oi
-02
ot
-0
R 108
-t
o
2 oo
73
2
e
d
[*]
z
—QL
-108
SYNOH OO¥~e
SHNOH 0 -4 e
HOLVNINIS ¥VYIOS Q021VY
80I—H ON ¥31N4
NOISSINSNVYHL ¥3ILN4 TVH1D3dS

00!

II-41



2.0

SPECTRAL IRRADIANCE—A|200 SOLAR SIMULATOR WITHOUT QUARTZ PORT NO-A4
LENTICULAR SYSTEM

7 SPECTRAL FILTERS

3 UNIFORMITY FILTERS
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Figure 7. Al1200 Spectral Irradiance—7 spectral filters
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Figure 8. A1200 Spectral Irradiance—6 spectral filters
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Figure 10. Spectral Irradiance—Argon Arc Lamp
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Figure 11. Spectral Irradiance—H-Xe Arc Lamp
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SPECTRAL IRRADIANCE-AI200 SOLAR SIMULATOR
THROUGH QUARTZ PORT Y3 KRYPTON & 23 XENON
LENTICULAR SYSTEM
7 SPECTRAL FILTERS
NO UNIFORMITY FILTERS
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; i MARCH 22, 1966
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Figure 12.  Al1200 Spectral Irradiance—1/3 Krypton 2/3 Xenon
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A1200 Spectral Irradiance—1/2 Krypton 1/2 Xenon
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A 4 1IXETSPEC3UNIF iNO.1 S1
WAVELENGTH TEST LAMP ENERGY SGLAR ENERGY RATIO TESTLAMP/SOLAR
PER 1CANM WAVELENGTH INTERVAL
255, ¢.008 0.074 .11
265, 0.022 0.169 0.13
275, 0.059 0.169 0.35
285, 0.120 0.296 0.41
295, 0.134 0.465 0.29
305. 0.109 0.486 0.23
315. O.144 0,602 0.24
325. C.348 0.760 0.46
31335, 0.565% 0.845 0.67
345, 0.724 0.887 0.82
355. 0.853 0.887 0.96
365, 04959 0.940 1.02
375, 1.032 0.961 1.07
385. 1.064 0.876 1.21
395, l.148 0.961 1.19
4C5, 1.201 1.372 0.88
415, 1.224 1.457 0.84
425, 1.272 1,383 0.92
435, 1.278 1.362 0.94
445, 1.295 1.594 0.81
455, 1. 467 1.647 0.89
4¢s, 1.677 1,636 1.02
475. 1.7C7 1.626 1.05
485, 1.520 1.552 0.98
495, l.470 1.552 0.9%
505, 1.366 1.478 0.92
515. 1.335 1.457 0.92
525, 1.330 l.467 0.91
535, 1.322 1.499 0.688
545. 1.318 1.489 0.89
555. 1.3C0 1.467 0.89
565. 1.297 1.436 0.90
575. 1.297 1.457 0.89
585, 14295 1.436 0.90
555, 1.295 1.425 0.91
6C5, 1.294 1,362 0.95
€15, 1.293 1.330 0.97
625, 1.293 1.309 0.99
635. l1.208 1.277 1.01
645, 1.271 1.256 1.01
655, 1.271 1.235 1.03
&¢5. 1.247 1.225 1.02
615, 1.25%6 1.193 1.05
685, 1.274 1.161 1.10
695, 1.269 1.130 lel2
1C5. 1.236 1.140 1.08
715, 1.196 1.087 1.10
7254 1.175 1.077 1.09
735, 1.184 1.056 l.12
T45. l.188 1.024 1.16
755. 1.150 1.024 l.12
765, 1.120 0.982 l.14
175, 0.98¢ 0.950 1.04
785. C.849 0,940 0.90
185, 0.792 0.918 0.86
805, 0,542 0.897 0.60
815, 0.542 0.876 0.62
825, 0,646 0.866 0.75
835, 0.71¢C 0.834 0.85
845, 0,744 0.813 0.92
855, 0.646 0.792 0.82
865, 0.405 C.771 0.53
875, 0,364 0.760 0.48
885, 0,217 0.750 0.37
885, 0.336 0,728 Q.46
9C5. 0.471 0.697 0.68
915, C.523 0.686 0.76
925, 0.506 D.676 0.75
935. 0.478 0.665 0.72
945, 0.454 0. 644 0.70
955, 0.459 0.623 0.74
965, 0,460 0.612 0.75
915. 0.529 0.612 0.86
98s5. 0.656 C.581 1.13
995, 0.656 0.570 1.15
1005. 0.656 Q.549 1.20
1015. 0,655 0.538 l.22
1025, 0,655 0.528 l.24
1035, 04655 0.517 1427
1045. 0.655 0.507 1.29
1055, 0.616 0.496 l.24
1065, 0.512 0,486 1.05
1C75. 0.597 0.475 1.26
1085. 0.822 G.465 1.34
1095. 0.622 C.454 1.37
1150. 0.585% C. 400 le4é
1250, 0.426 0.320 1.33
1350, 0.283 0.258 1.10
1450, 0.321 0.209 1.54
1550, C.272 C.171 159
1650. 0.173 0.141 1.22
1750, 0.144 0.117 1.23
1850, 0.110 C.098 1.12
1950, C.C97 0.083 ielb
20%50. ¢.106 0.071 1.49
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A 3 17XE6SPECIUNIF LNC.D

WAVELENGTH

255.
265,
275,
285,
29%.
305.
31S.
325.
335,
345,
355.
365,
3715.
385.
395.
4C5.
415,
425,
435,
445,
455,
465,
415,
485,
495,
5CS.
515.
525.
535.
545,
555.
565,
515,
585,
595,
605,
615.
625.
635.
€45,
655,
665,
675,
685,
695,
7C5.
715,
125,
735,
T45.
755.
Té€S5.
175,
785.
795,
80S.
815,
825.
815,
845,
855,
865,
875.
885.
895,
9CS.
915.
925,
935.
945.
955.
965.
915.
985,
995.
1005.
1015,
1025.
1035%.
1045,
1055,
1065,
1075,
1085,
1085,
1150.
12%0.
1350,
1450.
1550,
1650.
1750.
1850.
1950.
2050.
2150,
2250,
2350,

TEST LAMP ENERGY

s1
SOLAR ENERGY

PER 1ONM WAVELENGTH INTERVAL

0.01¢
0.€37
.85
0.162
0.223
0.233
0,267
0.411
0.596
0.732
0.846
0.944
1.017
1.045
1.112
1.143
l.174
1.209
1.203
1.234
1.351
1.490
1.633
l.414
1.357
1.256
1.228
1.238
1.217
1.2C1
1.197
1.201
1.277
1.282
l.232
1.198
1.201
l.2C7
1.17¢
1.158
1.140
1.132
1.151
l.166
1.132
1.047
1.058
1.048
1.C60
1.034
1.032
0.972
0.869
C.713
0.658
0.597
0.689
G964
l1.228
0.809
04435
0.338
0.494
0.752
1.047
1.072
1.005
0.923
0.830
c.807
0.829
0.782
0.785
0.9C7
1.064
1.073
0,959
0.824
0.634
0.507
0.483
0.508
0,527
0.594
0,594
0.%511
0.357
0.228
0.239
0.224
0.152
0.12%
0.097
0.078
0.094
0.C59
04035
0,053

0.073
0.166
C.166
0.291
0.457
C.478
G.593
0.748
0.832
0.873
C.873
0.925
0.946
C.863
04946
1.351
1.435
1.362
1.341
1.570
1.622
1.611
10601
1.528
1.528
1,455
1.43%
1.445
l1.476
l1.466
1.445
l.414
1.435
l.414
1.403
1.341
1.310
1.289
l.258
1.237
1.216
1.206
1.175
1.143
1.112
1.123
1.071
1.060
1.040
1.008
1.008
0.967
C.936
€.925
0.904
0.884
0.863
0.852
0.821
0.800
C.780
0.759
0.748
0.738
0.717
0.686
0.676
0.665
0.655
0.634
0.613
0.6C3
C.603
0.572
0.561
0.541
0.530
0.520
0.509
0,499
C.489
0.478
0.468
0.457
0.447
0.394
0.315
0.254
0.206
0.168
0.139
0.115
0.097
0.082
0.070
0.059
0.051
0.044
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0.23
0.22
0.51
0.56
0.49
0.49
0.45
0.55
0.72
0.84
0.97
1.02
1.07
1.21
l.18
0.85
0.82
0.89
0.90
0.79
0.83
0.92
1.02
0.93
u,89
0.86
0.86
Q.86
0.82
0.82
0.483
0.85
0.89
0.91
0.88
0.89
0.92
0.94
0.94
0.94
0.94
0.94
0.98
1.02
l1.02
0.93
0.99
0.99
1.02
1.03
1.02
1.01
0.93
0.117
0.73
0.68
0.80
1.13
le.49
1.01
0.56
0.45
0.66
1.02
le4o
1.56
1.49
1.39
1.27
1.27
1.35
1.30
1.30
129
1.90
1.98
l.81
1.59
1.25
1.02
0.99
1.06
1.13
1.30
1.33
1.30
1.13
0.90
1.16
1.33
1.09
1.08
1401
0.95
1.35
1.00
0.68
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A B 10XE SKRTSPECOUNIFHC3.6 LNO.1 S1 M

WAVELENGTH  TEST LAMP ENERGY SOLAR ENERGY RATIO TESTLAMP/SOLAR
PER 1ONM WAVELENGTH INTERVAL
255. 0.022 0.073 0.30
265. 0.049 0.168 0.29
275. 0.104 0.168 0.62
285. 0.099 0.294 0.34
295. 0.131 0.462 0.28
305. 0.113 0,483 0.23
315. 04151 0.598 0.25
325, 0.399 0.756 0.53
335, 0.623 0.840 0.74
345. 0.800 0.882 0.91
355. 0.928 0.882 1.05
365. 1.022 0.934 1.09
375. 1.127 0,955 1.18
385. 1.220 0.871 1.40
395, 1.237 0.955 1.30
405. 1.236 1.364 0.91
415, 1.273 1.448 0.88
425, 1.350 1.375 0.98
435, 1.407 1.354 1.04
445, 1.421 1.585 0.90
455. 1.450 1.637 0.89
465, 1.702 1.627 1.05
475. 1.523 1.616 0.94
485, 1.492 1.543 0.97
495, 1.394 1.543 0490
505. 14342 1.469 0.91
s15. 1.331 1.448 0.92
525. 1.331 1.459 0.91
535. 1.325 1.490 0.89
545. 1.330 1.480 0.90
555. 1.334 1.459 0.91
565. 1.284 1.427 0.90
575. 1.332 1. 448 0.92
585. 1.319 1.427 0.92
595, 1.222 1.417 0.86
605, 1.167 1.354 0.86
615. 1.163 1.322 0.88
625. 1.184 1.301 0.91
635. 1.191 1.270 0.94
645, 1.196 1.249 0.96
655, 1.168 1.228 0.95%
665. 1.149 1.217 0.94
675, 1.168 1.186 0,99
685, 1.184 1.154 1.03
695, 1.106 1,123 0.98
705. 1.075 1.133 0.95
715. 1.080 1.081 1.00
725, 1.096 1.070 1.02
735. 1.106 1.049 1.05
T45. 1.103 1.018 1.08
755. 1.377 1.018 1.35
765. 1.504 0.976 1.54
775. 0.996 0.944 1.0%
785. 0.724 0.934 0.78
795, 0.653 0.913 0.71
805. 0.683 0.892 0.77
815, 0.893 04871 1.03
825. 1.037 0,861 1.21
835. 0.573 0.829 0.69
845, 0.325 0.808 0440
855, 0.189 0.787 0.24
865. 0.245 0.766 0.32
575, 0.376 0.756 0.50
885. 0.470 0,745 0463
895. 0.470 0.724 0.65
905. 0.419 0.693 0.60
915. 0.368 0.682 0.54
925, 0.360 0.672 0.54
935. 0.376 04661 0.57
945, 0.383 0,640 0.60
955. 0.393 0.619 0.63
965, 0.522 0.609 0.86
975. 04591 0.609 0.97
985, 0.644 0.577 1.12
995. 0.634 0.567 1.12
1005. 04529 0.546 0.97
1015, 0.491 0.535 0.92
1025, 0.491 0.525 0.94
1035. O.441 0,514 0.86
1045, 0.500 0.504 0.99
1055. 0.534 0.493 1.08
1065. 0.586 0.483 1.21
1075. 0.683 0,472 1.45
1085. 0.718 0,462 1.55
1095, 0.590 0.451 1.31
1150. 0.574 0.398 1.44
1250. 0.388 0.318 1.22
1350. 0.292 0.256 1.14
1450, 0.391 0.208 1.88
1550. 0.244 0.170 1.43
1650. 0.225 04141 1.60
1750, 0.169 0.116 1.45
1850. 0.116 0.098 1.19
1950. 0.100 0.083 1.21
2050. 0.104 0.070 1.48
2150. 0.063 0.060 1.06
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A
WAVELENGTH

255.
265,
275.
285,
295.
3.5,
315.
325,
335.
365,
355.
365.
375.
3d5.
395,
495,

485,
435,

515.

635,

815,

885,
893,

5KE

SKRTSPEC UNIFHC2.4 LNO.1 SI

TEST LAMP ENERGY

SOLAR ENERG

PER LINM WAVELENGTH INTCRVAL

PRSI
n

.85

e 373
Jel168
Lelb8
Te234
EET-¥3
B3
- +598
Te15€
Ca.ta0
l.882
¢.882
0.934
Le955
871
Ca955
1.364
l.448
1.375
1.354
1.588
1.637
l.027
1.616
1.543
1.543
1.469
1l.448
1.459
1.490
1.480
1.459
L4627
1.448
1.427
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RATIO

Q.22
C.28
[P-1
C.55
.32
Q.22
c.23
£.52
S.71
Co.8¢
1.00
1.05
l.18
1.26
1.21
c.87
3.85
1.0°
1.36
C.8¢
G.82
C.96
0.88
0.8%
.83
0.8¢
C.84
n.83
0.81
€.82
0.8¢
c.8?
.83
c.87
.81
.83
.85
0.90
C.94
0.96
.92
C.91
.98
.97
.80
¢.87
Q.94
C.9¢
0.98
1.12
o4l
1.51
1.25
.83
Co7R
C. 90
1.22
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ELECTRO-MAGNETIC MEASUREMENTS GROUP

Roy MclIntosh

ABSTRACT

This report describes the solar simulation effort of the Electro-Magnetic
Measurements Group, Space Sciences Department of Electro-Mechanical Re-
search, Inc., from 1 November, 1965 to 1 December, 1966, Subjects discussed
are the Vortex Stabilized Arc, the Pressure Arc Facility, spectral irradiance
measurements of various light sources, and the G.E. ultra high vacuum system
used in support of simulation testing. The Computer programming techniques
for this simulation effort are described. Included also are the goals for the next
quarter's work.,
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INTRODUCTION

As the problem of satellite thermal control increases in importance, ground
based testing has become more essential. Since the passive thermal control of
these satellites depends upon the incident solar irradiance, the solar simulation
phase of environmental testing takes on prime importance. With the require-
ments for this type of simulation becoming more demanding, new and more effec-
tive sources are required. Two experimental light sources presently under in-
vestigation by the Electro-Magnetic Measurements Group are the Vortex
Stabilized Arc and the High Pressure Arc. This report discusses arc theory
and advantages, improvements, problems encountered and measurements made
during the past year.

In addition, the Electro-Magnetic Measurements Group is responsible for
spectral irradiance measurements made on all other light sources in the Thermo-
physics Branch of the Spacecraft Technology Division, NASA-GSFC. This in-
cludes the A1200 solar simulator, X-25L solar simulator, carbon arc, xenon
compact short arc lamps, etc. The results of significant measurements ob-
tained during the year are included within this report.

The Electro-Magnetic Measurements group is also responsible for super-
vising the operation and maintenance of the General Electric ultra high vacuum
system. The systems theory, experiments performed and operational problems
are discussed.

Computer programming improvements and techniques are also covered in
some detail.

This report outlines the work performed by the Electro-Magnetic Measure-
ments Group during the period from 1 November 1965 to 1 December 1966.
Since the period of time is extensive the report covers only the most interesting
and important portions of this effort. Next quarter's goals for the arc studies,
spectral measurements, the high vacuum system, data reduction along with
flight experiment for measuring the solar spectrum from the NASA Convair
990 are lastly presented.

Since this is the first quarterly report, it covers all the work done since
the inception of the program, a period of some 13 months. In the future, quarterly
reports will cover only a three month period.
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VORTEX ARC
Advantages

The vortex stabilized arc offers several potential advantages as a source

for solar simulation. The arc lamp is very small (5 cm long by 3 ¢cm in diameter)

but it is capable of operating up to 25kw in its present configuration and at even
higher powers with modifications. Therefore, its power to size ratio is very
large when compared with the short arc lamp systems (e.g., Xe and Hg-Xe
short arcs, carbon arcs, etc.) presently used for solar simulation.

Additionally, the vortex arc offers the advantage that various pressures and
gas mixtures may be examined without elaborate modifications or reconstruc-
tions. This is accomplished by continuously recirculating the gas through a
closed system into which gas may be added or removed as desired. This per-
mits tailoring the spectral output of the lamp with a view towards a closer solar
match, '

Operating Features

Figure 1 illustrates the configuration of the vortex arc lamp. The working
gas is fed under pressure into the lamp through the '"gas in" tube into the space
between the two concentric quartz tubes, The gas then passes through four (4)
nearly tangential holes in the cathode. This imparts a spiral motion (vortex)
to the gas inside the inner quartz tube. The gas is then evacuated through a
central bore in the anode into a water cooled heat exchanger. The arc chamber
itself is approximately 5-1/2 ¢m long x 3 ¢m in diameter. Both the cathode and
anode are made of high purity tungsten, The quartz tubes are General Electric
type 208 or 204 quartz.

During operation the cathode and anode are water cooled and the gas is re-
circulated. The pressure within the arc chamber can be varied between ap-
proximately 60 and 300 p.s.i.g. The arc power level can be varied between
approximately 2 and 25kw depending upon the electrode spacing, arc gas, and
desired power levels. The arc is initiated by a 75kv high frequency igniter.
Once the arc has been ignited the pressure and power settings are adjusted to
the desired point and the spectral and/or total irradiance measurement may be
begun.

Instrumentation Methods

1. Present Spectral Irradiance Instrumentation - Since it is possible to
change the spectral output characteristics of the vortex lamp, it is important to

I1-71



measure its spectral irradiance with changes in gas composition, gas pressure,
power, etc. Spectral irradiance measurements are made (see Figure 2) by
directing the light from either the vortex arc or a 1000 watt NBS traceable
standard of spectral irradiance through a chopper (chopped at 11.3 c.p.s. or

34 c.p.s.) as it enters an integrating sphere coated to a depth of ¥4 mm with
smoked magnesium oxide. This sphere provides the illumination for the slit

of the Leiss double prism monochromator. Three detectors are used to cover
the spectral range from 250 nm to 2500 nm. These are the 1P28 photomultiplier,
a 7102 photomultiplier, and a 2 mm x 10 mm lead sulphide cell. Suitable overlap
regions minimize errors in the wavelength where detector sensitivities are
changing rapidly. The signals from the photodetector are passed through a
preamplifier and an amplifier (Brower Laboratories Model 130) to synchronize
the chopper with the input signal minimizing electrical bandwidth and noise
problems, The output from the amplifier is recorded on a strip chart recorder.
The wavelength mechanism of the associated monochromator is driven by a
synchronous motor. The data is taken from the strip chart recorder, punched
onto IBM cards, and processed on a 7094 DCS computing system. The reduced
data from these measurements are compared with Johnson's data* or the Hand-
book of Geophysics** data and presented as test lamp energy, ratio of test lamp
to solar energy, and relative spectral distribution. The data are presented in
tabular and graphical format.

2. Measurement Technique Improvements - When the work on the vortex arc
was begun spectral radiance (rather than spectral irradiance) measurements were
made creating several problems. The use of the standard of spectral radiance
required that a very small area of the tungsten filament be viewed by the mono-
chromator necessitating extreme care with mirror and monochromator adjust-
ments. If the proper filament area were not viewed, large errors were intro-
duced. These problems were overcome by using the standard of spectral
irradiance. Other difficulties arose when the standard of spectral irradiance
was used. The use of this standard required a diffusing surface to illuminate
the slit of the monochromator; a magnesium oxide coated sphere was chosen
for this purpose, When this sphere was used the energy incident on the entrance
slit of the monochromator reduced by at least two orders of magnitude. This
required that a very stable and high gain amplifier be used to obtain a suitable
photodetector signal. Electronics previously used proved unsatisfactory since
at the two wavelength extremes (250 nm and 2500 nm) the weak signals could
not be distinguished from the noise. Therefore, a Brower Laboratories Model
130 synchronous rectifier amplifier was obtained. Recent improvements in this

*Johnson, F.S., J. Meteorol., 11(6):431-439, December 1954.
**United States Air Force Handbook of Geophysics, Revised edition, p. 16-16,
1961.
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amplifier overcoming early synchronization difficulties have resulted in good
signals down to 250 nm. The noise level in the far infrared region is still ex-
cessive because of the PbS cell characteristics. Several types and sizes of
PbS cells have been tried; however, it appears the only good solution to this
problem is to use a liquid nitrogen cooled PbS cell. This will be tried during
the next two quarters. In addition to the good signal to noise ratio provided by
this amplifier good accuracy (1%) and linearity (1%) are obtained.

Another innovation which improved the measurement system was the intro-
duction of a multidetector housing which contained all three photodetectors.
Previously three separate housings were used. The multidetector housing has
saved approximately 15-20 minutes per measurement since the housings did
not have to be changed during the measurements. This saving is especially im-
portant since at high power levels the vortex arc electrodes degrade rapidly.

Accuracy of spectral measurements was improved by the addition of a
neutral screen filter and filter holder. This arrangement permitted insertion
of a filter in the proper location in front of the sphere. The filter is used in
the visible portion of the spectrum where the intensity of the vortex arc lamp
is quite large, keeping amplifier signals within reasonable limits in this spectral
region.

A new pressure measuring gauge has been installed in the gas recirculation
system. This is a Heiss bourdon type gauge registering pressures from vacuum
(30 in, of Hg) to 300 p.s.i.g. This was a significant improvement since the
gauge supplied with the original equipment was difficult to read and improperly
positioned.

A compressor and appropriate plumbing were added during the past year so
that gases such as xenon and krypton which are expensive could be recovered
from the system and reused for other measurements,

Quick disconnect couplings were added to the water cooled protective hous-
ing which surrounds the arc lamp. These fittings allow the housing to be re-
moved and replaced quickly without flooding the working area,

The Leiss double prism monochromator, while quite adequate for the
ordinary spectral irradiance measurements, did not provide the resolution
needed to study certain fine spectral line structures because of its prismatic
operation. To serve this function a Jarrell Ash 0.5 meter Ebert scanning
spectrometer was obtained. Since this is a grating instrument its resolution is
quite good (¥.2 A from 180 nm to 910 nm)., A complete description of its
characteristics may be found in Appendix I,
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This instrument was also used for calibrating the wavelength of the Leiss
double prism monochromator. This provided a much better calibration than
that obtained by using a number of discrete lines whose wavelength may or may
not be known accurately and interpolating for wavelengths between these lines.

3. Data Reduction Techniques - The data from the spectral irradiance
measurements is taken from the strip chart recordings and coded onto IBM
cards. This data is then processed on an IBM 7094 DCS computing system.
After comparing the test lamp energy with the energy from the NBS traceable
standard of spectral irradiance, the computer further compares this information
with Johnson's solar data.* The resultant information is presented in tabular
form as relative spectral distribution, energy per 10 nm bandwidths, and ratio
of test lamp energy to Johnson's data.

At the same time this table is generated, a magnetic tape is produced by
the computer which can be used to graphically display the data on an EAI 3440
digital plotter. An explanation of the computer program together with samples
of the Fortran IV program, the tabular information, and the graphs is contained
in Appendix II,

The automatic plotting of the spectral data was the most important data
reduction improvement made. The quality and accuracy of the plots generated
by the EAI 3440 digital plotter were at least as good as those done by hand; the
time taken by the automatic plotter was less than 1/10 that required by hand.

Spectral Irradiance Measurements

1. Argon: Power-Pressure Series - A series of nine spectral irradiance
measurements was made in the vortex stabilized arc using argon to determine
the effect of different power levels and pressures on the argon spectrum rela-
tive to improving the solar spectral match of the arc.

Three low power runs were made (at 5kw) with pressures of 4, 8, and 16
atm. (Figures 3, 4, and 5). There were almost no differences in the three runs
and it would appear that at this low power an increase in pressure within the

limitations of the vortex arc system does not affect the argon spectrum.

The types of electrodes used were then changed and the low pressure run
at 4 atm repeated with the new style electrodes (see Figure 6) to determine

*Handbook of Geophysics, ibid. p. II-72
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what effects these experimental electrodes had upon the spectrum., The new
style cathode had a flat snout on the end, whereas the old style was pointed.
The new anode had a recessed plate within the gas exit bore while the old one
had only an open bore. The results showed an increase in infrared emission
apparently because of a higher operating temperature at the anode. The arc
ran at a lower voltage with the new electrodes necessitating a higher current
to obtain the same power level.

Two runs with the new electrodes were made at 10kw with pressures of 4
and 16 atm (See Figures 7 and 8). There were very large and as yet unexplainable
differences between the two spectra. Neither of the runs can be correlated with
any of the other data taken on the arc. The low pressure results (Figure 7)
showed a higher UV content than was evidenced with any other combination of
parameters; the high pressure run (Figure 8) showed a lower UV content than
any other combination of parameters. Therefore, data from these runs are
disregarded for the present time, The low pressure run (Figure 9) was re-
peated at a later date and the data obtained was more in line with previous
results,

Two measurements were made at high power level (20kw) using the old
electrodes, one at 8 atm and one at 16 atm (see Figures 10 and 11). The only
differences between the two spectra was an apparent increase in the UV in the
high pressure run. This is a small shift and is not considered significant
without more data to support it.

Looking at the effects of an increase in power for the runs at 5, 10, and
20kw there is a broadening and a shift to lower wavelengths in the UV band.
This is true regardless of pressure. The emission lines around 800 nm are
lower in intensity and the emission above 950 nm is raised in intensity. These
effects tend to improve the solar spectral match.

2. Argon: Variable Flow Rate - Five runs were made with argon at the
lowest power obtainable to determine whether flow rate affects spectral emis-
sion around 800 nm (see Figures 12 through 16). Measurements were made
from 350 nm to 1050 nm which covered the region of interest. These runs had
to be made in the open loop mode because the flow rate cannot be changed in a
closed system. Measurement time was kept short to reduce the gas consumption.
The first two of these measurements were made using worn electrodes and a
gas proportioner as a flow meter. The lowest flow obtained with these electrodes
while still maintaining arc stability was 1560 cc/min (see Figure 12); the
highest flow obtained with the flow meter was 2106 cc/min (see Figure 13). Runs
were made at these flow rates but it was felt that there was not a sufficiently
large rate change to draw definite conclusions. Therefore, new electrodes were
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installed and the experiment repeated. The 1560 cc/min run was repeated (see
Figure 14) to see if the new electrodes gave the same spectrum because the
new cathode was out of round and the arc gap was smaller resulting in different
current-voltage characteristics.

The new electrode configuration permitted obtainment of a flow rate of
474 cc/min (Figure 15). No significant differences were obtained. Then the
flow meter was removed and the flow rate increased to the maximum rate for
safe operation of the arc. This rate was estimated to be 2500 cc/min (see
Figure 16).

3. Neon Runs - Two runs were made with neon at 10 atm, one at 4kw (see
Figure 17) and one at 16kw (see Figure 18). The spectrum beyond 1200 nm
could not be measured on the low power run because the signal was too small
for detection; the spectrum below 300 nm was lost on the high power run be-
cause of arc failures. Therefore, the effects of increased power can be studied
only in the region from 300 nm to 1200 nm. In this region the spectrum is
raised considerably below 550 nm and the emission band from 550 to 700 nm
is raised slightly.

Comparison of the solar spectral match of the neon measurements with
argon measurements at the same operating conditions indicated that neon tends
to fill in areas where the argon spectrum is lacking and vice verse. The UV
band extends farther into the visible in argon than in neon, Neon has an emis-
sion band extending approximately from 550 nm to 700 nm, and a sharp emis-
sion line at about 850 nm while argon has an emission band approximately from
750 nm to 850 nm. Above 1000 nm the argon emission peaks at about 1350 nm
while the neon emission dips there. The neon emission peaks at about 1850
nm and the argon emission dips at this point. These complementary regions
indicated a proper combination of neon and argon gases would provide an im-
proved solar spectral match.

4, Neon-Argon Runs - A total of five measurements were made on mix-
tures of neon and argon. Two measurements were made on a mixture of 75%
argon - 25% neon at 8kw and 13kw respectively (see Figures 19 and 20). These
data appeared similar to 100% argon runs. Apparently neon did not contribute
to the spectrum at this low a concentration even at a high power level. Three
measurements were made over a short spectral range (350-1050 nm) on mix-
tures containing 90%, 80%, and 50% neon respectively. The 90% neon spectrum
(see Figure 21) appeared like a neon spectrum except that some of the argon
structure at 400 - 500 nm and at 700 - 800 nm can be seen. The 80% neon
spectrum (see Figure 22) had generally more UV and less near IR that the 90%.
The 350 nm peak and 600-700 nm band of neon was decreased somewhat and
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there was considerably more energy from the 700-800 nm band of argon. The
50% neon mixture (see Figure 23) looks almost like pure argon but with a narrower
and lower UV band. A little of the 600-700 nm band of neon was still present.

The 80% neon - 20% argon mixture offered a somewhat better solar spectral
match than either argon or neon alone at the same power level and pressure.
Assuming that this mixture will change in spectrum with increased power in the
same manner as argon or neon alone, a good spectral match at a high power
level will be obtained. The corroding effect of neon on the electrodes has to be
overcome prior to obtaining any significant gain in power level.

Test Observations

From the foregoing results with the vortex arc it would appear that this
source shows considerable promise for solar simulation. Future experiments
should be directed towards finding mixtures of gases providing an even better
solar spectral match then the neon-argon mixture. For example, it would be
desirable to find a gas which provides considerable emission in the 400 nm to
600 nm region filling in the neon-argon mixture gap and not too much emission
in the region around 880 nm. This should, of course, be a gas without too many
sharp, strong emission lines.

From experience with neon-argon mixtures it appears that inert gases do
not change their spectral characteristics in mixtures although it is difficult to
tell the proper percentage of gas needed to obtain a certain spectral contribu-
tion because of unequal gas excitation. A mixture of three or more gases may
provide the best match. Considerable effort should be directed towards ob-
taining higher power levels with all gases, especially those which tend to corrode
electrodes at high power levels.

Increasing pressure or varying the gas flow do not improve spectral dis-
tribution unless very large increases are made. These two methods, therefore,
do not show as much promise as increasing power or finding better gas mixtures.
PRESSURE ARC FACILITY

Advantages

The pressure arc facility (PAF) offers another interesting approach to the
development of solar simulation sources. With the PAF it is possible to study

arcs of various gases at pressures to 5000 p.s.i.g. and power levels up to 5kw.
As the pressure at which a gas arc operates increases the line structure
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broadens and the line to continuum ratio of the spectral output approaches unity.
Therefore, a study of high pressure arcs should provide valuable data as to
whether large increases in pressure will offer any significant advantages in
terms of solar simulation possibilities.

Operational Difficulties and Improvements

Much of the EMR effort during this past year has been devoted to making
the PAF and its related system components operational, maintaining the system,
and obtaining and reducing spectral irradiance measurements.

Considerable difficulty was encountered in keeping the system running. Re-
placement seals around the quartz windows (see Figure 24) are not repeatable and
leaked almost continually. Several suggestions were obtained during meetings
with the vendor's technical staff on several occasions; however, despite im-
provements window seals still leak at pressures above 1500 p.s.i.g.

Boron nitride insulators used around the electrical feedthroughs have also
leaked. During complete chamber dismantling it was found that these insulators
had cracked. The insulators were then replaced but because of inadequate design
there is high probability that the boron nitride cracked after installation.

During the past year the vacuum pumping system has been completely re-
worked. This improved the speed with which the system can be evacuated; how-
ever, because of system leaks the ultimate pressure was still quite high. As
a result a deposit of several oxides of tungsten often appeared on the walls and
quartz windows of the arc chambers. This deposit may reduce electrode life
and reduces the accuracy and precision of the spectral measurements.

Data Reduction

A major area related to work on the pressure arc has been to develop a
computer program to reduce data from the spectral irradiance measurements
using a magnetic tape data logging system. This system records wavelength,
detector output, and amplifier gain on three channels of a magnetic tape recorder
for both the pressure arc and NBS traceable standard of spectral irradiance
over the wavelength region of 250 - 2500 nm. This information is then fed into
a computer and a spectral irradiance distribution calculated. Once the calcula-
tions are made, the results are programmed and stored on another magnetic
tape used to graph the data in the same format as outlined in the data reduction
section of the vortex stabilized arc. To accomplish this end it was necessary
to generate a complete computer program. This program has just been completed
and it appears to function quite well. While time has not permitted completion
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of these graphs, the spectral irradiance data (energy per 10 nm bandwidths and
ratios test lamp to solar)for eight measurements is presented in Tables 1 to 8.

Spectral Irradiance Measurements

1. Argon Measurements - Six of the spectral measurements made thus far
have been with argon gas and various arc parameters., The spectral measure-
ments were made using the same measuring instrumentation outlined for the
vortex arc system. The results of these measurements are tabulated in Tables 1
through 5 and also Table 8.

The arc performed about as expected with the argon line structure in the
regions of 400 - 450 nm, 800 - 850 nm etc., quite pronounced at low pressures
and powers. As the pressure was increased, the line structure broadened and
the continuum radiation became more prominent. The pressure arc operates
much as a compact short arc lamp. The gas does not recirculate so that the
arc is fairly broad, and at low pressures, triangularly shaped with the base
located near the anode. It was interesting to note that as the pressure was in-
creased, the arc became more and more stable and narrowed considerably,

2. Hydrogen-Doped Argon Runs - Two measurements were made on the
pressure arc with hydrogen-doped argon gas (94% argon, 6% hydrogen). This
small percentage of hydrogen was used because hydrogen alone would have
corroded the electrodes very rapidly. It was hoped that the hydrogen structure
could be observed with this small amount of hydrogen present. In both a low
pressure (300 p.s.i.g.) measurement and a high pressure measurement (1500
p.s..g.) two lines of the Paschen series of hydrogen, 4861 and 6563 A were
prominent in the spectrum. The data from these measurements is tabulated in
Tables 6 and 7 respectively.

3. General Observations - Measurements with argon at pressures above
1600 p.s.i.g. and also measurements with other gases or gas mixtures
should provide important additional information as to the future potential of
this system as a solar simulation source.

During the month of September the pressure arc facility and its associated
measurements were moved to the EMR building at College Park, Maryland,
This work will be continued under a separate contract and progress will be
reported as a part of this new contract.
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A1200 SOLAR SIMULATOR

The Electro-Magnetic Measurements Group is responsible for making all
spectral irradiance measurements on the A1200 solar simulator. Table 9 lists
the spectral irradiance measurements made during the past year. Since a de-
tailed description of the A1200 system data is included in the Thermal Labora-
tory Quarterly Report* only the list of tests conducted is hereby presented.

MISCELLANEOUS SPECTRAL IRRADIANCE MEASUREMENTS

In addition to measurements of the vortex arc, pressure arc, and solar
simulator, the Electro-Magnetic Measurements group has also made many
additional spectral irradiance measurements on various types of light sources.
Table 10 lists these measurements with the appropriate parameters.

Several spectral measurements were made on mercury-xenon lamps. It
is very difficult to analyze the spectrum of this type of lamp because the spec-
trum appears to change from one measurement to the next (evidenced by M-3
and M-4, both taken on the same 2.5kw lamp) and also from lamp to lamp
(evidenced by M-15 through M-20, taken on six different 3.5kw lamps made by
two different companies, G.E. and Hanovia).

Measurements of krypton lamps are quite interesting because they show
promise for solar simulation when used in conjunction with other lamps, such
as xenon.

The measurements on the X-25L solar simulator reveal that this usually
very stable source with a good solar spectral match changes spectrum drastically
when the optics become contaminated during normal use. Measurement M-12
was a routine check of the spectrum and M-13 was run after the optics had
been cleaned. The latter illustrates how the spectral match was restored by
this simple remedy.

Further details of the measurements on the experimental lamps can be
found in Reference 3.

*Lillywhite, M., McIntosh, R., Lester, D., Proceedings at the AIAA/ASTM/
IEE Space Simulation Conference, AIAA Log. #A1897.
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GENERAL ELECTRIC ULTRA HIGH VACUUM CHAMBER

Operating Features

The General Electric Ultra High Vacuum (UHV) system combines the capa-
bility of simultaneously obtaining an ultra high vacuum (<10~ 8 Torr) with the
ability to illuminate one or more samples from a light source such as a solar
simulator. This feature makes it particularly adaptable to the study of proposed
or existing spacecraft thermal control coatings.

The vacuum system is completely clean since no oils or greases are used
anywhere in the system. The pumping system consists of molecular sieve
sorption roughing pumps, a 500 liter/sec ion pump, and a titanium sublimation
pump. The system also contains a shroud which may be filled with liquid nitro-
gen or silicone oil. When the oil is used it is recirculated through a heat ex-
changer so that the vacuum shroud temperature may be controlled to +5°C over
the range -50°C to +250°C.

Experiments Performed

Several experiments were made using the G.E. system during the past year
including the following:

ATS-B Thermal Coatings Experiment - solar simulation tests - 4 tests

ATS-A Thermal Coatings Experiment - solar simulation tests ~ 2 tests

STL Particle determination experiment - 3 tests

Coatings Degradation Experiments - AN-2A, -2B, -2C, -2D, AN-2-1A, AN-2-1B

Problems Encountered

The system experienced an initial contamination from a green Oily sub-
stance and one of the first problems was to determine the origin of the contam-
ination and to remove it from the system. The material was analyzed by
X-ray diffraction techniques and found to be a resin bonded pigment. The coat-
ing which had been used on the shroud was Cat-a-lac black, a resin bonded
pigment, and analysis revealed that this coating had produced the contaminant.
The system was subsequently disassembled, the Cat-a-lac coating removed,
and a new black silicate coating applied to the shroud. The system was re-
assembled and while performance was improved, it still experienced ion pump
contamination. After installation of a new ion pump, system performance was
significantly improved.

Late in this reporting period a problem developed with the shroud coating.
Frequent routine high temperature bakeouts of the shroud had degraded the
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adhesion of the paint to the point where it began to flake off in large quantities.
Investigations are underway to find a more stable paint and it is felt that definite
progress will be made toward the solution of the problem during the next quarter.

CONVAIR 990 SOLAR IRRADIANCE EXPERIMENT

During the past several months there has been a continuing dialogue among
several investigators connected with the various areas of solar simulation at
NASA-GSFC as to the need for additional information regarding the total and
spectral irradiance of the sun in the vicinity of the earth. The data which are
presently available have been obtained by many experimentors under widely
varying conditions, so that significant uncertainties exist throughout this data.
The uncertainties in the spectral irradiance vary from +£10% to +40% depending
on the wavelength of interest (infrared, visible, or ultraviolet). Since it is im-
possible to simulate a phenomenon, in this case the sun's irradiance, whose
characteristics are not accurately known, an experiment has been proposed to
study the solar irradiance from the NASA Convair 990.

The Convair experiment offers two important advantages. First, several
instruments will be flown by several experimentors to study both the total and
spectral irradiance of the sun. These instruments will be as follows:

Spectral irradiance - Leiss Double Prism Monochromator - Thermophysics
Eppley Mark V-A, filter radiometer - Thermophysics
Block P-4 and I-4 interferometer - spectrometers - T&E
Perkin Elmer 112 U grating monochromator - T&E
Electronic Scanning Spectrometer - Thermophysics

Total Irradiance - Eppley Thermopiles - T&E
Eppley Angstrom Compensated pyrheliometer - T&E
Cone Radiometer - T&E

The second advantage is that these experiments will all be done at the same
time and under similar conditions.

The Electro-Magnetic Measurements group is responsible for performing
the experiments with the Leiss monochromator and the Eppley Mark V-A Radi-
ometer. This effort has begun and both experiments are in the planning stage.
Considerable thought has been given to the types of equipment to be used and the
instrument mounting techniques.

During the next quarter most of the final plans should be made and a more
complete idea of the overall experiment will be available.
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GOALS FOR NEXT QUARTER
Vortex Arc

During the next quarter, the vortex arc measurements program will con-
tinue with measurements on other inert gases starting with helium. Also, a
study of the effect of gap length on current-voltage characteristics is planned
using different cathode adapters to obtain the different gap lengths. Preparation
will be made for installation of the 85kw arc to be delivered in the near future.
Recalibration of the working standard used for the spectral irradiance measure-
ments will be necessary before many more measurements can be made.

A program will be initiated to improve the data reduction of the vortex arc
measurements by having the EAI plotter put the legends on the graphs and plot
the data with a reduced scale for peaks which are off scale with the present
plotting routine.

Miscellaneous Spectral Measurements

During the next quarter in addition to continuance of the routine measure-
ments, an experiment has been planned to study further the degradation of the
X-25L solar simulator. Its spectral irradiance will be measured at 0, 50, 100,
and 300 hours. This will provide more complete data on how well the system
performs spectrally and, therefore, determine what modifications to testing
procedures will have to be made when using this simulator.

A series of experiments has also been planned to study the spectral degra-
dation of a xenon lamp over a period of 1000 hours. Further, an experiment to
simulate conditions inside the A1200 is planned to determine how the spectrum
of this system will degrade over a period of 1000 hours.

General Electric Vacuum System

Several more coatings degradation experiments are scheduled for this sys-
tem during the next quarter. When these experiments have been completed the
system will be dismantled and the shroud repainted. It is hoped that this will
be completed by the end of the next quarter.

Miscellaneous

A trip is scheduled for the end of December to the Ultek Corporation in
Sunnyvale, California to assist in the preliminary acceptance tests of the eight
vacuum pump modules which are being purchased by the Thermo Physics Branch,
NASA-GSFC, to support the coatings qualification effort. A report will be pre-
pared detailing the results of these tests.
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Convair 990 Experiment

During the next quarter a suitable design of modifications to the Leiss double
prism monochromator will be made so that safety requirements of the aircraft
may be met. A mount for the Leiss will also be designed so that the monochrom-
ator may be pointed toward the sun. The same techniques will be used to meas-
ure the spectral irradiance of the sun as used for similar measurements of the
vortex arc, pressure arc, etc., described earlier in this report.

Final decisions on the electronics, photodetectors, recorder, and other re-
lated equipment will be made during the next quarter. Also, final decisions will
be made as to the specific measuring technique, e.g., will the sphere of the mono-
chromator be illuminated directly or by mirrors.

Design modifications of the Eppley filter radiometer should be complete by
the end of the next quarter. A choice of filters for the Mark V filter radiometer
will be made during the next quarter.

Finally, engineering mockups of the experimental configurations will be made
to ensure that no major difficulties have been overlooked.

CONCLUSIONS

The foregoing paragraphs have presented a general overview of the work
which the Electro-Magnetic Measurements Group has performed under NASA
Contract No. NAS 5-9244 in support of the solar simulation studies effort. The
relative progress of the various projects covered under this contract was
presented. There have been several significant accomplishments to the overall
effort in the area of solar simulation.

Especially good UV solar spectral match of certain neon-argon mixtures
were obtained with the vortex arc. The possibilities of spectral tailoring with
this arc now appears even more promising.

The pressure arc system has been dismantled and moved to the EMR facility
at College Park. The system is again operational and it is expected that some
very interesting data may be obtained in the near future.

Spectral irradiance measurements have been made on the A1200 solar sim-
ulator during every test run. Modifications to this system are basically com-
" plete and further studies to improve the spectral character of the system to
obtain an even better solar spectral match should be obtained.
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The miscellaneous lamp studies which have been done have proven quite
valuable. It has been determined that when krypton short arc lamps are used
with xenon lamps the spectral match of the A1200 can be improved. Plans are
already underway to utilize this combination of lamps.

The studies of the spectral degradation of the X~25L solar simulator have
shown that care must be exercised even with this highly stable and dependable
source.

The General Electric Ultra High Vacuum system has been an invaluable tool
for coatings studies as well as solar simulation and environmental testing of
satellite experiments. Plans are currently being implemented to recoat the
shroud and clean the entire system.

Lastly, work has begun to study the solar spectrum from the NASA Convair
990 aircraft at an altitude of 40,000 feet., This study offers an exciting opportunity
to obtain a relatively large amount of data at a relatively minimal cost., It also
provides a better basis from which to decide whether a satellite experiment to
study the sun's spectrum is necessary or desirable. Work will certainly continue
on this experiment during the coming months.
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Table 1
Pressure Arc, Argon 1540psig, 38V, 41.5A, 1.6kw

P-1 RUN 25ARGON 1540PSI 38V 41.5A LNO.1 S1 TAPEX344C,T7D2890

WAVELENGTH TEST LAMP ENERGY SOLAR ENERGY RATIO TESTLAMP/SOLAR
PER LONM WAVELENGTH INTERVAL
285, 1.029 0.091 11.26
265. 1.151 0.209 5451
275. 1.271 C.209 6.08
285, 1.376 0.366 3.76
295. 1.409 0.574 2445
305. 1.492 0,601 2.48
315. 1.540 CeT44 2.07
325. 1.593 0.940 1.69
335, l1.612 1.045 1.54
345. 1.659 1.097 1.51
355. 1.685 1.097 l.54
365. 1. 669 1.162 l.44
375. 1.617 l1.188 l1.36
385. 1.574 1.084 1.45
395. 1.556 1.188 1.31
405, 1.524 1.697 0.9¢C
415. 1.549 1.802 0.86
425. 1.658 l1.710 0.97
4135, 1.506 l. 684 0.89
445, 1,342 1,972 0.68
455. 1.279 2.037 0.63
465, 1.257 2.024 0.62
475. 1.233 2.011 0.61
485, 1.199 1.919 Q.62
495. 1.171 1.919 0.61
505. 1.157 1.828 0.63
515. 1.121 1.802 0.62
525. 1.115 1.815 0.61
535. 1.061 1.854 0.57
545. 0.994 1.841 0.54
555. 0.957 1.815 0.53
565. 0.955 1.776 0.54
575. 0.951 1.802 0.53
585, 0.944 1.776 0.53
595, 0.944 1.763 0.54
605, 0.939 l1.684 0.56
615. 0.895 1.645 0.54
625. 0.831 1.619 0.51
635, 0.790 1.580 0.50
645, 0.795 1.554 0.51
655. 0.790 1.528 0.52
665. 0.785 1.515 0.52
675, 0.795 1.475 Q.54
685. 0.804 1.436 0.56
695. 0.990 1.397 0.71
705. 1.302 1.410 0.92
715, 1l.117 1.345 0.83
725, 0.912 1.332 0.68
135, 1.293 1.306 0.99
T45. 1.572 1.266 l.24
755, 2.087 l.266 1.65
765. 2.452 l1.214 2.02
775. 2.356 1.175 2.01
785, 1.772 1.162 1.53
795. 1.236 1.136 1.09
805. 2.037 1.110 l.84
815. 3.020 1.084 279
825. 2.703 1.071 2.52
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835.
845.
855.
865.
875.
885.
895.
905.
915.
925.
935.
945,
955.
965.
975.
985.
995,
1005.
1015.
1025.
1035.
1045,
1055.
1065.
1075.
1085.
1090.

Table 1 (Continued)
Pressure Arc, Argon 1540psig, 38V, 41.5A, 1.6kw

1.886
2.170
24335
1.887
0.876
0.707
0.607
0. 546
0.862
1.313
C.879
0.731
0.490
0.541
0.675
0.663
0.536
0.485
0.422
0.404
0.404
0.404
0,438
0,438
0.437
0.437
‘00000
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1.031
1.005
0.979
0.953
0.940
0.927
0.901
0.862
0.849
0.836
0.823
0.796
0.770
0.757
0.757
0.718
0.705
0679
0.£666
0.653
0.640
0.627
0. 614
0.601
0.588
0.574
-0.000

1.83
2. 16
2.39
1.98
0.93
0.76
0.67
0.63
1.02
1.57
1.07
0.92
0.64
0.71
0.89
0.92
0.76
0.71
0.63
0.62
0.63
0.65
0.71
0.73
0.74
0.76
-0.00



Table 2
Pressure Arc, Argon 1000psig, 133.5V, 107.6A, 3.6kw

P 3ARGON 1000PSI 33.5V 107.6A LNO.1 S1

WAVELENGTH TEST LAMP ENERGY SOLAR ENERGY RATIO TESTLAMP/SOLAR
PER 1ONM WAVELENGTH INTERVAL
255. 0.845 0.091 9.24
265. 0.941 C.209 4450
275. 1.026 G.209 4.91
285, 1.108 0.366 3.03
295. 1.130 0574 1.97
305. 1.198 0.601 1.99
315. 1.245 0.744 1.67
325. 1.290 0.940 1.37
335. 1.328 1.045 1.27
345, 1.350 1.097 1.23
355. 1.385 1.097 1.26
365. 1.367 le162 1.18
375. 1.342 l1.188 1.13
385. 1.318 1.084 l.22
395, 1.310 1.188 l.10
405. 1.302 1.697 0.77
415. 1.345 1.802 0.75
425, l.410 1.710 0.82
435, 1.279 1.684 0.76
445, 1.188 1.972 0.60
455, 1.173 2.037 0.58
465. 1.145 2.024 0.57
475, l.116 2.011 0.56
485, 1.086 1.919 0.57
4595, 1.076 1.919 0.56
505. 1.069 1.828 0.58
515. 1.074 1.802 0.60
525. 1.082 1.815 C.60
535. 1.086 1.85¢4 0.59
545, 1.071 1.841 7.58
555, 1.043 i1.815 0.57
565. 1.036 1776 0.58
575. 1.028 1.802 0.58
585, 1.041 1.776 0.59
595, l.041 la763 0.59
605. 1.029 1.684 Ol.61
615. 1.006 Le 645 0.61
625, 0.964 1.619 0.60
635, 0.956 1.580 0.61
645. 0.952 l.554 0.61
655. 0.952 1.528 0.62
665, 0.952 1.515 0.63
675. 0.957 1.475 0.65
685. 0.975 1.436 0.68
695. l.167 1.397 C.84
705. l.427 l.410 1.01
715. l.301 1.345 0.97
725. 1.191 1.332 0.89
735. 1.421 1.306 1.09
T45. 1.682 1.266 1.33
755. 2.103 1.266 1.66
765, 2.172 le214 . 1.79
175, 2.286 1.175 1.95
785. 1.823 1.162 1.57
795. 1.572 l.136 1.38
805, 1.845 l.110 l.66
815. 2612 1.084 2e4l
825. 2.478 1.071 2.31
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835,
845,
855,
865.
875.
885.
895.
905.
915.
925.
935.
945.
955,
965.
975,
985.
995.
1005.
1015,
1025.
1035,
1045.
1055.
1065.
1075.
1085.
1090.

Pressure Arc, Argon 1000psig, 133.5V, 107.6A, 3.6kw

1.982
1.897
2.053
1l.763
1.033
1.033
0.812
0.796
0.912
1.173
1.086
0.999
0.732
0.713
0.819
0.737
0.711
0.711
0.711
0.711
0.711
0.633
0.620
0.650
0.650
0.644
-0.000

Table 2 (Continued)

1.031
1.005
0.979
0.953
0.940
C.927
0.901
0.862
0.849
0.836
G.823
0.796
0.770
0.757
0.757
0.718
0. 705
0. 679
0.666
0.653
0.640
0.627
0.614
0.601
0.588
0.574
-0.000
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1.92
1.89
2.10
1.85
1.10
l.11
0.90
0.92
1.07
1.40
1.32
1.25
0.95
0.94
1.08
1.03
1.01
1.05
1.07
1.09
1.11
1.01
1.01
1.08
l.11
l.12
~0.,00



Table 3
Pressure Arc, Argon 1540psig, 38.6V, 115A, 4.4kw

10.0Ce0CeC0¢7948040041041041C.10.10

WAVELENGTH TEST LAMP ENERGY SOLAR ENERGY RATIO TEST LAMP/SOLAR
253. Ce453 C.031 . 14,70
258, 0e479 C.060 T.98
263, 0.497 0.089 556
268, 0.507 C.104 4.88
273, 0.527 Cel02 5.17
278. Ce540 C.118 4457
283, 0.569 C.158 3.6C
288, 0.564 C.21C 269
293, 0.586 0.264 2.22
298. D.550 0e292 1.86
303, D590 C.296 1.99
308. C.621 C.312 1.99
313. 0.605 Ce349 1.74
318. 0.628 0.365 1.59
323, 0.633 Ce445 l.42
328. 0,647 Ceb84 l.34
333, 0.652 C.510 l1.28
338. 0.653 C.528 1.24
343, N.658 Ce541 1.22
348, 0.679 34546 l.24
353. 1.683 04545 1.25
358, C.673 0e.552 le22
363, C.672 Ce570 l.18
368. 0.6538 0.585 l.13
373, J.644 £e592 1.09
378. D.634 Ce577 l.1¢
383, 2,632 N.549 1.15
388. J.625 4538 1.1¢6
393. 0.618 Te563 l.1C
398, 0625 Ce651 Je9¢
403, Ce613 (e784 Ne T8
408, Ne611 Ve 872 Je7C
413, D.613 C.896 C.68
418, 0.656 De869 Je74
423. 04644 0. 804 0753
428 0.631 7.839 SeT5
433, T.611 Ce831 Ge74
438, 0.573 Ce869 Debt
443, 0,553 Ce945 3456
448, Ne546 1,996 2.55
453, 0,541 1.011 Ce52
455, De533 1.013 De53
463, 0,532 1.009 Ce53
468, C.531 1.C36 0.52
473, 0e517 12304 0452
478, 0.514 €939 Je52
483, 0.515 0.965 Ca53
493, Ce499 C.955 Se52
498, 04505 Ce944 Je54
503, 0.515 Ue620 Q.56
508, 0.524 C.923 Cad8
513, N4535 G897 Q.60
518, J.557 0.894 Neb62
523. 0.565 N.869 063
528, J.587 .98 Jeb6C
533, 0.5603 Ce912 Debt
538, 0,607 Ceg22 Oeb6¢
543, D.629 0.518 Jeb6S
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Table 3 (Continued)
Pressure Arc, Argon 1540psig, 38.6V, 115A, 4.4kw

548, 0.621 C.913 0.68
553, 0.609 0.906 Q.67
558, 0.601 0.897 D.67
563, N.590 0.886 0.67
568. D.588 0.885 .66
573, 0.600 0.893 0.67
578. 0.5%4 G894 0.66
583. 3.575 0.887 0s65
588, 0.592 C.882 0.67
593, 0586 0.880 0.67
598, 0.588 0.868 0.68
603, 0.580 0.847 0.68
608. 0.580 0.831 0.70
613. 0.573 0.822 0.7C
618, 0.559 0.815 0.65
623, 0.560 C.808 0.665
628, 0.536 C.800 0.67
633, 0.529 0.790 0.67
638, 0.530 0.782 0.68
643, 0.527 C.776 C.68
648, C.522 0.769 0.68
653, 0.516 0e763 0.68
658, 0.510 0.758 0.67
663, 0.509 C.755 0.67
668, 0.515 Ce749 0.69
673, 0.523 0.739 0,71
678. 0.528 0.729 0.72
683. 2.539 G719 Ce75
688, G540 0.708 076
693. 0. 636 D.698 0.91
698. 0.721 0.696 1.93
703, D764 C.701 1.09
708, 0.740 D.694 1.07
713. 0. 644 Ce677 0.95
718. 0.582 0.666 0.87
7123, 0.576 0.£63 0.87
728. 0.621 0.660 0.94
733, 0.6%6 Ge653 1.07
738. 0.802 Jebb4 l.25
743, C.891 0.634 l.41
748. 0.964 C.630 1.53
753. 1.042 0.630 1.65
758. 1.116 C.624 1.7
T63. 1.174 C.611 1.92
768. l1.202 Ce598 2.01
773. 1.137 0.588 1.93
118, 0.959 0.582 1.63
783, 0.739 C.579 1.28
788, Je 666 0.575 l.1¢
793. O 764 0.568 1l.34
798, Q.959 0.562 1.71
803. 1.123 Ce555 2.02
808. 1.243 Ce.548 227
813. 1.262 04542 233
818. 1.189 9.537 2420
823. 1.039 0e534 1.94
828. 0.926 0.528 1.75
833, Ne8931 C.518 1.72
838, Je954 Ce509 1.87
843, 1.027 0.503 2.04
848, 1.035 Ve497 2.08
853, N.921 G.490 1.88
8584 0.789 C.483 1.63
863. 04655 Ced77 1.37
868, 0.562 Oe472 1.16
873. 2.496 Ce469 1.06
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Table 3 (Continued) .
Pressure Arc, Argon 1540psig, 38.6V, 115A, 4.4kw

878. 0.454 Ces66 0.97
883, 0e.421 Ce463 0.91
888, 0.400 C.458 0.87
893. 0.392 0.452 0.87
898, 0.393 Ge443 0.89
903. 0.422 0.433 0.97
908. 0.501 0.426 1.17
313, 0.593 0.423 1.40
918. 0.638 Ce.420 l.52
923. 0.623 0.417 l.49
928. 0.557 Ce4ls 1l.34
933. 0.484 0.411 1.18
938. 0.422 0.406 1l.04
943. 0,384 0.400 0.96
948, 0.362 0.393 0.92
953. 0e367 0.386 0.95
958. 0.388 0.381 1.02
963. 0.414 0.378 1.10
368, 0.426 0.377 1.13
973. De4l4 0.377 1.10
978 0.386 06372 l.04
983, 0,370 0.362 1.02
388, 0.348 0.355 Q.98
993, 0.329 C.352 0,93
998. 0.322 0e347 0.93
1050. 0.301 0.308 0.98
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Table 4

Pressure Arc, Argon 1540psig, 37.6V, 79.6A, 3kw

l'-;’cilgd -‘3'307908000*’010010010. 10-1“

WAVELENGTE

253,
258.
263,
268.
273,
278.
283,
288,
293,
298,
303,
3.8,
313.
3ls.
323.
3z8.
333,
33e.
3"3.
348,
353.
358.
363.
368.
373,
378.
383,
388,
393,
398.
43,
408,
413.
418.
4¢3,
428,
433.
438.
443,
448,
453.
458,
463,
468,
473,
478.
483,
488,
493,
498,
5G3.
508.
5i3.
5i8.
523.
528.
533.
538.
543,
548.
553.

TEST LAMP ENERGY

Ca261
Cwl97
vab2l
Na43S
ra457
Je482
Cab93
G506
Ta516
Ca497
fu543
(ab564
"a552
a569
V566
19586
{a589
Ca594
€594
Ta€l2
" ubl17
la€23
Cut39
Qa€l4
Nac93
Ca591
GaS19
{579
2aS78
“a581
ca8T4
LAY 1
faS67
LIN-L1e
naé28
o600
" o574
{a54¢€
“a515
4511
CaS14
84501
QaS93
Lab94
Cat9s
"u4B3
Ca4Ba
wa487
Ca4B2
Tab86
Ca498
Ca505
0a532
’a546
CuS67
Na591
CatQ?
etl9
Lat43
Natlé
Cat96

SOLAR ENERGY

0.031
0.L6¢
$.289
C.102
L.1i6
f.158
Se2l18
Ce264
1,292
296
fe312
{ o345
£ e395
o445
D.484
N.51C
Nea528
L o541
Ca546€
D545
0552
G576
f,585
114552
L5717
r.549
4538
Ve563
Ceb651
il.T784
G.872
Ce896
(:. 889
o864
NeB83G
N.831
Me869
0,945
D.5G¢
1.511%
1.313
1.606
1.006
1.804
0.589
0.965
Re954
De955
Ne944
G.92¢
fe9Q3
897
ije8G6
n,89s
0.908
N.9i8
0.922
0.918
N,913
N.90¢
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RATIC
11.9C
6061
4.71
4.22
4.45
4.08
3.12
2.41
1.9¢
1.71
1.84
1.80
1.58
l.44
1.27
1.21
l.16
1l.12
1.1¢
1.12
1.13
1.13
1.467
1.03
1.03
1.92
1.06
1.C7
1.02
0.89
Q.73
0065
J.63
8.72
C.73
0.71
Q.65
G.63
Q.55
Q.51
Q.54
.45
0.5¢C
0.46
0.45
0.4
0.5¢0
Q.51
Q.57
g.51
0.54
C.5¢
0.5
G.61
C.63
0.65
C.66
0.67
¢.70
0.67
Q.66

TEST

LAMP/SOL AR



Table 4 (Continued)
Pressure Arc, Argon 1540psig, 37.6V, 79.6A, 3kw

558. L8596 0.897 Q.6¢
563. C.588 0.886 Q.66
568. 587 f:.885 Q.66
573. fab85 1.893 Ca66
578 Na584 C.894 .65
583. nJicsl n.887 C.66
588. Ca590 882 C.67
593. 4581 C.88C G.6¢
598. CaBE6 (.868 C.65
603, Se574 (.847 C.68
608. Ca581 F.831 2.7¢C
613, La560 D.822 G.68
618, Cab543 0.815 C.67
623. 0530 N.8Ce Q.6¢
628. Ca522 148CC Q.65
633. Cd516 N.79C 0.65
638, GaS15 (.782 0.6¢
643, €507 D776 0.65
648. Q599 Ce765 GCe.66
653. La498 Te763 Q.65
658. Ca498 L.758 C.6¢
663, Cwub94 Ce755 C.65
668, G a48S 14749 C.65
673. (a489 {738 J.6¢€
678, -3 B €725 c.7C
683, Cafl2 14,718 Co71
688, La533 G.7C8 Q.75
693. a2 .668 C.8%
698. CaT743 Le6G6 1.07
N3, Ta783 C.701 1.12
TuB. 154 1,694 1.GS
713. vab4l £ie6TT 0.95
718. weab65 fe66¢€ G.85
123, [ Ceb63 0.85
728, (605 T.660 N.52
733. Ca706 7 .652 1.08
738. aB54 C.644 1.33
T43. 0.951 rf.634 1.5¢C
748. 1.n37 0633 1.65
153. 1al64 e 63€ 1.85
758. 1236 U624 1.9€
763, 12304 fa611 2.12
768, 14375 174568 2.37
173, 1.305 rn.588 2.22
778. la034 C.582 1.78
783. 792 1,579 1.37
788, Qa9 «575 1.29
193. Ga796 f.568 1.49
198, 1.951 {1 a562 1.87
803, 14295 fe555 2.33
808, 1d434 Ue548 2.62
813. la523 f-a542 2.81
8is3. 1.396 T e537 2.6C
823, 14182 7e534 2.21
828. 1007 te.528 1.51
833. 0.985 C.518 1.59Q
838. 1.G8¢ C.509 2.12
843, la198 0.5C3 2.38
848. 1222 (o497 2.46
853, 1662 06.49¢C 2.17
858, G863 G.483 1.76
863, Cab95 Ced77 1.46
868. Ca574 Teb72 l1.22
873. N.495 (a469 1.0¢
878, Nat4b Q466 0.96
8€3. Cadd2 De463 0.87
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Table 4 (Continued)
Pressure Arc, Argon 1540psig, 37.6V, 79.6A, 3kw

888. 280 D.458 C.83
893. 366 Ue452 .81
898. Caldb2 Ceb443 0.82
903. 0a402 0,433 G.93
s08. 0504 426 1.18
913. £a626 De423 1.46
918. 0ué9é Le427 1.65
923. Cab673 f.417 1.61
928. Ca591 Neblé 1.43
933, $a499 0.411 1.16
938, Ca4ls 0.406 1.Q2
943, G272 rs400C C.93
948, Ta345 0.393 C.88
953, Gu351 Ue.386 0.91
958, na38l Ge381 1.08
963, na408 S.278 1.08
968. Lab2¢€ 377 1.13
973. Da4l5 C.377 1.18
978. 0a382 £.372 1.03
983, Qa359 Ce362 €.96
988. Ca332 (355 0.93
993. 04303 G.352 N.86
998. 0a295 Ce347 g.85
195¢. 290 0.338 C.94
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Table 5
Pressure Arc, Argon 1540psig, 38.7V, 51.6A, 2kw

176 einev-el5eElia™ ol el el 0lual

WAVELENGTH TEST LAMP ENERGY SUL AR ENERGY RATIC TEST LAMP/SCLAR
252, e 243 .31 1ie2€
258. QES.L -a [ é.?l'
263. $ 362 ~e.ES 4.4
i68a 413 seli 4 3467
273, «423 e d 4.1°%
278, s 44R J11E 2.7
283, Y-} -1 2e G4
ZR8. Ce417 021 2e2¢
293, T 284 1.87
298, C e k€l T edSe Le36
343, " .49 T a9k lee8
3 Y. Ve B2 «3i2 1.€7
3id. «E17 . 345 1.4¢
3.3. -y «3G¢ 1432
323. «525 s4453 lei€
JZiBe B4 484 lell
333, E-L IS le'¢
328, «£47 2+ DZF le 4
343, -y -1 1o 's
348. «567 e54é l.24
353. «£7. * o545 1o ¥
358. .58, #3552 1.3
363. 565 o570 1e
3é8. efez © e585 LeS&
373. «£44 - " e82
378. X 377 a6t
33z, e 34 546 eSS
388. «S4 « <538 P
333, «E4¢ «5€2 L e 67
394, e 246 e€51 TeB4
4.3, "e23% . 784 L ebS
4.8, 54 "eB72 DY
413, «£34 «8G¢ .-
418, .e€16 * o EES LeTd
4.3, o &3} «BE4 e85
4z8. e ST s 0936 L,ebF
433, e 552 I L ebE
438, el -1 o€
443, «48% . 0G4&E we52Z
445. 484 " «56¢€ L4456
455, <484 l1.. 11 ek
458, _e4TE 1. 12 L ehl
463, T e4TE le_uS Lok
468, 47 1etlt € Lek?
4730 046: '.l‘a 4 4046
478. Wb€4 .« GES Leb?
483, .« 457 T2 {e4?
438, ‘o458 Y e554 nehE
433, I oG58 t a8
436, LY e G44 .« 4S
9 3. .e472 a2 “e51
5.8, Se4St VeGL 2 o585
513, “efli 14867 -
5.8, v 534 i 4 BGE YN
5.3, e 557 - Tek2
5.8 ~eST1 o9 E Lebl
533, «287 +S1E eG4
538, (-] «822 . e6E
543, " €18 veSl8 “.61
&40 €Qs =} &2,

1I-96




Table 5 (Continued)
Pressure Arc, Argon 1540psig, 38.7V, 51.6A, 2kw

553, .et82 AN T e&4
538, - ., +8G7 Veke
563, LeZ12 T .88¢ TL6%
568, e 558 " .88¢ el
573, 562 T .862 D eb3
576 56 e £G4 e 63
533, S e565 e £87 “eC4
583, « 557 Y -1-p4 S .63
593, #5732 e BET Lebh
538. -1 e BEE Le64
6.3, W87 f aB47 Cebé
6.8, 554 eB831 Le€?
€13, ‘e E44 W B2C ‘o6&
6i8, Lo 831 "e815% LebS
623, o518 e Vb4
€26, Le S € P IV e
633, - - 8157 YK
€38, «457 Ca782 fab4
043, " 4495 v 176 i eG4
648, 201 - {1 e65
€53, « 487 LelEd Lef4
658, 477 « 158 Te83
663, W 4TE . e15% Le€2
666, s465 e 746 Geb3
673, $474 « 736 L e b4
678, L e49d “ 1265 1.68
£83., Lefr 3 7156 el
688, oS 2 e TUE <1l
693, b8 e€GE Te87
6G3, 182 T ebGE 138
743, Te 195 TeTil l.14
7.6, « 177 L eG4 letz
713, €52 877 e G¢E
7i8. «Z56 .ebté e84
Tz3. «E53 oEE e B4
723, +5GE Y-I-H 4G
733, B .e652 led

728, ".£8¢ T ebb4 1.38
743, CeS82 ‘0634 1.5%
748, 1e7:581 Le€37 le74
753, ie238 Y- 1.6G¢
758, 1.237 {0626 214
762, 1,431 €11 2:34
TeE, i.21% . +568 2+54
773, 1,437 t 4388 2e42
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Table 5 (Continued)
Pressure Arc, Argon 1540psig, 38.7V, 51.6A, 2kw
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Table 6
Pressure Arc, .94 Argon, .06 Hydrogen, 300psig, 29.2V, 86A, 2.5kw

TABLE 6 ARGON 1ATM 14V 100A WATTS

WAVELENCTH TIST LANMP FWORCY SSLRR ENERGY RaTlCTrSTLAMB/SCLAY
PR LCAM WAVELENGTE INTERVAL
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Table 6 (Continued)
Pressure Arc, .94 Argon, .06 Hydrogen, 300psig,
29.2V, 86A, 2.5kw
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Table 7
Pressure Arc, .94 Argon, .06 Hydrogen, 1500psig, 50V, 50A, 2.5kw
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Table 7 (Continued)
Pressure Arc, .94 Argon, .06 Hydrogen, 1500psig, 50V, 50A, 2.5kw

563, 486 G4 «5¢
568, W 4E 2945 Le4S
573 «48% " «G52 o 51
578, e bt »554 UabE
583. 72 2 G4E 51
568 « 45 « G541 «52
593, e 49" « 528 v e 52
598, «48"F .5Z¢ Y e57
6 3. o 30 TeT 4 T
6.6 2524 « 287 e36
613, «4Se .e877 o357
&i8. c «485 V. 8ES LeSé
623, a6 B2 i 45°%
£iBa « 457 o556 «52
653, 47% ¢ o BGC .5€
636 «4732 Y-Er e 51
043, o221 . W B217 62
048, Le€ E - o 14
653, le &7 fEL2 1631
658, le89Y « 875 263
662, 2eSR PR Ze7S
668, . 547 L e 166 l.1¢
073 ot L . 788 LeTE
678. .« 237 777 LeES
ER3, #5113 o 7E7 o &7
6F8 . o 5.2 -1 R
693 s SBFR « 745 LTS
698. L1032 T4z € eGZ
FEERS o T4 « 747 eSS
T 6e RN e 741 1.7

T1i2. b4 o Tdd f.8¢
Tisde « 534 LeTk A
Ti3. P I A e T4
T:8. -1 o1t 4 LB
IEED + €36 .o €67 [
738. " e Bz LEET 1..7
T435 . - «G325 JETE i.36
T48 . Lo .G f£T7 Le5

753, 1156 . etT3 172
758. 1425% oktEE L+B8E
Te35. 16323 -3 267
T7¢8. led € . eA32B 2o’
773, l.4.65 WEZFE 2.2%
776 Lo T2 PN 172
783, Le 158 $E18 le22
785, . etlE etil $eudt
792, «72 YT l1.16
798. ie Z2S 366 172
B3 L83l «5G2 ZelZ
8.8. Le 4SS - -As cedl
313 1eGi7 578 2,32
818, L824 «572 2.iF
8.3, 1e23% 5T ZelS
8.8, le 4. W £63 1.8%
833, #5632 «5812 1.€¢
B83b. leluf « 543 Zell
843, le45] W 53¢ Ze17
846, tefiz e 53 ceBE
853, le.2€4 «S22 celz
858, «623 «51¢ 176
863, « 732 «35. 5 leb4
8o8. .587 P I 1.17
873, «t232 T 104
878, e 478 «4S7 eGE
883, s 44F .4 G4 t 4Gl
888, Cek2 CWb4HS C.B¢

I1-102




Table 7 (Continued)
Pressure Arc, .94 Argon, .06 Hydrogen, 1500psig, 50V, 50A, 2.5kw
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Table 8
Pressure Arc, Argon, 15psig, 14V, 100A, 1.4kw

p=1f RUN 23 HAR 1567 PSI 30V SCA  LNC.1 5.
WAVELENGIH TEST LAMP ENERCY SOLAR ENERGY RatIN TESTLAMP/SOLAR
PEK 1CNM WAVELENGTH INTERVAL

235, i.CC2 C.097 i0e34
265 le 120 Ca221 Vet
275, 1.26¢ lel2) 5e4?
28%. 1.3C3 Ge3B7 3606
265, 1.308 C.6C9 2.15
3C5, le252 Co€37 2er?
Alo. e384 G.789 Lel5
275, le61l7 Le9G6 le42
3%5. 1at442 1.107 1.30
345 1,492 1e162 1e28
385, 1.527 1.162 Le31
3¢5, PRV 1,231 1.22
375, l.464 1.259 i.16
385, 1.643) 1.148 1.2
395, le2? 1.259 .12
405, 1,418 1.799 Je 79
415, 1,467 1.910 0,77
425, 1,556 1.813 C.8C
4715, 1.457 1.785 D.82
445, 1.292 2089 .02
45, 1.22¢ 24159 Uao7
455, L.2C7 2.145 Ueb
41z, 1238 Z.131 vae58
435, 1e443 2.034 0.71
455, ie385 2,034 Qeud
05, 1.176 1.937 NINCH
513, 1.N77 L.910 De26
525, LeClék 1.923 .54
515, UeG30 1965 Q.57
545, T.919 1.9591 Je&l
85, Ue902Z 1.9213 DeteT
P SPCPTA 1.882 D48
575, 0,857 1.91C 0,47
85, C.896 1,862 OetB
593, 5e89%4 L.B68 Do ?
LG, CeB8E 1.785 2030
1. 2.87% 1.743 Q.00
5275 838 1.716 Je "0
633, e8G9 1e574 2.54
645. 1.4t 1e647 Ued9
£55 . 2eh14 1,519 1.0l
63, 24251 1.5C5 LewD
7%, 1.129 1.564 [V
ENS . Y946 1.522 Jen?
555 1e156 1.481 J. 76
705, 1,266 1,494 CeBY
Ti%. 1l.042 1.425 .72
775, Je8T5 1,411 Jeb9
725, 14286 1.384 2.73
745, 2.129 Le342 Le29
188, 2.195 Le142 LebHb
165, Je 24P 1287 Y ¢
175, c 178 1245 P AN
M, Lo lec3l lecn
755, Lot 1e204 Lo’
CENEIN T YN tel75 Sel0

11-104




Lo

[¢ SIE9 SN (NG N $ ¥

Lo SNV IS EERVER S I
i T
L .

LRSI CIRN

e

WD M) el
. . -

QOO OOCDO
.

.

s pd bd pad 1ab P4 yk b o L
CIPDDIOOODOOND
[Ye e VRE N D o}

Table 8 (Continued)
Pressure Arc, Argon, 15psig, 14V, 100A, 1.4kw
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Table 9
Spectral Irradiance Measurements - A1200 Solar Simulator

A-1 11 Xenon lamps, no spectral filters, no uniformity filters, quartz port

A-2 17 Xenon lamps, 5 spectral filters, 2 uniformity filters, quartz port

A-3 17 Xenon lamps, 6 spectral filters, 3 uniformity filters, no quartz port

A-4 17 Xenon lamps, 7 spectral filters, 3 uniformity filters, no quartz port

A-5 17 Xenon lamps, 7 spectral filters, 3 uniformity filters, no quartz port

A-6 17 Xenon lamps, 7 spectral filters, 3 uniformity filters, quartz port

A-T7 17 Xenon lamps, 7 spectral filters, 3 uniformity filters, quartz port

A-8 10 Xe lamps, 5 Kr lamps, 7 spectral filters, no uniformity filters,
quartz port

A-9 10 Xe lamps, 5 Kr lamps, no spectral filters, no uniformity filters,
quartz port

A-10 5 Xe lamps, 5 Kr lamps, no spectral filters, no uniformity filters,
quartz port

A-11 5 Xe lamps, 5 Kr lamps, 7 spectral filters, no uniformity filters,
quartz port

A-12 5 krypton lamps, 7 spectral filters, no uniformity filters, quartz port

A-13 14 lamps, 6 spectral filters, 6 uniformity filters, quartz port

A-14 19 lamps, 7 spectral filters, 3 uniformity filters, quartz port

NOTES:

A-1 was the first A1200 spectrum taken after Spectrolab added the lenticular

system

A-2 through A-4 were run to determine the effects of various amounts of filter-

ing in the A1200

A-5 was a repeatability run duplicating the parameters of A-4

A-6 was run during the IMP-D test

A-7 was run during the OGO test

A-8 through A-12 were run to test combinations of xenon and krypton lamps

with and without spectral filters

A-13 was run during the ISIS-A test

A-14 was run during the fifth paint sample test
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Table 10
Spectral Irradiance Measurements - Miscellaneous Light Sources

M-1 HgXe, Hanovia #929B-1, 2,5kw -~ N.G.

M-2  HgXe, Hanovia #929B-1, 2,5kw - N.G.

M-3 HgXe, Hanovia #929B-1, 2,5kw

M-4  HgXe, Hanovia #929B-1, 2,5kw

M-5 Krypton, Hanovia #513294, 30 volts, 85 amps, 1 or 2 hours
M-6 Krypton, Hanovia #513294, 30 volts, 85 amps, 3 or 4 hours
M-7  Krypton, Hanovia #513294, 30 volts, 85 amps, 100 hours
M-8* Hydrogen doped xenon, PEK #01000, 40V, 50A, 0.5 hours, 1P28 only (exploded)
M-9  Hydrogen doped xenon, PEK #011024, 40V, 50A, 0.25 hours
M-10 Hydrogen doped xenon, PEK #011024, 42V, 42A, 3 hours
M-11 Argon, PEK #0‘1025, 29V, 82A, 2.3 hours

M-12 X-25L solar simulator, dirty optics, no collimator

M-13 X-25L solar simulator, cleaned optics, no collimator
M-14 Carbon arc

M-15 HgXe, Hanovia #646356, 60.4V, 54A

M-16 HgXe, GE # T427, 53.3V, 65.5A

M-17 HgXe, GE # T971, 61V, 51A

M-18 HgXe, GE # T367, 66V, 47.5A

M-19 HgXe, GE # T710, 55,7V, 58A

M-20 HgXe, Hanovia #512524, 56.2V, 61A

*M-8 never reduced.
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NOTES TO TABLE 10

M-3 and M-4 were spectra of a 2. 5kw HgXe lamp

M-5 was done on a krypton experimental compact arc lamp
M-6 was done to determine repeatability from M-5

M-7 was done to determine degradation from M-5

M-8 was done on a hydrogen doped xenon experimental compact arc lamp, lamp
exploded after 1-1/2 hours operation so that the spectral measurement
could not be completed

M-9 was done on another Hg doped Xe lamp after the first one exploded -
M-10 was done to check degradation from M-9

M-11 was the only spectrum obtained from an argon experimental compact arc
lamp

M-12 and M-13 were done to check the spectrum of the X-25L; M-13 was run
to see whether cleaning the optics would restore the solar spectral
match

M-14 Carbon arc data

M-15 through M-20 were spectra on 6 different 3.5kw HgXe lamps supplied by
the Testing and Evaluation Division
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Figure 1. Vortex Arc Configuration
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Figure 3. Vortex Arc Spectral Irradiance, Argon, 5kw, 4 Atmospheres

II-111

2500



&

% OF ENERGY/ BANOWIDTH

)

v—-2
SPECTRAL IRRADIANCE
VORTEX STABILIZED ARC WITH
ARQON AT OATM, 8KW, STANDARD
ELECTRODES
FED. (0, 19668
STANDARD LAMP QM-S|

™M

—

B T W

1 L
%45 1000 1500 2000 2800
WAVELENGTH  (nonometers)

Figure 4. Vortex Arc Spectral Irradiance, Argon, 5kw, 8 Atmospheres
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Figure 5. Vortex Arc Spectral Irradiance, Argon, 5kw, 16 Atmospheres
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Figure 11. Vortex Arc Spectral Irradiance, Argon, 20kw, 16 Atmospheres,

Old Style Electrode
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9% OF ENEROY / BANDWIDTH

¢

v-is
SPECTRAL IRRADIANCE
VORTEX STABILIZED ARC
WITH ARGON AT B ATM, 4 KW,
| FLOW — 1860 CC / MIN

STANDARD CATHODE,
2.0 | EXPERINENTAL ANGDE
OCT. 4, W68
Jl | STANDARD LANP QM-8!
|
n !
i !
| |
18
1.0
8
0 1 1 1 1
800 1000 1300 2000

WAVELENOTH (nanometers)

Figure 12. Vortex Arc Spectral Irradiance, 4kw, 5 Atmospheres,
Gas Flow Rate 1560 cc/min

II-120




% OF ENERGY / BANDWIDTH

v-i7
SPECTRAL IRRADIANCE
VORTEX STABILIZED ARC
WITH ARGON AT S5 ATM,
4 KW FLOW-2/08CC /MIN
STANDARD CATHODE,
2.0— \ EXPERIMENTAL ANODE
. OCT. 3, I9688
i STANDARD LAMP QM-Si
!
1
!
(-] o
1.0}—
B
[o] |

500

1
1000

1 1
1800 2000

2500

WAVELENGTH (naonometers)

Figure 13. Vortex Arc Spectral Irradiance, 4kw, 5 Atmospheres,
Gas Flow Rate 2106 cc/min
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V-19 ARGON SATM 3KW 1200 CC/MIN LNOs2 S2 37C-1UuuNM

WAVELENGTH TEST LAMP ENERGY SOLAR ENERGY RATIOQTESTLAMP/SOLAR
PER 1ONM WAVELENGTH INTERVAL
345, 1.811 l.198 1.51
355, 1.821 1.198 1.52
365. 1.815 1.269 1le43
375. 1.780 1.297 le37
385. l.782 1,183 l.51
395, l.710 1.297 le32
405, l.674 1.853 0.90
415. 1.916 1,967 097
425, l.922 1.868 1.03
435, 1.783 1.839 J.97
445, 1.514 2,153 0.70
455, l.461 24224 3. 66
465, l.436 2,210 Ve 65
475, 1,404 2.196 Q.64
485, 1.359 24096 0.65
495, 1.347 2,096 0. 64
505. 1.302 1.996 Je b5
S515. 1.249 1.967 0.63
525, la186 1.982 0.60
535. lel72 2.925 V.58
545, 1.128 2.010 Jda56
553, 1.128 1.982 Je57
565. 1.086 1.939 e 56
575, 1.025 1.967 0.52
585. 1.025 1.939 0.53
595, 1.074 14925 0.56
605. 1.078 1.839 0459
615, 0e979 1.796 Qe55
625, 04959 1.768 0.54
635, 0.924 1.725 Je 54
645, 0.923 16697 Oe54
655, 0.878 l.668 0«53
665, 0eB874 1654 0.53
6175, Ce.918 le611 0.57
685, 1.050 1le568 0e67
695, 1.362 1.526 V.89
T05. 1.557 14540 l.01
715, 1.339 1.468 0.91
125, 1.134 le454 0.78
735, 2.029 1.426 le42
745, 24510 1.383 1.81
755, 2.510 1.383 1.81
T65, 20395 1.326 1.81
715, 20197 1.283 1.71
785. 2.050 1.269 le62
195, 14896 1,240 1.53
805, 3.604 l.212 2,97
815. 40105 1.183 3,47
825. 3.771 1.169 3,23
835. 24792 1.126 248
845, 3.261 1.098 2.97
855, 2,922 1.069 2.73
865. 1341 1.041 1.29
875. 0,617 1.027 0.60
885, 0.771 1.012 Q.76
895, 0.771 0.984 0.78
905, le194 Je 941 1.27
915, 1,343 0.927 le45
925, l.136 Je912 le 24
q3s, 0.651 0.898 Je 72
945, 0s667 0.870 Q.77
955, 0,532 0.841 0.63
965, Q.488 0,827 0,59
975, 0.450 0,827 0. 54
985, Qeéll Je 784 0.52
995. Oe4l1l 0.770 0.53
1005. 0.411 Qe 741 0.55
1015, Je4l8 d.727 Je 57
1025. 0.463 Je 713 0e65
1030. =0.000 =-0.000 ~0.00
1040. -0.000 -0.000 ~0.00
1050, =0,000 -0,000 =-0.00
1060, ~0.000 =0.000 -0.00
1070, =0.000 =0.000 =000
1080, =-0.000 =0.000 -0.00
1090. =0.000 =04000 -Q0.00

Figure 14. Vortex Arc Spectral Irradiance, 3kw, 5 Atmospheres,
Gas Flow Rate 1560 cc/min
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V=20 ARGCN SATM 2.5KW 364CC/MIN LNO.2 S1 370-1000NM

WAVELENGTH TEST LAMP ENERGY SOLAR ENERGY RATIOTESTLAMP/SOLAR
PER 10NM WAVELENGTH INTERVAL
345, 1.773 1.181 1.50
355, 1.795 l.181 l.52
365, 1.803 1.252 le44
375, 1.769 1.280 1.38
385, 1.807 1.167 le55
395, 1.756 1.280 1637
405. 1.652 l.828 0.90
415, 1.845 1.941 095
4254 1.936 1.842 1.05
435, 1.745 l.814 0.96
445, 1.415 24123 0e67
455. 1.378 2.194 0.63
465, 1.331 Z2.180 Gebl
475, : 1.296 2.166 0460
485, 1.281 2,067 0.62
495, 1.277 2.067 0.62
505 1l.252 1.969 Do b4
515. 1.226 1.941 0463
525, 1113 1,955 0.57
535, 1.074 1.997 Q.54
545, 1,033 1.983 Ue52
555, 1,047 1.955 054
565, 1.032 1.913 0e54
575, 0.932 1l.941 O.48
585, 0e941 1.913 .49
595, 0.983 1.898 0.52
605, 1,052 l.814 0.58
615, 0.926 1.772 0.52
625, 0.925 l. 744 0.53
635, J.837 1.702 Qe49
645, 0.796 1.673 0.48
655 0.785 1.645 0.48
665, Q. 790 1.631 Ce48
675, Je828 1.589 0.52
685, D886 1.547 Je57
695, 1.199 1.505 0.80
705, 1.570 1.519 1.03
715, l.422 le448 .98
125, 1.069 le434 Je 15
735, 1677 1.406 1.19
745, 2,011 l.364 lea7
755, 3.011 1,364 2421
765, 3.143 1.308 2440
775, 3,249 1.266 2457
785, 20114 1.252 1.69
795, 1.838 1.223 1.50
805, 2876 1,195 2441
815, 3.708 1.167 3.18
825. Lree-T 1.153 3.87
835, 3.551 1.111 3420
845, 3.015 1.083 2478
855, 3.183 1.255 3.02
865. l.561 1.027 1.52
875, 0a554 1,013 0+55
885, 0.503 0,998 J.50
895, J.712 0,970 C.73
905. 0.712 J.928 0.77
915, 1.167 0,914 1.28
925, l.242 0,500 l.38
935, 0.664 0.886 Ce75
945, De 686 G.R58 0.80
955, Deblé 2,830 e 74
965. 0.610 0.816 Je 75
975. Je4ub? J.816 057
985, 0467 0,773 0.60
995. 0.439 0759 0.58
1005, 00423 0.731 Je58
1015, Je419 C.717 Je58
1025. G.418 0,703 0.60
1035, Ce460 0.689 0.67
1045, Ce 466 0,675 Ue 69
1250. -0.000 =0.000 -5.00
1060, ~04000 -0.C00 ~0.00
1079, -0.000 ~C.000 -0.00
1080. ~04000 =000 ~Je00
1090. -0.000 -0.000 -J.00

Figure 15. Vortex Arc Spectral Irradiance, 2kw, 5 Atmospheres,
Gas Flow Rate 474 cc/min
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V=21 ARGON 5ATM 3,6KW VERY HIGH FLOW RATE LNO.2 51 370-1000NM

WAVELENGTH

345,
355,
365.
375.
385.
395,
405,
415,
425,
435,
445,
455,
465.
475,
485,
495,
505,
515,
525,
535,
545,
558,
565,
5715,
585,
595,
605,
615,
6254
635,
645,
655.
665,
675,
685,
695,
T05.
715,
125,
735,
T45.
155,
765,
175,
785,
795,
805,
815,
825,
835,
845,
855,
865,
8175,
885,
895.
905.
915,
925,
935,
945,
955,
965,
975.
985.
995,
1005.
1015.
1025,
1035,
1045,
1059.
1060.
1070,
1080.
1090.

TEST LAMP ENERGY
PER 10NM WAVELENGTH INTERVAL

1.927
1.913
1.832
1,955
1.925
1.791
1745
1.876
1.910
le723
le442
1.396
1.371
14342
1.308
1,298
1.249
1.201
1.152
1a141
1.108
1.108
1.069
1,063
1.059
1,043
1.056
0.980
Ce979
0,925
0.890
D¢ 866
0.878
0.907
0.939
1.250
1.587
1.342
1.139
1.895
24001
24435
3.362
2.593
24264
1l.610
3.017
4,187
3,892
20959
2.777
2.884
1.286
0e527
0.520
0.725
0.725
1.119
1.172
0eT45
0.638
0550
0550
J+550
0,550
04550
0.492
Qe 4le
Qa4l4
0.451
0s456
-0.000
~0.000
~0.000
-0.000
-0.000

SOLAR ENERGY

l1.181
l.181
1.252
1,280
1.167
l.280
1.828
1l.941
1.842
1.8l4
2,123
2.194
2.180
2,166
24067
2067
1.969
1.941
1,955
1,997
1.983
1.955
1.913
1.941
1.913
1,898
1.814
1.772
le 744
1.702
1,673
1.645
1.631
1.589
1.547
1.505
1.519
le448
la434
l.406
1.364
1.364
1.308
1.266
1.252
1.223
1.195
l.167
1.153
1.111
1.083
1.055
l1.027
1.013
0.998
0.970
0.928
0.914
0900
0.886
0.858
0.830
0.816
0.816
0.773
0.759
0.731
G717
0.703
0.689
0.675
-0.000
-0.000
-0.000
-0.000
-0.000

RATIOTESTLAMP/SOLAR

1.63
1,62
la 46
le53
165
le40
0,95
Je97
1.04
0495
Q.68
0,64
0463
0.62
0a63
0463
0.63
0.62
0.59
0.57
0.56
0e57
0.56
0455
0.55
0.55
0.58
0e55
.56
Oe54
0.53
0.53
0.54
0,57
0s61
0.83
1.05
0.93
0.79
1«35
le4?
1.79
2457
2.05
1.81
1.32
2.52
3.59
3,38
2.66
2456
2.73
1.25
0e52
0e52
0.75
0.78
le22
1.30
0.84
O T4
Qe 66
0.67
Ve 67
0.71
0.72
0.67
0.58
059
065
0.68
-0.00
-0.00
=0.00
-0.00
-0.00

Figure 16. Vortex Arc Spectral Irradiance, 3.6kw,
5 Atmospheres, Gas Flow Rate 2500 cc/min
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% OF TOTAL ENERGY/ BANDWIDTH

28
Y
! V=10
SPECTRAL IRRADIANCE
) VORTEX STABILIZED ARC WITH NEON
: AT I0ATM, 4 KW, STANDARD CATHODE,
| EXPERMENTAL ANODE
| JULY 22,1966
STANDARD LAMP QM-—SI
20— |
!
1.5p—
1.0p—
S
(o]

800 1000 1500 2000
WAVELENGTH (nanometers)

Figure 17. Vortex Arc Spectral Irradiance, Neon, 4kw, 10 Atmospheres
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% OF TOTAL ENERGY/ BANOWIOTH

vl
SPECTRAL IRRADIANCE
VORTEX STABILIZED ARC WITH NEON
AT 10 ATM, 18 XW, STANDARD CATHOOE,
EXPERIMENTAL ANODE
JULY 24 I988
STANDARD LAMF QM-8

800 1000 1800 2000 £800
WAVELENGTH (nanometers)

Figure 18. Vortex Arc Spectral Irradiance, Neon, 16kw, 10 Atmospheres
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% OF ENERGY/ BANOWIOTH

v-i2

SPECTRAL IRRADIANCE
VORTEX STABILIZED ARC
WITH .75 ARGON, .25 NEON
AT IOATM, 8 KW
STANDARD CATHODE,
EXPERIMENTAL ANODE

SEPT. 2I, 1966
STANDARD LAMP QM -SI

| 1 1 1

500 1000 1800 2000
WAVELENGTH (nanometers)

Figure 19. Vortex Arc Spectral Irradiance, 75% Argon-25% Neon,
8kw, 10 Atmospheres
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% OF ENERSY / BANODWIDTH

20—

N8
SPECTRAL IRRADIANCE
VORTEX STABILIZED ARC
WITH .78 ARGON,.28 NEON
AT 10 ATM, |8 KW
STANDARD CATHODE,
EXPERIMENTAL ANODE

SEPT 23,1966
STANDARD LAMP QM-8

800 I

Figure 20. Vortex Arc S
13k

1
000
WAVELENGTH (nanometers)

ectral Irradiance, 75% Argon-25% Neon,

1800 2000

w, 10 Atmospheres
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% OF ENERGY. /7 BANDWIDTHM

28
v-14
SPECTRAL IRRADIANCE
VORTEX STABILIZED ARG
WITH.IO ARSON .90 NEON
AT 4 ATM, 4 KW
STANDARD CATNODE,
2.0}— X EXPERINENTAL ANODE
SEPT. 28, 1968
STANDARD LAMP QM-8!
Lel—
1
'
10—
B
o 1 1 1 1
500 1000 1300 2000

WAVELENGTH (nonometers)

Figure 21. Vortex Arc Spectral Irradiance, 10% Argon-20% Neon,
4kw, 4 Atmospheres
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% OF ENEROY / BANOWIOTH

o
L]

0.3

V-8

SPECTRAL (RRADIANCE
VORTEX STABILIZED ARC
WITH .20 ARGON, .80 NEON
AT 4.8 ATM, ¢ KW
STANDARD CATHOODE,
EXPERIMENTAL ANODE

SEPT. 28, (19088
STANDARD LAMP QN-S8I

1

800 000 1800 2000
WAVELENGTH (NANOMETERS)

Figure 22. Vortex Arc Spectral Irradiance, 20% Argon-80% Neon,
4kw, 4.5 Atmospheres
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% OF ENERGY /BANDWIDTH

25 I
v-i8
SPECTRAL IRRADIANCE
[ VORTEX STABILIZED ARC
WITH .50 ARGON .50 NEON
20— | AT 7 ATM, 4 KW
: STANDARD CATHODE,
EXPERIMENTAL ANODE
SEPT, 28, 1966
STANDARD LAMP QM-SI
1.5— : ‘
|
1.0p—
| -
o] 1 1l 1 |

800 1000 1800 2000
WAVELENGTH (nanometers)

Figure 23. Vortex Arc Spectral Irradiance, 50% Argon-50% Neon,
4kw, 7 Atmospheres
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WINDOW
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Figure 24. Pressure Arc Chamber
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% OF TOTAL ENERGY / BANDWIDTH

2.0

A-|
SPECTRAL IRRADIANCE
Al200 SOLAR SIMULATOR WITH Il LAMPS
LENTICULAR SYSTEM WITH NO FILTERS
DEC. 15,1968
STANDARD LAMP QM-SI
THROUGH QUARTZ PORT

1 | 1 l

500 1000 1500 2000 2500
WAVEL ENGTH (nanometers)

Figure 25. A1200 Spectral Irradiance, Xenon, 11 Lamps, No Filters
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40—

30—

2.0—

REDUCED SCALE

A=l

SPECTRAL IRRADIANCE

RATIO AI200 (11 LAMPS)/SOLAR. LENTICULAR

SYSTEM WITH NO FILTERS
DEC. 15, 1966

STANDARD LAMP QM -S|

TAKEN THROUGH QUARTZ PORT
SPECIFICATION LIMITS

-

RATIO OF ENERGY— AI200/ SOLAR

0.61—

| | |
1000 1800 2000
WAVELENGTH (nanometers)

Figure 26. Ratio - A1200/Solar, Xenon, 11 Lamps, No Filters
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% OF TOTAL ENERGY/BANDWIDTH

A-2
SPECTRAL IRRADIANCE
Al200 SOLAR SIMULATOR WITH I7 LAMPS
LENTICULAR SYSTEM WITH 5 SPECTRAL
FILTERS, 2 UNIFORMITY FILTERS.
DEC. 17, 1965

STANDARD LAMP QM-—S|
TAKEN THROUGH QUARTZ PORT

2.0—

I.5—

1.op—

5—

0 ] | ]

0 500 1000 1500 2000 2500

WAVELENGTH (nanometers)

Figure 27. A1200 Spectral Irradiance, Xenon, 17 Lamps
5 Spectral Filters, 3 Uniformity Filters

14
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2.5

A-2
SPECTRAL [IRRADIANCE
RATIO A1200 (I7 LAMPS)/ SOLAR
LENTICULAR SYSTEM WITH 5
SPECTRAL FILTERS,2 UNIFORMITY
FILTERS
DEC. |7, 1965
STANDARD LAMP QM-S|
2.0 TAKEN THROUGH QUARTZ PORT
’ .. SPECIFICATION LIMITS
% 1.5
]
[o]
[ _———
~
o
o]
8
<
. A4--
Q
g
© 1.0
jH— —————
S
J
o ] | | |
0 500 1000 1500 2000 2500

WAVELENGTH (nanometers)

Figure 28. Ratio - A1200/Solar, Xenon, 17 Lamps,
5 Spectral Filters, 3 Uniformity Filters
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% OF TOTAL ENERGY/ BANDWIDTH

2.5
A-3
SPECTRAL IRRADIANCE
Al200 SOLAR SIMULATOR WITH |7 LAMPS
LENTICULAR SYSTEM WITH 6 SPECTRAL
FILTERS, 3 UNIFORMITY FILTERS.
DEC. 20, 1965
STANDARD LAMP QM-S
TAKEN WITHOUT QUARTZ PORT
2.0p—
| 5
Lo}—
S—
0 | . A |
%) 500 1000 1500 2000
WAVELENGTH (nanometers)

Figure 29. A1200 Spectral Irradiance, Xenon, 17 Lamps,

6 Spectral Filters, 3 Uniformity Filters
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RATIO OF ENERGY -Al200/SOLAR

A-3
SPECTRAL IRRADIANCE
RATIO AI200 (17 LAMPS)/SOLAR
LENTICULAR SYSTEM WITH 6 SPECTRAL
FILTERS, 3 UNIFORMITY FILTERS.
DEC. 20, 1968
STANDARD LAMP QM—S1
TAKEN WITHOUT QUARTZ PORT
SPECIFICATION LIMITS

-—am -

— - b

] J 1 |

800 1000 1800 2000
WAVELENGTH (narometers)

Figure 30. Ratio - A1200/Solar, Xenon, 17 Lamps,
6 Spectral Filters, 3 Uniformity Filters
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% OF TOTAL ENERGY / BANDWIDTH

25
A-4
SPECTRAL IRRADIANCE
A1200 SOLAR SIMULATOR WITH 17 LAMPS
LENTICULAR SYSTEM WITH 7 SPECTRAL
FILTERS, 3 UNIFORMITY FILTERS
DEC. 28, 1965
STANDARD LAMP QM—Si
TAKEN WITHOUT QUARTZ PORT
2.0p~
1.5
10—
-
0 L ] 1 L
o - 500 1000 1500 2000

WAVELENGTH (nanometers)

Figure 31. AI1200 Spectral Irradiance, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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RATIO OF ENERGY — A1200 /7 SOLAR

A-4
SPECTRAL IRRADIANCE
RATIO AI200 (17 LAMPS) / SOLAR
LENTICULAR SYSTEM WITH 7 SPECTRAL
FILTERS, 3 UNIFORMITY FILTERS
DEC. 28,1965
STANDARD LAMP GM —S!
TAKEN WITHOUT QUARTZ PORT
20 o ___SPECIFICATION LIMITS

o 1 | | 1

(6] 800 1000 1800 2000
WAVELENGTH (nonometers)

Figure 32. Ratio - A1200/Solar, Xenon, 17 Lamps
7 Spectral Filters, 3 Uniformity Filters
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n
o

% OF TOTAL ENERGY / BANDWIDTH

A—S

SPECTRAL IRRADIANCE
AI1200 SOLAR SIMULATOR WITH I7
LAMPS. LENTICULAR SYSTEM WITH
7 SPECTRAL FILTERS, 3 UNIFORMITY
FILTERS

DEC. 30, 1965
STANDARD LAMP QM —S|
TAKEN WITHOUT QUARTZ PORT

E:;_\_=

] | | |

500 1000 1500 2000
WAVELENGTH (noanometers)

Figure 33. A1200 Spectral Irradiance, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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RATIO OF ENERGY - Ai200/SOLAR

f

(<]

SPECTRAL IRRADIANCE - RATIO A1200 /SOLAR (WITHOUT QUARTZ PORT) NO.- AS
LENTICULAR SYSTEM
7 SPECTRAL FILTERS
3 UNIFORMITY FILTERS
| SOLAR CONSTANT
STANDARD QM -S|
DEC. 30, 1965
———= SPECIFICATION LIMIT

| | | |

500 1000 1500 2000
WAVELENGTH (nanometers)

Figure 34. Ratio - A1200/Solar, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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% OF TOTAL ENERGY /BANDWIDTH

23

n
Q
|

o
|

LO

A-6
SPECTRAL IRRADIANCE
Al200 SOLAR SIMULATOR
WITH (7 LAMPS
LENTICULAR SYSTEM WITH
7 SPECTRAL FILTERS, 3
UNIFORMITY FILTERS

FEB. I7, 1966

STANDARD LAMP QM —SI
TAKEN THROUGH QUARTZ
PORT

i | | |

500 1000 1800 2000 2800
WAVELENGTH (nanomsters)

Figure 35. A1200 Spectral Irradiance, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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20—

RATIO OF ENERGY— AI200/SOLAR

A-6
SPECTRAL IRRADIANCE
RATIO A|200 (I7 LAMPS)/SOLAR
LENTICULAR SYSTEM WITH 7
SPECTRAL FILTERS, 3 UNIFORMITY

FILTERS

FEB. 17, 1966
STANDARD LAMP OM —Si
TAKEN THROUGH QUARTZ PORT
- mecce = SPECIFICATION LIMITS

| | | |

500 1000 1500 2000 2500
WAVELENGTH (nanometers)

Figure 36. Ratio - A1200/Solar, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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25

p
)
I

RATIO OF ENERGY —AI200 / SOLAR

ﬁ?

‘AT

SPECTRAL IRRADIANCE
Al200 SOLAR SIMULATOR WITN 7
SPECTRAL FILTERS, 3 UNIFORMITY
FILTERS

FEB. 24,1966
STANDARD LAMP QM -S|
TAKEN THROUGH QUARTZ PORY

10}~
.8f—
o 1 ] 1 1

0 800 1000 1500 2000

WAVELENGTH (nanometers)

Figure 37. A1200 Spectral Irradiance, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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RATIO OF ENERGY— AI200 /SOLAR

20—

A-7
SPECTRAL IRRADIANCE
RATIO AI200 (I7 LAMPS)/SOLAR
LENTICULAR SYSTEM WITH 7
SPECTRAL FILTERS,S UMFORMITY
FILTERS.
FEB.24, 1966
STANDARD LAMP QM-S|
TAKEN THROUGH QUARTZ PORT
I R _SPECIFICATION LIMITS

o8

] L ! 1

500 1000 1800 2000 2500
WAVELENGTH (nonometers)

Figure 38. Ratio - A1200/Solar, Xenon, 17 Lamps,
7 Spectral Filters, 3 Uniformity Filters

II-146




% OF TOTAL ENERGY/ BANDWIOTH

2.5

20—

A-8

SPECTRAL IRRADIANCE

A1200 SOLAR SIMUL ATOR - [0 XENON
LAMPS , 5 KRYPTON LAMPS
LENTICULAR SYSTEM WITH 7
SPECTRAL FILTERS NO UNIFORMITY

FILTERS.
MAR. 22, 1966
STANDARD LAMPS QM-SI

TAKEN THROUGH QUARTZ PORT

| ] l |

500 1000 1800 2000 2300
WAVELENGTH (nanometers)

Figure 39. A1200 Spectral Irradiance, 10 Xe, 5 Kr Lamps,
7 Spectral Filters, No Uniformity Filters
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A-8
SPECTRAL  IRRADIANCE
RATIO AI200 (10Xe, 5Kr)/ SOLAR
LENTICULAR SYSTEM WITH 7
SPECTRAL FILTERS, NO UNIFORMITY
FILTERS.
MAR. 22, 1966
STANDARD LAMP QM -S|
20k TAKEN THROUGH QUARTZ PORT
SPECIFICATION LIMITS

RATIO OF ENERGY — A1200/ SOLAR

o | | | |

0 500 1000 1500 2000
WAVELENGTH (nanometers)

Figure 40. Ratio - A1200/Solar, 10 Xe, 5 Kr Lamps,
7 Spectral Filters, No Uniformity Filters
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% OF TOTAL ENERGY/ BANDWIDTH

2.5
A-9
SPECTRAL IRRADIANCE
Al200 SOLAR SIMULATOR-I0 XENON LAMPS,
S5 KRYPTON LAMPS
LENTICULAR SYSTEM WITH NO FILTERS
MAR. 23, 1966
STANDARD LAMP QM-SI
TAKEN THROUGH QUARTZ PORT
20—
1.5p—
o=
] S5
o I | [ |
o 500 1000 1500 2000

WAVELENGTH (nanometers)

Figure 41.  A1200 Spectral Irradiance, 10 Xe, 5 Kr Lamps
No Spectral Filters, No Uniformity Filters
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Figure 42. Ratio - A1200/Solar, 10 Xe, 5 Kr Lamps,
No Spectral Filters, No Uniformity Filters
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Figure 43. A1200 Spectral Irradiance, 5 Xe, 5 Kr Lamps,
No Spectral Filters, No Uniformity Filters
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Figure 44. Ratio - A1200/Solar, 5 Xe, 5 Kr Lamps,
No Spectral Filters, No Uniformity Filters
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Figure 45. A1200 Spectral Irradiance, 5 Xe, 5 Kr Lamps,
7 Spectral Filters, No Uniformity Filters
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Figure 46. Ratio - A1200/Solar, 5 Xe, 5 Kr Lamps,
7 Spectral Filters, No Uniformity Filters
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Figure 47. A1200 Spectral Irradiance, 5 Kr Lamps,
7 Spectral Filters, No Uniformity Filters
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Figure 48. Ratio - A1200/Solar, 5 Kr Lamps,
7 Spectral Filters, No Uniformity Filters
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Figure 49. A1200 Spectral Irradiance, Xenon, 14 Lamps,
6 Spectral Filters, 6 Uniformity Filters
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Figure 50. A1200 Spectral lrradiance, Xenon, 19 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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Figure 51. Ratio - A1200/Solar, Xenon, 19 Lamps,
7 Spectral Filters, 3 Uniformity Filters
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Figure 52. Spectral Irradiance, Hq Xe 2.5kw Lamp
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Figure 53. Ratio - Hq Xe 2.5kw Lamp/Solar
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Figure 54. Spectral Irradiance, Hq Xe 2.5kw Lamp
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Figure 55. Ratio - Hq Xe 2.5kw Lamp/Solar
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Figure 56. Spectral lrradiance, Krypton 2.4kw Lamp
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Figure 57. Ratio - Krypton 2. 4kw Lamp/Solar
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Figure 58. Spectral Irradiance, Krypton 2.4kw Lamp
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Figure 59. Ratio = Krypton 2.4kw Lamp/Solar
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Figure 60. Spectral Irradiance, Krypton 2.4kw Lamp After 100 Hours
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Figure 61. Ratio - Krypton 2. 4kw Lamp/Solar (After 100 Hours)
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Figure 63. Ratio - Hydrogen Doped Xenon 2.0kw Lamp/Solar
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Figure 64. Spectral Irradiance, Hydrogen Doped Xe 2.0kw Lamp
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Figure 65. Ratio - Hydrogen Doped Xe 2.0kw Lamp/Solar
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Figure 66. Spectral Irradiance, Argon 2.3kw Lamp
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Figure 67. Ratio - Argon 2.3kw Lamp/Solar
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Figure 68. Spectral Irradiance, X-25L Solar Simulator
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Figure 70. Spectral Irradiance, X=25L Solar Simulator
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Figure 71. Ratio - X-25L Solar Simulator/Solar

1I-179

2500



401~

30

201>

% OF TOTAL ENERGY/BANDWIDTH

0.5—

@
1

=)
|

REDUCED
SCALE

CARBON ARC (WITH OPTICAL SYSTEM)

1000

1500

WAVELENGTH (nanometers)

Figure 72. Spectral Irradiance, Carbon Arc
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Figure 73. Spectral Irradiance, Hg Xe 3.5kw Lamp
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Figure 74. Ratio - Hg Xe 3. 5kw Lamp/Solar
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Figure 75. Spectral Irradiance, Hg Xe 3. 5kw Lamp
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Figure 76. Ratio - Hg Xe 3. 5kw Lamp/Solar
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Figure 78. Ratio - Hg Xe 3.5kw Lamp/Solar
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Figure 79. Spectral Irradiance, Hg Xe 3.5kw Lamp
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Figure 80. Ratio - Hg Xe 3.5kw Lamp/Solar
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Figure 81. Spectral Irradiance, Hg Xe 3.5kw Lamp
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Figure 83. Spectral lrradiance, Hg Xe 3. 5kw Lamp
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APPENDIX 1

TEST REPORT ON THE JARRELL ASH 0.5 METER
EBERT SCANNING SPECTROMETER

In general the Jarrell Ash Model 82000 Ebert grating scanning spectrometer
meets the specifications quoted for it, and the instrument is fairly easy to use
once it is set up and checked out. The instrument manual is complete and un~
derstandable and contains a considerable amount of maintenance information
and sufficient theory for intelligent operation of the equipment.

The wavelength can be read directly in Angstrom units from a digital counter
when an 1180 grooves/mm grating is used, wavelengths for other gratings are
found by simply multiplyingothe counter reading by 2 or 4. The digital counter
reads to an accuracy of +1 A and tenths of Angstroms can be estimated when
an 1180 grooves/mm grating is used.

The wavelength accuracy over the spectrum is within +2 A in the 1900 A
to 9100 A range when the instrument is calibrated for a known spectral line.
This calibration must be repeated whenever the grating is changed. When
gratings for the 3800 A to 1.8u range and for the 7600 A to 3.6 range are used
the accuracy is within 4 A and 8 A respectively (the agccuracy is within +2 units
of the counter with any grating). There is a 2 A to 5 A backlash in the wave-
length drive which affects the accuracy when the scanningdirectionis reversed,
Best accuracy is obtained by approaching a desired wavelength from a higher
wavelength.

The calibration of the wavelength drive, which must be accomplished after
changing gratings, involves finding a known line, removing the counter, setting
it for the wavelength of that line and replacing it. The error in this setting may
be as much as +0.5 counter divisions.

The wavelength drive may be manually operated or motor driven. The eight
speeds of the motorized drive showed no deviation from the given values. When
using gratings with other than 1180 grooves/mm, proper adjustments must be
made in scanning speeds because the speeds are given as A/min when in
actuality they are counter units/min.

When the gratings for the longer wavelength ranges are used there may be
some problem with higher order lines if the detector used has a fairly high
response at lower wavelengths than those under study. Orders as high as the
6th are easily picked up and could be mistaken for lines of longer wavelength,
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The resolution obtained in the factory inspection did not reach the optimum
quoted in the instruction manual but was better than that obtained in the labora-
tory here at Goddard, although both the factory test and the one performed here
did meet the basic instrument specifications of 0.2 A in the first order with the
1180 groove/mm grating and 0.4 A in the first order with the 590 groove/mm
grating.

Scattered light is no more than 0.23% of primary radiation at 5800 A for
any of the gratings supplied.
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17 FURMAT(32H AFTER 572 NANQOMETZRS)
1R FIRMATLI4IH aREA UNDER CURVE AFTZR NORMAL IZATIUN WAS +F1253)
2Y FORGAT(S(FLL534F1052))
. FORMAT(3(FlceanyFlos2yFBe))
22 FURFAT(1L246)
23 FORMAT(24F3,1)
24 FURMAT(F1542)
25 FORMAT(2FL1C,3)
27 FORMAT (58H SPECTRAL ENExRGY DISTe NORMA_IZE5D,Rub, TO FIRST WAVELEN
I6TH AFTER ECD )
28 FURMAT(Z(Fl2a5,Fi063))
29 FORMAT(Fl2e5943F10,3)

STANDARD AND LEISS CALIBRATION, JOHNSON DATA

READ(>¢9) IGH

STAUDARD

READ( 42V (8(J)yd=1,3%)

READ(L,3)(B(J)yd=1,35)

LETISS

REALLE3,8)(GIK)3K=1,IGH)

RZAD(.48)(H{K)yK=1,IGH)

READ(Z46) (SUNSAV(J),J=1,33)

ABSORPTIVITY DATA

KT=.

JT=

READL . 99INX

DO 39 J=1,NX

JBT=JT+1

JT=J»" 2

I
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99
112

111

o

51
52

513

54

S_6Aap Jelul
CXTERitaL FORMULA NUABER - SOURZE STATUMENT - INTORNAL FO

RAD0 «22MTITLE(K)Y WK=JBT4JdT)
REabl s 9IMXSAV(Y)

KS=KT+1

KT=kT+MXSAV(J}

ABSURPNTIVITY

REAGE 4230 (ABASAVIJI) 9 JI=£S,KT)
wAvV L NGTH

oAl o 3V ABESAVIII ) 9 JU=KS4KT)
CoNTT U=

TEST LAMP DaTa
REAGE 9?2 )DZCNAM
IF{ORUNAM) L L, 100,102
WRITE(hes)

WRETE{6y22)UECNAM

NN | .‘1)L11LL?;LL3

[F(LL *55Qs ") M=L?2

REA g TIPS yRELIIWRICIV 2 GFII)sROCI)JAUCI) 4ol (J) 9 d=14M)
CUNVART DS T WAVILINGTH

CALL LAGIN (HyGePyWLy14M,IGH}
INT SRPOLAT: STANDARD TD GIVEN WAVELENGTH
CALL LAGIN{DyAyWLsSTD, 1y My 35)
WRINTE(6e 9L awl lel3,L4,L5
R=r~-#5TO/RO

na 2 J=1,.M
RE(J)=A{RE(MI)I=RICI)IGELY)
ROLI)Y={ROCI)=RULIII=GT(J)
REJI=RE(IIaSTO(I)/RD(0I)
WRITZ(E92 VRIS yWLEI) 9 =14 M)
[F{LL.oEQa") O TO 113
NORMALTZATIUN

FIRST OVERLAP, FIRST SFCTION
DO 1 J=1,Ls

ME=

IF(WLIL2Yelo,Wwt(J)}IGD TO 52
S1=

DO -2 J=NF,Ll

S1=51+R(J)

SE=12 . 0#S1I=-R(NFI=R(L1)
NL=z#L2=-NF-,

FIRST OVERLAP, SECOND SECTION
S2= ,

N 4 J=L2enL

S2=524R(J)
$2=(2.,2#S2)-R{L2)-R(NL)
MOV =1 J=NF

Ml=(NF+L2)/C

Ni=41-NF+1

L2=L24+N])

[F(LL utQe ') LD TU 48 .
SSCOND UVERLAP, SECOND SECTION
DO =5 J=L2,L3
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i
=

49

47

b6

65

45

113

45

301

67

SECNOP

"XTERMNAL FURMULA NUMSER = SOURZE STAT:ZMENT
NF =
TF (WL (L4) ,Loawl (JDIGD TD 56
Si=

N T J=NELL3
S3=253+R(J)

S3=(2, #S2)-R(NF)=R(L3)
NL=_ #p&=NF-

SCCON OVERPLAP, THIRD SECTIUN
(' _Q =

Y R J=Llé,NL
S4=54+41(J)
S4=(2,7#S4) = (L& )=F(NL)
AV = 4=NF

M2= (Nt +LA)Y /2

M2 A 2-NFe D

Lé=i44M2
GO T &7
Si= -,
S54= 1,
M2=13

ARTTE(645)S4+52953,5%
NURMALIZATIUN FACTORS
FAL=S /7§81

FAL=1 0

FAR=S /5S4

WRITE{E,14)
WRITE(S45)FALFA2,FA3
MUKMALTIZE FIRST SeCTIOW
N0 >3 J=1l,M,
R{JI=R(J)=Fal

NORMALTZE S_CUND SECTIUN
LI ~4 J=L 2,42

K=J=-NNV1

RIKI=2{J)#FaQ?
WLIK)Y=WLI(J)

IF(LL-aEQsD) GO TO 44
NURMALIZE THIRD SECTION
NI 55 Jd=L&,L>
K=J=-NCV1=-NOV?2
RIK)=2(J)#F a3
WLIK)=WL(J)
KG=L5=-NOVI=-NOV2

GO 10O 45

KG=1L3-NDV1

GO TO 4¢

KG=1.1

TOTAL FENERGY UNDER CURVE:
SuUM=),

DU 27 J=1.KG

SUM=SUM+ (RUJI+R(J+1) )% (WL{J+1)=WL(J)) /2, 0
CONTINUE

WRITE(6,18) SUM

SET R RELATIVE TO FIRST WAVELENGTH AFTER 557 NM
DO »7 J=1,Ks

RMAX=<(J)
IF{WL{J)eGELSC e )N TN 64
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68
69

15"

151

71
72

73
78
76

17
78

100
102
102

1233

SECNDP

“XTERNAL FORMULA NUMBER - SOURCE

DO L9 J=14KG

R{JI==(J)*7 .3, /RMAX

WRITE(AW6)

WRITE(6,17)

WRITE (A 27V (RIJ Vs WLIJ) yd=1,K6)
HuTPuUT FOR PLOT

LS=nG-1

PUNCH 224 DFECNAM

PUNCH 27

PUNCH 9,12

PUNCH 284 (7 (J) s WL (J)yd=1,¢G})
WRITE(H,4)

WRITE(S,22)U5CNAM

GENLRTE DFSIKED WAVELINGTH TABLF
CALL WAGEN(C50a s litJar s sWeleKd)
IF(LL «EQed) LU Tu 44

CALL NAGEN(LiuichBquvl33),NQKJ1KK)
SET R TO INTEGRATLED VALULD FOR INTERVAL
MN=1G=-1

)72 J=1eMN

RICII=WL(J+L)
R(J)=(R(J)*K(J*l’)'(NL(J+1)-WL(J))/2.0
WellTE2(6,13)

SuUm=2 o

(B0 J=1, NN

SET R RILATIVL TO TOTAL LNERGY
SUM=SUM+R( J)

DO 15, JU=1.nNN

R{JI=2{J) %102, /SUM
WRIf?(ﬁle)(R(J)vWL(J);RI(J)oJ‘loNN)
WRITE(644)

WRITE(6422)UECNAM

N IS R OADJUSTED TO FIT W
IF(LL3EQel ) KK=KJ

DO 71 J=1,KK

NF=

IF(W{J)oGTaWL{L)IGO TO 72

DO 73 Jy=1,KK

ML=

IF(W{J)aGELWLINNDIGO TO 74
IF(W(J+1)aGToWLIKG)IGD TO 75

GO 10 78

TFIWIJ)-WLIKG))T6,T76,17

NL=4L =1

GO TDO 78

NL=ANL -2

N:l

DU .39 J=MNFNL
[IF{ALIN)«GT,W(J)ICN TO 1°1

N=N+]

GO 1o o
TF(WLIN)=W(J+1))103,102,.08

ENCIY={WLINI=W{J))*R{N=1)/ (WLIN)=WL(N=-1))

GO TO 109

ENCI)I=CWL(N)~WlJ) )®RIN=1 )/ LWLIN)-WLIN=1) )

N=N+1
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e el

106

104

97

98

324

32%

32¢

gr

S=ECNUP
XTERNAL FORMULA MJMBER

TF(SLINY=W{g+2) )10y 104y 7

S ) =ENCIYER{N=1)

GOV 109

NCUY=F 0 )V4R{N-1)

M=+

GO I 10A

T =EN(IY (w{d+ LWL (N1 ) ) R
L0 13y L9

T3y =Wl d+ ) =W J) s (N=2) /7 (WL (
CONTT Uyt

SUt =2

Dot JsNF L

SUM=SUM+TN( D)

DO w2 J=NFy L

Y =INCI Y RO, /SUM

DY 2 =N AL
Wld)=(WlJ)+w(d+.))/72.0

WRAIT= (5,1 3)

VR T T (59 1%)

WRITE (527 ) (INTU) 3 W{JYsJd=NF4NL)
WL T (648)

WRITE(Hy 221 UELNAY

ARSHRPTIVITY CALCULATIONS

PICN P TABLES

JRE =z

tSAV=

KS;\V=

BUII6IN=T 4 NX

JT=4nT+1

JBT=gre}2
WRITE(S22){TITLF(K)$K=JTyJBT)
ABAL= 70

MX=MXSAVJR)

My 97 J=1eMX

KSAV=inSAV+ L
ABA(J)=ABASAV(KSAV)

D0 98 J=1,MxX

LSAV=1SAV+ ]
ABB(JI=ABRSAV(LSAV)

ADJUST T FIT W

CALL LAGIN(ADDyABA,We ABC,NFyNL

CALCULATE ApnSORPTIVITY
DO 324 J=NF,NL
ABL(J)I=ABCLJI*EN(Y)

D0 22> J=NF,yiL
ABAC=ABAC+ABD(J)
ABACT=ABAC/ .l U,
WRITE(SH924)a8aCT

JX=JbB

CONTIUZT

WRITE(544)

WRITC(6£422)D7CNAM
ANJUST SUN Tu FIT NF AND NL
TOT=.,9

DI} Y J=NFaNL
TOT=TOT+SUNSAV{J)

- SOURZ S STAToMENT

N=L)/WL{N)=WL(N=1))

NI=WL{N=1))

MX')
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SECNUP el o2
CXTERNAL FORMULA NUMBER - SOURZE STATcMENT - INTIRNAL FO

D0 91 J=NFlNL
91 SUN(J)I=SUNSAV(J)&2N),/TUT
DY 22 J=NF, L
92 PER(JII=EN(JI)/SUNLY)
wRITE(S5.11)
WRITE(£,412)
KL=KJ-1
WRITE(E LIV UW Iy ENLI) 9 SUNLI ) 4PERII) ¢ J=NFHKL)
PLOT CUTPUT
PUNLH 11
PUNCH 12
PUMICH 9,KJ
PUNCH 29+ IWw(J) e EN(J)oSUNTIYZPER(J) ¢ J=NF,KL)
IF(LL 2o EQel) GO TU 43
00 93 J=KJenNL
93 SUN(JI=SUN(J)I/1D,
WRITELOW LIV (W (I ENCI) 3 SUNTIYZPER(J) yJ=CJ,NL)
KKG=NL=-KJ+1
PUNCH 9, KKu
PUNCH 29+ {W{J)+ENTJI) o SUN(SDIZWPERIJ) yJ=KJyNL)
43 WRITE(6,44)
GO TO 112
110 STQP
END

I-202




mQ W >

SUNSAV
SUN
STD

RE

GE
RO

RU
GI

WL

\'
EN

PER
ABA
ABASAV
ABB
ABBSAV

SYMBOLS
Standard lamp energy table
Standard lamp wavelength table, parallel to A
Leiss wavelength table
Leiss drum setting table, parallel to G
Table used to save Johnson's data for repeated use
SUNSAV x 100/TOT

Standard lamp data. This table is parallel to the test lamp data and
corresponding wavelength

Test lamp data (voltage). Also used for corrected test lamp data
(voltage), (RE-RI) GE

At 300, the error voltage corresponding to RE for the device used
to read the voltage. At 70, a table parallel to WL containing the
next WL in each position

The range on the measuring device

Standard lamp data (voltage). Also used for corrected data (voltage),
(RO-RU) GI

Error voltage for RO
Range for RO
The drum setting array parallel to RE, RI, GE, RO, RU, and GI

At 300, the relative intensity using (RE x STD)/RO. At 70, the
integrated intensity calculated from the intensity relative to the
1st intensity after 500 nm

The wavelengths calculated from P using H and G. This table
replaces P and will be called given wavelengths

The wavelengths desired for output

The integrated energy calculated from the last R. These tables
are parallel to W

The ratio of the test lamp to Johnson's data, EN/SUN

The absorptivities for various paint samples

Used to save ABA data for repeated use

The wavelengths corresponding to the absorptivities given in ABA

Used to save ABB
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ABC
ABD
TITLE
DECNAM

MX

MXSAV

JT

JBT
‘KT

KS

Ll
L2

L3
L4

LL2
LL3

IGH
NF

S1
NL

ABA interpolated to fit the wavelength table W

ABC x EN parallel to W

An array used to save the names of the absorptance samples

The name of the source that generated the data RE

The number of absorptivity tables

The number of items in each table

An array used to save the MX's

Used as end of each absorptivity title in storing them sequentially

Used as beginning of each absorptivity title in storing them sequentially

Used as end of each absorptivity ABA & ABB array in storing them
sequentially

Used as beginning of each absorptivity ABA & ABB array in storing
them sequentially

The number of points in the 1st region

After 111, the beginning of second region, after 54 changes to start:
of 1st overlap

End of second region

Beginning of third region

End of third region

Number of points in second region

N_umber of points in third region

End of data, set to L3 or L5 for 1 or 2 overlap regions
Number of points in the Leiss calibration tables

At 51, a pointer indicating the start of the 1st overlap region in the
1st section. At 55, the beginning of the 2nd overlap in the 2nd section.
At 72, the 1st wavelength in the desired wavelength table (W) after

1st wavelength in WL

The sum of the intensities (R) for the 1st overlap region of the 1lst section

After 53, the end of the 1st overlap region in the 2nd section, after
57, the end of the 2nd overlap region in the 3rd section, after 74,
the 1st wavelength in the desired wavelength table after the last
wavelength in the given table
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S2 The sum of the intensities for the 1st overlap in 2nd section

NOV1 The end points, in the 1st overlap region for both sections

M1 The middle points of the 1st overlap for both sections

N1 The beginning of the 1st overlap in the 1st section

S3 Sum of intensities for 2nd overlap in 2nd section

S4 Sum of intensities for 2nd overlap in 3rd section

NOV2 No. of points in 2nd overlap for both sections

M2 Middle of 2nd overlap

N2 Beginning of 2nd overlap in 2nd section

FAl Normalization for 1st section - S2/S1

FA2 Normalization for 2nd section - 1

FA3 Normalization for 3rd section - S3/S4

KG The end of the normalized intensity table (R) with the overlap region(s)
removed»

SUM At 301, the area under the curve after normalization. At 81, the

total energy (EN) summed

RMAX The first wavelength after 500 nm

KK The end of the desired wavelengths table (W)

KSAV Used to pick up ABA's from ABASAV

LSAV UNsLed to pick up ABB's from ABBSAV

ABAC J_ABD,

ABACT ng\c/ 100, the energy after the absorptance data is applied to the
lsgnp data

TOT ?-;‘ SUNSAV,
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-

SOLAR CELL CALIBRATION EVALUATION -

William G. Gdula

ABSTRACT

During this quarterly report period from September through November
1966, all activities of the solar cell calibration effort conducted for the Ther-
mal Systems Branch GSFC were relocated at EMR's College Park Laboratory.
In view of the limited experimental portion of the program, a review of all
solar cell measurements developed during this program is presented with a
brief description of the theoretical, experimental and application aspects. In
addition, a series of 1 MeV electron radiation experiments were performed to
define the radiation damage characteristics of silicon solar cells fabricated
from 1ohm-cm and 10 ohm-cm resistivities with thicknesses of 8 mils to 16 mils.

Preliminary results of the angular dependence studies of the electron dam-
age rate in silicon solar cells indicate a higher damage coefficient as the inci-
dent angle of the electron flux is increased. Experimental results have not been
corrected for a cosine projection factor which would further increase the ap-
parent damage. Proton damage is presently being investigated.

Electron damage characteristics of lithium doped silicon solar cells, fabri-
cated from 20 ohm-cm float-zone material, indicate 300°K annealing only par-
tially effective in short-circuit current recovery. Degradation of the voltage
characteristics, remained after 15 days of annealing.
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INTRODUCTION

The primary function of the solar cell calibration effort is to provide the
Thermo Physics Branch with a comprehensive calibration and evaluation of
present day solar cells. Because of the necessary support activities - solar
simulation research and development - conducted by the Branch, the efforts of
precise evaluation of solar cell characteristics is readily achieved. Included
in this report period is a complete calibration and electron radiation evaluation
experiment of one ohm-cm and ten ohm-cm silicon cells contained in Section 1.
A summary of the measurement procedures developed during this program is
presented in Sections 2 and 3.

1.0 SOLAR CELL CALIBRATION AND RADIATION EVALUATION

An evaluation study was performed by request of the Space Power Technol-
ogy Branch in order to define the radiation damage characteristics of silicon
solar cells fabricated from one and ten ohm-cm material with 8 mil and 16 mil
thicknesses. Four lots of ten samples each were subsequently exposed to 1 MeV
electrons with incremental flux dosages of 10!3, 104, 10'% and a final accumu-
lated flux level of 10'® e/cm?2. The EMR standard electron radiation procedure
was followed as outlined in Report No. 766-7142 with the exception of the
4 x 105 flux increment which was added to more accurately define the degrada-
tion rates near the 10'6 e/cm2 level. The complete radiation schedule is in-
cluded in Table 1.

Current Voltage (I-V) characteristics of the cells were measured immedi-
ately after each incremental flux dosage with the X-25; solar simulator adjusted
to one solar constant. Typical I-V characteristics of representative samples
are included in Figures 1 and 2. Seventy-four spectral response and quantum
yield measurements were also made as time permitted during the radiation pro-
cedure. Experimental data including the current, voltage and conversion effi-
ciency parameters is included in Table 2.

1.1 EXPERIMENTAL RESULTS

Typical results of the comparative study are summarized in Figure 3 which
is a plot of the energy conversion efficiency vs accumulated 1 MeV electron
flux. It was not to be expected that the 8 mil 1ohm-cm cells would maintain a
higher conversion efficiency than the 16 mil 1 ohm-cm cells after an initial flux
of about 5 x 10!3 e/cm?. Considering all factors the probable explanation is
that the initial properties of the bulk 16 mil material differed from the 8 mil

II1-2




with a possible higher oxygen concentration. The cross-over of the open-circuit
voltage shown in Figure 4 would substantiate this conjectural argument. Among
solar cell manufacturers, there is an understanding that higher resistivity ma-
terial inherently has intrinsically superior radiation resistent characteristics.
This is quite true if the sole interest were in the current collection efficiency

at short circuit conditions, short circuit degradation is included in Figure 5.
Because of longer bulk lifetime and diffusion length due to the lesser number of
impurity atoms in the bulk, current-densities of solar cells fabricated from
10-25 ohm-cm material normally are about 10% higher than the lower resistivity
cells, considering other fabrication factors and surface reflectance properties
equal. Impurity concentration vs resistivity data for both N and P type material
shown in Figure 6 indicates the magnitude of change, 1 ohm-cm P type con-
taining 1.5 x 10'6 impurity atoms/cm3 vs. 10 ohm-cm material which contains
1.3x 10'9, However, the additional decade of impurity atoms results in a
greater open circuit voltage which, as a direct result of Fermi level considera-
tions, is a well defined function of temperature and majority donor and acceptor
concentrations. A comparison of the diode characteristic in Figure 7 for 1 ohm-
cm and 10 ohm-cm cells with equal efficiency shows the dependence of the

10 ohm-cm cells upon the higher current density to maintain conversion efficien-
cy comparable to the 1ohm-cm cells. The lower resistivity 1 chm-cm cells,
have a Vo, of 0.575 volts at 300K compared to 0.545 for the 10 ohm-cm cells,
but the increased number of impurity atoms has decreased the bulk minority
carrier lifetime and a subsequent decrease in the collected minority carriers.

With all factors considered it has always been apparent for other than aca-
demic reasons to evaluate cell radiation characteristics by selecting 7g¢¢, the
energy conversion efficiency as the comparative parameter. It is this unifying
complex parameter which relates the individual characteristics, including the
total voltage across the junction, space charge region and current flow through
the junction. The data in Figure 3 support the conclusion that the 1 ohm-cm
cells, with the initially higher conversion efficiency, maintain superior perfor-
mance over the 10 ohm-cm cells when exposed to accumulated 1 MeV flux levels
of 8 x 10!5 electrons—cmz, results which are subjected to the limitations of any
atypical conditions of the one ohm-cm and 10 ohm-cm material utilized.

1.2 EFFECTS OF SOLAR CELL THICKNESS

The intrinsic optical absorption properties of silicon, are such that approxi-
mately 200 microns (8 mils) of material is required to absorb over 95% of the
solar energy. This makes it feasible to optimize the amount of base material
required to collect the generated free carriers.
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By combining the optical absorption function with photon density distribu-
tion of air mass zero and assuming a unity quantum yield a spatial current den-
sity can be derived. This normalized relationship shown in Figure 8 for the
current density to a depth of 50 microns indicates that once this function is ob-
tained, detailed considerations can be given to performance requirements not
only for conversion properties, but also to radiation damage characteristics.

Using this criteria, there has been a general trend by the cell manufactur-
ers to reduce silicon solar.cell thickness from 16 mils to 8 mils or less, in
order to achieve both material economy and a higher watts/lb performance fig-
ure. (A developmental 12.5KW deployable array over greater than 1200ft is
presently being developed by the Boeing Aero Space Division.)

Quantum yield measurements of cells with varying thickness fabricated from
the same boule mdlcates as shown in Figure 9, very little difference between
4000 A to 7000 A (the s11ght dlfferences are due in part to a variance in the SiO
coating). From 7000 A to 12000 A the Q. Y. of the 8 mil cells decrease at a
higher rate than the 16 mils samples as a direct result of the lesser amount of
base material.

Four mil samples were measured but unfortunately, all data was returned
to the manufacturer and copies have not been returned to date. The average
loss in short-circuit current density in making cells 8 mils rather than 16 mils
is approximately 8.3% for cells fabricated from 10 chm-cm material and 5.8%
for cells made from 1ohm-cm material. The comparative results of Voo, I
and 7,¢¢ are given in Table 2 for all samples measured.

sC?

It is of considerable interest to determine if there are any adverse effects
upon the cell diode properties as a result of the back surface recombination
characteristics. Cells of similar diode properties but different thicknesses,
were exposed to 1 MeV electrons with I-V measurements made after each flux
increment, the purpose of the electron flux being to remove the current contri-
bution from the bulk of the thick cells. This procedure then allowed I-V mea-
surement at the cells with current output essentially being equal and still
maintaining the same incident photon flux. Typical results given in Figure 10
indicate that after about 1 x 10!5 1MeV electrons, the current densities for the
8 mil and 16 mil cells are approximately equal and importantly, there is no dis-
tinguishable difference in the I-V characteristics. There are several interesting
conclusions that may be advanced from these conditions. It is obvious that the
degradation rates are logarithmic functions of integrated flux. If the 8 mil 1ohm-
cm cells with no shielding were pre-irradiated to a flux level of 10/ 1MeV
electrons, the conversion efficiency would still be 8.1% and would only have de-
graded 8% if exposed to another increment of 1 x 10! e/cmz. Initial degradation
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of cells which were not pre-irradiated would be approximately 18% in conversion
efficiency, a result which complicates the panel design considerations because
of the greater variations in power output. Rather than add more shielding to
maintain higher conversion efficiencies after specified flux exposures, it might
then be possible to maintain a superior watts/lb factor by the addition of pre-
irradiated cells with reduced shielding and still maintain similar performance
characteristics without the variations in conversion efficiency produced by the
radiation damage.

1.3 ANGULAR DEPENDENCE OF DAMAGE RATES

Preliminary results in the determination of angular dependence in the change
of solar cell characteristics during electron radiation indicates an increase in
damage as the flux angle of incidence is increased from the normal. Data in
Figure 11 indicates an increase in damage as the samples are rotated from 0°,
30°, 45°, to 60°. Because of the ionization properties of the electron beam in
air and subsequent spatial variation of the incident flux the samples essentially
are exposed to varying conditions of flux. It is extremely difficult to assess the
possible magnitude of deviation. I the angular dependence is a real function for
the 1 MeV electrons, damage rates incurred during proton irradiation would be
expected to be highly significant.

2.0 CONSIDERATIONS IN THE MEASUREMENT AND EVALUATION OF
SOLAR CELL PROPERTIES

Prerequisite to the accurate measurement and definition of solar cell
energy conversion characteristics is the tacit assumption that the pertinent in-
formation describing the energy source (solar simulator) namely the energy dis-
tribution as a function of wave length and total incident energy is reasonably
well described. It is sufficient to state that in the majority of experimental pro-
cedures, this is not the circumstance. The radiometric procedure and spectro-
photometric instrumentation is indeed formidable and only a few groups have
cultivated the proper disciplines required for what could be called measurements
is germane to the complete understanding of the validity in applying solar cell
data on an absolute basis.

A great deal of confusion arises when the parameters of cells with dissimi-
lar spectral responses are calibrated under varying conditions of solar simula-
tion. A typical measurement of the energy distribution of the solar simulation
source used by EMR for solar cell calibration, shown in Figure 12, indicates
an excellent match to the known solar energy distribution at the air-mass-zero
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environment. To further substantiate the degree of accuracy achieved in lab-
oratory measurements, extensive interchange of solar cells calibrated at alti-
tudes of 47,000 and 78, 000 feet have resulted in comparative accuracies which
are compiled in Table 3. For cells with similar spectral responses, EMR's
calibrations agree within less than 2% of the short-circuit currents of the
NASA-Lewis flight calibrated cells; extreme deviations in spectral responses
produce a correlation figure of 2. 85%. In consideration of the limitation of
known absolute standards and the uncertainties of the NRL data, a 2% correla-
tion figure is totally acceptable. EMR's standard radiometric procedure in-
volves use of silicon cells calibrated with the JPL standards and a primary
working standard Angstrom Pyrheliometer, which is shown in Figure 13.

3.0 BASIC SOLAR CELL MEASUREMENTS

Most of the present day solar cell measurements are oriented towards the
overt features of the energy conversion process, i.e., a photon flux incident on
the cell surface is measured and an energy conversion efficiency parameter is
derived from the current-voltage characteristic generated by the cell under
varying load conditions.

Because the conventionally fabricated silicon cell is a P/N junction device,
it has all of the expected attributes including among others a space charge
region, electrostatic potential and an effective junction capacitance, each of
which is highly dependent upon unique fabrication processes and the intrinsic
properties of the parent material.

An awareness of all of the characteristics of the solar cell is needed when
measuring any single parameter and because of the interrelated functions a
brief, but in no sense complete, summary of each measurement is presented in
order to add significance and possibly clarify just what properties are being
measured and how this measured physical property relates to the entire energy
conversion process.

3.1 CURRENT-VOLTAGE (I-V) MEASUREMENT

Fortunately, the most common and widely used of all solar cell measure-
ments, the I-V characteristic from which the energy conversion efficiency is
obtained, can be measured with comparative ease and requires a nominal invest-
ment in instrumentation.
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Normal procedure in measuring the current-voltage relationship requires
use of a precision variable load across the cell with solar energy incident on
the cell surface: The short-circuit current, Is., open circuit voltage Vo, and
the conversion efficiency 7g¢¢, derived from knowledge of the maximum power
point are obtained from the generated diode property. When photon energy is
being absorbed within the cell, the intrinsic optical absorption process creates
free minority carriers, and as a result of the tendency to maintain dynamic
equilibrium the solar cell junction becomes biased in the forward direction in a
compensation effort to neutralize the generated carriers. The simple charac-
teristic diode property of large area solar cells in actuality has parameters
which have extremely complicated physical inter-relationships. An elementary
verbal picture in further defining the current voltage relationship can be des-
cribed as follows:

When in thermal equilibrium, the net concentrations of electrons and holes
in the highly diffused surface region and base portion of the solar cell are kept
in balance by means of a potential barrier developed at the solar cell junction
region; the magnitude of this barrier electrostatic potential, corresponds to the
difference in Fermi levels in the N-type and P-type material, the Fermi level

being an explicit function of temperature and density of the electron and hole
concentrations. '

During the process of ie./and carrier creation by the absorption of photon
energy, minority carriers, electrons in the P-region, eventually diffuse to the
vicinity of the junction and as a result of the aiding field in this region are re-
turned to a potential of lower state in the N-region; a similar argument applies
for the holes in the N-region. The P-type material becomes positively charged
and the N-type, negatively charged, a voltage being developed which now biases
the P/N junction of the solar cell in the forward direction. This voltage pro-
duces a forward current composed of majority carriers which counteracts the
flow of charge in the reverse direction due to normal injection of holes from the
P-region and electrons from the N-region are related by the ideal diode equation
stated in the generalized form by:

= v
I Lo (e &7, (1)

where
KT = Thermal Energy

I, = Thermally generated reverse saturation current
= Electronic charge

e}
|
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The current due to the optical injection during normal photon flux density
conditions is not affected so that the total current, I, of the solar cell can be
reasonably approximated by:

I=1, (e 2 -) -4 G(Ly *+ L) (2)

where

G = minority carrier generation rate
diffusion lengths of the carriers

=
i

With open circuit conditions I = 0 and the open-circuit voltage is:

[1+q G(L, + Ly)]

V, = — 1 —_— 3
[o} q n Io ()

V, is proportional to G at low injection levels. When the photon flux ab-
sorbed is high then the voltage generated will increase until it removes the
barrier and no further increase will ensue. The maximum photo-voltage which
can be generated is equal to that obtained from the difference in Fermi levels
of the N-type and P-type sections of the cell and for silicon cells this is approxi-
mately equal to the voltage corresponding to the energy gap, (Eg) of 1.11 volts.

With an appropriate curve shaping factor added in the exponential term
qv/Akt to compensate for deviations from the idealized conditions, the I-V

function can be readily synthesized for most silicon solar cells.

3.1.1 Experimental Data

Typical current-voltage characteristics illustrated in Figure 14 for one
ohm-cm and ten ohm-cm silicon solar cells demonstrate the more obvious fea-
tures of differences in material properties even though the conversion efficien-
cies are equal.

Because of the effect of the additional impurities in reducing the parent
material minority carrier lifetime, the one ohm-cm cells have current densities
of 3 to 4ma/cm? less than the ten ohm-cm cells. However, the increased num-
ber of boron atoms in the bulk enhance the voltage factor for the lower resis-
tivity material so that the maximum power derived is about the same.

From the power supply design viewpoint, ten ohm-cm cells have lower
voltage at maximum power, a slightly smaller temperature dependence and gen-
erally exhibit a higher electron radiation resistance than lower resistivity cells.

II-8




3.1.2 EMR Instrumentation Procedure

For measurements in which only the general form of the I-V function is
required and the simulation source can be adjusted to achieve the proper current
density, exact match to air-mass-zero is of less significance. EMR, however,
has realized the difficulty in correlating measurements taken of solar cells such
as GaAs and CdS under less precise solar simulation conditions, (e.g., 2800°
K tungsten energy filtered with water) and has adopted the procedure of only
using a solar simulator which has a known energy distribution matched to the
air-mass-zero solar radiance. The variable electronic load used in generating
the I-V function is uniquely designed for this specific measurement and has in-
ternal standards with measurement error of less than 0.05%. An external digi-
tal voltmeter monitors the open-circuit voltage and short-circuit current and
an X-Y plotter records the complete diode function along with the product of the
current and voltage. The solar cell temperature is controlled by cooling the
sample holder with a re-circulating heat exchanger and measurements are
normally taken at 27°C.

3.2 SOLAR CELL QUANTUM YIELD MEASUREMENTS

Fundamental to the characterization of the current-voltage properties of
solar cells is the determination of the physical parameters and inter-related
functions which control the collected current density. This essential information
is derived from the solar cell quantum yield measurement which in the practical
definition relates the ability of the P/N junction and the parent bulk material to
collect the minority carriers created by the material absorption of photon energy,
each photon being loosely described as possessing a discrete quantum of energy.
The wavelength dependent ratio of the collected current density to the photon
density incident on the cell surface is the quantum yield QY N

where Isc (M)
Y (\) = — 4
QY (A) @ N, (1) )
and Isc (A\) = collected current density
q = 'electronic charge
No, (A\) = photon density

In material investigations of a fundamental nature it is often pertinent to
deal with the absolute quantum yield. In this measurement energy reflected
from the surface is considered and the current density qualified as originating
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from the incident photon density being absorbed in the material. The absolute
quantum yield QY ap is

Isc (A)
Y = 5
WWab = g (1-RN) N, () ®)
and
R(\) = surface reflectance

3.2.1 Instrumentation

The wave-length dependence of solar cell characteristics requires use of
an optical dispersion instrument equipped with the necessary detectors and
light source.

A grating monochrometer with comparatively high efficiency and constant
bandwidth was selected in order to have the maximum amount of monochromatic
energy on the sample surface and to eliminate any variations of response near
the band edge as a result of large variations in bandwidth, typical of prism
monochrometers. The complete instrumentation set-up (illustrated in Figure
15) is primarily composed of the 1 meter Zerny Turner grating monochrometer,
high intensity light source, beam-splitting transfer optics and rationing elec-
tronics with the output recorded on an X-Y-Y! plotter. A function generator has
been designed which allows the concurrent plotting of the cell output in both
equal energy and equal photon density modes which are the spectral response
and quantum yield measurements. Typical experimental data of production type
silicon solar cells is included in Figure 16. With prior knowledge of the optical
absorption characteristics of the material various physical parameters can be
derived from the QY measurement, including the bulk diffusion length, surface
recombination characteristics, and an approximation of the function depth. A
computer program has been prepared which enables the experimental data to be
compared with generated functions of varying solar cell parameters.

3.3 SOLAR CELL SURFACE REFLECTANCE AND ANTI-REFLECTION
COATINGS

Although the EMR Aerospace Sciences Division presently does not have the
in-house facilities for optical coatings and other thin-film deposition activities,
its awareness of the importance of anti-reflection SiO coatings and the more
complex multi-layer dielectric films in establishing ultimate current densities
and thermal properties of solar cells has fostered the cultivation of mutual

II-10




cooperative programs between members of the EMR staff and the Thermal Sys-
tem Branch GSFC Coatings Laboratory which has the necessary fabrication
capabilities.

The surface reflectance properties of thirteen varieties of solar cell
coatings received from ten manufacturers were measured. Subsequent calcula-
tion of the surface effects in changing the current densities, showed extreme
variations among manufacturers. It was, therefore, decided to objectively de-
termine what parameters need be more precisely defined in order to establish
what constituted a '"good'" anti-reflection coating for silicon solar cells and to
clarify some of the proprietary mystery of the overall coatings process. Initial
efforts have been conducted with the excellent cooperation of the GSFC Thermal
Systems Branch Coatings Laboratory to define the necessary parameters to
achieve maximum performance with a single layer SiO coating.

3.3.1 Performance Requirements and Physical Considerations

A typical cross section of a finished solar cell structure shown in Figure
17 demonstrates that there are, in reality, two optical coatings applied in the
final cell structure:

1. A unique multi-layer dielectric film, whose typical reflectance, pro-
perties are shown in Figure 18 where in this instance, no SiO coating
has been applied to the solar cell; the primary purpose of this multi-
layer coating is to protect the adhesive which bonds the radiation cover
slip to the cell proper. It is hoped that this expensive addition may be
eliminated by future improvements in applying integral quartz cover
slips by sputtering techniques. In addition to the protection offered to
the adhesive, the unique "window cutoff offered by the multi-layer pro-
perties effectively eliminates the absorption of infrared energy which
normally is dissipated in the cell base.

2. The conventional SiO coating which decreases tgle cell surgace reflec-
tance in its region of response, which is 3750 A to 12000 A for silicon
solar cells.

In dealing only with the SiO coating which is applied directly to the solar
cell, it has been found that in order to reduce the reflected energy from the
heavily doped N-type surface layer to a minimum, an intermediate layer is re-
quired to form an interference type optical coating with such an index of refrac-
tion n,, that:

n, = vn.n (6)

cr
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where

n .= refractive index of silicon = 3.5 to 4.0
n . = refractive index of the bonding resin = 1to 1.5

For practical considerations solar cells are invariably used with radiation
quartz cover slips and this requires using the refractive properties of the
bonding resin which covers the cell. Simple calculations indicate that the inter-
mediate material should have a refractive index of approximately 2.0, a re-
quirement reasonably satisfied by SiO which has the values, dependent upon
deposition parameters, between 1.7 and 1.9.

In addition to the proper index of refraction the optical thickness, which is
defined as the physical thickness multiplied by n, should be a 1/4 wavelength in
the solar cell response region near 6000 A where minimum reflectivity is de-
sired. Although the maximum energy in the solar spectrum is at 4800 A, the
nature of the conversion process, i.e., electron-hole pair creation as a func-
tion of photon density distribution which peaks at 6000 A more significant than
the total energy values. Increasing the thickness to achieve minimum reflec-
tivity at the 6000 A wavelength region must be optimized, however, since the
reflective properties begin to increase at the shorter wavelengths.

3. 3.2 Establishment of Deposition Parameters

With the general physical requirement for maximum cell performance taken
into consideration SiO, in layer thicknesses of 3/16 X to 1/2 x were deposited
on 2 x 2ecm N/P chem-etched uncoated silicon cells selected from the produc-
tion variety used in the Nimbus Program. Short-circuit current measurements
taken before and after the evaporation process to document the changes in solar
cell performance as a result of the applied coatings are compiled in Table 4.
Applications of the SiO, coating were performed in a 72" evaporator at rates of
approximately 200 A/mm with the samples being pos1t1oned 30" from the SiO
source; vacuum conditions were maintained at 104 Torr with small amounts of
oxygen bled into the system.

3.3.3 Experimental Results

Typical results of the achieved reflectance values shown in Figure 19 indi-
cate very obvious trends in the requirements for establishing an optimum single
layer SiO coating. It is readily apparent that an optimum layer slightly greater
than 1/4x, (1100A results in a respectable reflectance value of approximately
6% from 4750 A to 6000 A,) the 3/16 A layer indicates a decrease at all wave-
lengths measured but still has a high reflectance value of approximately 25%.
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As the thickness of the SiO layer increases to a 1/2\ the minimum reflectivity
is shifted to longer wavelengths which results in a considerable loss in the solar
cell quantum yield from 4000 A to 6000A

It is apparent that an overall optimization process must be considered,
which includes the photon density function, quantum yield characteristics of the
solar cell, and the surface reflectance in order to achieve maximum solar cell
current density.

The difficulties in achieving low reflectance values at the shorter wave-
lengths are presently being overcome by the addition of magnesium flouride
coatings; this addition plus the optimized SiO layer tends to give the cells su-
perior current outputs and also radiation resistance characteristics.

3.4 BASIC SOLAR CELL MEASUREMENTS APPLIED TO THERMAL
ANALYSIS

The fact that solar cells pérform as energy converters and a portion of the
absorbed photon energy is directly removed from the cell proper in the form of
electrical energy to be utilized by the spacecraft leads to the logical conclusion
that knowledge of the power conversion process can certainly be extended to aid
in determining the net energy absorbed.

With the additional knowledge of the thermal radiative properties princi-
pally defined by the total hemispherical emittance characteristics of the cell
structure a more precise analytical determination can be made in the calcula-
tion of operational temperatures of solar cell arrays.

Measurements of the required physical parameters are presently being
made in the EMR Thermal Systems Group but here-to~fore have not been applied
to this precise analysis.

It would be difficult to over emphasize the importance in the precise mea-
surement of these basic solar cell properties and their immediate application
in achieving maximum power performance by optimizing, wherever possible,
relationships between the variables which determine the power-temperature
function.

3.4.1 Solar Cell Absorptance Characteristics

A pertinent function which should be considered when measuring the optical
absorptance, a (\), of solar cells where

a (\) = 1-R () (7

m-13



and R(\) = surface reflectance

is the process of energy conversion within the cells; the fact that a part of the
absorbed energy is removed from the cell needs to be considered when total
absorptance properties are to be defined.

Because of the nature of the energy transformation - a photon absorption
process which creates free electron - hole pairs - only a discrete portion of the
absorbed energy is capable of being transferred to the created free carriers.
Intrinsic properties of the band structure of silicon material results in a 1.11eV
indirect transition; this means that the excess energy of photons possessing
energies above this level is normally dissipated within the silicon lattice struc-
ture. It is this excess energy plus a portion of the transformed electrical
energy which is not delivered to the load which help determine the thermal
characteristics of the cells.

By considering the photon density in the solar spectrum as a function of eV
energy where: '

he
eV = ~ 8)
h = Planck's Constant
¢ = Velocity of Light
A = Wavelength

and weighting this function which is given in Figure 20 by the energy which is
absorbed within the material and importantly, the fraction of converted energy
which is transferred to an external load, a more precise value of energy ab-
sorptance can be obtained. Presented in a very general form the total energy
absorbed, Q, is

A= 2.5 he
= 1-R(A\)] — N
Qt A= 0 f [ ( )] A O(A)d)\ (9)
where
No (A) = photon density incident on surface

For silicon solar cells the net amount of energy absorbed within the cell
can be more clearly expressed by dividing the photon density of the solar spec-
trum into three wavelength regions.
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The extremely shallow absorption coefficient of a below 37 50 A results
in no current collectipn; letting the function K()) = 1-R()) he/A, the
UV energy absorbed is

A = 0.3750

Q, =f K(\) d
A =0 (10)

From 0.3750 to 1.12 microns the thermal energy created is deter-
mined by the current collection efficiency and excess energy function
above 1.11eV,

The current collection efficiency is the parameter indicative of the
ability to collect the free carriers generated by the photon absorption
and is experimentally determined by the quantum yield measurement,
The photon energy above the band gap value of 1.11 which is absorbed
and converted to heat in this region of cell response is given by:

}\ = 1.12#
| i
o, =) av(n [1-RM)] No(n [—f L1 d]
AN = 0.375u (11)

there is also a finite amount of energy Q3, retained in this region of
cell response as indicated by QY values, less than unity which can be
expressed by:

A

1.12,

Q3=f K()) [1-QY(An)] dA
A 0.375 1 (12)

Finally the photon energy Q,, beyond the band gap of 1.11eV can be
considered completely absorbed and dissipated by thermal means
where:

2.5,

A
Qy =./ K(\) dA
A= 1,124 (13)
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The summation of the simply energy integrals of Equation 10 to Equation 13 is

a straight forward process and since an existing program contains the necessary
weighting functions, calculations of effective a values can be readily accom-
plished. Typical measurements of the quantum yield and surface reflectance

for a Texas Instrument N/P solar cell is illustrated in Figure 21.

In a recent survey absorptance values for a variety of cells received from
10 manufacturers indicated a wide range of absorptance a values from 0.72 to
0.87.

Because of EMR's early awareness of the advantages gained in measuring
absolute quantum yield characteristics of solar cells this information can now
be readily applied in the complete analysis of the thermal characteristics of
individual cells and solar cell arrays.

3.5 DIFFUSION LENGTH MEASUREMENTS

The fundamental parameter of the bulk silicon material which determines
the current collection efficiency of a P/N junction-type solar cell is the minor-
ity carrier diffusion length, L, which, in a general sense, can be construed at
the dimunition of the minority carrier density by a factor of e-! in each interval
of L. For the simplified case in which minority carriers are uniformily gener--
ated in the base material at a rate g,, carriers per cm 3 per second, the collec-
ted current density, I;., assuming that each created excess minority carrier
is collected, it is given by:

Isc qgoL (14)
where

q = the electronic charge

g = generation rate
The diffusion length is related to the steady state minority carrier lifetime
by:
(Dr) £ (15)
where

Dr= diffusion coefficient
7 = minority carrier lifetime
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The diffusion length, as stated in section 3.2 can be derived from the quan-
tum yield measurement but the difficulty in measuring the surface reflectance,
the accuracy of available optical absorption data, and the fact that the absorp-
tion function is rapidly changing in the near infra-red region creates a compli-
cated condition conductive to large experimental errors.

3.5.1 Experimental Procedure

Techniques using penetrating electron radiation have been adopted by EMR
which effectively eliminates the reliance on optical absorption data and the re-
quired reflectance measurements. The original details of the experimental
procedure developed by Rosenzweig of BT L involves the concurrent measure-
ment of the electron intensity and solar cell ionization current in a double aper-
ture vacuum Faraday cup. With the proper selection of an absorber thickness
covering the cell it is possible to achieve a uniform generation function and with
prior knowledge of a spatial ionization function, i.e., the number of electron-
hole pairs created per micron per electron particle at a discrete energy level,
the effective averaged diffusion length can readily be calculated. It has been
argued and always with a considerable degree of justification that L is a unique
function of spatial position created by the minority carrier recombination
characteristics of the bulk material.

However, the typically high quality of the bulk material used in making
silicon solar cells which reduces the recombination effects results in minority
carrier lifetimes in the range of 10-25 microseconds; a vast amount of experi-
mental data which supports the bulk diffusion length concept have given sufficient
credulence in utilizing the average bulk diffusion length as a comparative pa-
rameter for both collection efficiency evaluation and radiation damage studies.

3.5.2 EMR Experimental Results and Applications

Typical experimental data shown in Figure 22 indicates that linearity of
cell response can be established over three decades of injection levels while
establishing the diffusion length at the same time. Use of the dynamic range
capabilities of a Van deGraaff accelerator can resolve any doubts about line-
arity considerations when extrapolating for example, cell properties measured
under low level monochromatic energies to AMO conditions. Figure 23 pre-
sents another application of the diffusion length measurement where it is used
to derive the K parameter from the relationship

1 _ 1 +K¢
L2712 (16)
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where

L, = initial diffusion length
L = final diffusion length
¢ = particle flux

Here the rate of degradation under 0.5MeV electrons is shown for silicon
solar cells fabricated from wafers cut in the <111 >, <110 >, and <100> planes.
The linear rate of degradation gives added credulence to the evaluative K para-
meter in this situation.

All experimental hardware has been fabricated, experimental procedure
established and the measurements are ready to be performed by EMR upon
proper scheduling of accelerator facilities.

3.6 SOLAR CELL P/N JUNCTION CHARACTERISTICS

One of the less defined areas in the field of basic solar cell measurements
and in which EMR is now actively involved is the definition of the electrical
properties of the P/N junction. This investigation has been relegated to one of
no apparent significance for reasons engendered, partly because the information
at first appearance is not directly applicable to the solar cell performance.

And yet, it must be stated that this measurement can yield more detailed in-
formation than any made concerning the characteristic cell structure and fur-
ther, it is quite possible to derive valid performance characteristics without
the use of any solar simulation source providing knowledge of the surface re-
flection properties is known.

3.6.1 Theoretical and Experimental Considerations

EMR's conventional analysis of the P/N junction properties of solar cells
involves use of the Schottky relationship for an abrupt impurity transition re-
gion and because of the inter-relationship of the physical parameters a capaci-
tance function evolves where C is given by:

87V

-2
C eq N (17

and

C = junction capacitance -cm -2

N, = impurity concentration of base region
¢ = dielectric constant

q = electronic charge

V = total voltage across the junction
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The voltage total is the sum of the internal electrostatic potential and any
externally applied dc bias voltage. Effects of a reverse bias voltage changes
the equilibrium conditions in the junction region and for an increasing reverse
bias condition, the space charge region (depletion width) broadens into regions
of higher resistivity which is the base region for solar cells. The change in the
volume of the space charge region is determined by the dielectric constant of
the material, impurity concentrations and profiles on either side of the junction
region and magnitude of the total potential across the junction. The relation-

. ship of the space charge region, W, to the capacitance is readily derived and
becomes:

A
= €€
W=z (18)

where

A

€

total junction area
11.8 -
8.85 x 10™!%farad/cm?

€0
For convenience in quickly establishing the magnitude of W in certain types
of silicon solar cells this function is plotted in Figure 24.

From Equation 17 it is apparent that the slope of the curve is determined
primarily by the impurity concentration in the bulk region, the magnitude of
which can readily be calculated. Large area solar cells with shallow junction
formations of one micron or less ordinarily have impurity profiles of the com-
plementary error function form shown in Figure 25, the exact nature of the
impurity profile being governed by the diffusion coefficient, the time of diffusion,
initial concentrations and the boundary conditions. Since the diffusion coeffi-
cient generally has an exponential temperature dependence, precise control of
the impurity profile requires accurate control of the diffusion temperature. It
is found that the experimental data for the silicon solar cells up to junction
breakdown voltage is in reasonably good agreement with the Schottky abrupt-
transition model. Typical experimental data and the comparison of the calcu-
lated impurity concentrations with figures given by the manufacturer are shown
in Figure 26 for silicon solar cells.

1t has been found that measurements of the junction properties of GaAs
single crystal solar cells using similar experimental methods does not follow
the abrupt transition scheme but more appropriately is applicable to a graded
junction model, Experimental data of the V vs C3 relationship derived from
the graded junction theory is plotted in Figure 27 and indicates agreement with
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this concept. Also of obvious interest is the value of the extrapolated diffusion
voltage of 1.38 volts which is exactly the band gap of GaAs.

3.6.2 Experimental Details

Present EMR methods of analysis involve measuring the complex imped-
ance of the solar cells by standard bridge techniques in the experimental setup
shown in Figure 28 and outlined diagrammatically in Figure 29. The samples
are in dark conditions on a temperature-control holder assembly with applied
external bias conditions. The capacitance relationship as a function of applied
voltage is then calculated from knowledge of the complex impedance at 1536 cps
and is then related to the physical characteristics of the junction by the Schottky
theory for both abrupt and graded junctions.

Physical constants of the solar cell P/N junction including the depletion
width, impurity concentration in the base, and the extrapolated diffusion poten-
tial, can then be used in defining the parameters which lead to better cell per-
formance. It is the lack of such precise data which has hindered the efforts in
improving present performance of solar cells and it is unlikely that any major
gain from present day silicon solar cell conversion efficiency values of 10 to 11%
can be envisioned without an increased understanding of the fabrication param-
eters whic,h influence the junction properties

Measurements of the junction properties of solar cells are currently being
performed at EMR to correlate the junction properties of cells which demon-
strate higher efficiency values.

4.0 NEW TECHNOLOGY

This section is not applicable in the main efforts of the existing program.

5.0 PROGRAM FOR NEXT REPORT PERIOD

In accordance with the conclusion of the present form of effort and the
conductance of this effort on initiated job orders as outlined by the Technical
Monitor the following efforts will be completed as specifically outlined in Job
Order 713-861-51-75-01.

I Prepare type III Report in accordance with Specification NASA TIB-5-

100 on the McPherson spectral measurement system. Include data on
absolute accuracy of instrument; comparisons between flight calibrated
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cells and other instrumentation measurements with McPherson meas-

urements; and, advantages of system over other measurement systems
and techniques.

I Design System to obtain "in situ" spectral reflectances of 15/16 inch
samples using the ULTEK vacuum system and the Perkin-Elmer
spectrophotometer. Consider particle and ultraviolet irradiation of
samples.

III Obtain V-14 curves for 25 solar cells.

IV Obtain quantum yields for 25 solar cells.

6.0 CONCLUSIONS AND RECOMMENDATIONS

The total progress in consideration of the nominal amount of engineering
hours allocated has been very encouraging. Detailed considerations have been
given to the fundamental properties of the solar cell structure. Most measure-
ments can be conducted on a routine basis. In addition to the calibration radia-
tion damage evaluation capabilities have been firmly established and experiments
are now conducted on a routine basis.
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Table 1

1 MeV Electron Radiation Schedule
(Solar cell bulk resistivity and thickness)

Flux Flux b )
Radiation Density Increment Integrated Flux

Date Run Time e/cm? -sec. e/cm? e/cm?

11/1/66 1 :7:20 2.3x10!° 1x10'3 1x10'3

i 11/2/66 2 0:36:40 6.17 x 10! 9 x 10!3 1x 10
i 11/2/66 3 1:43:49 1.8 x 1012 9x 10 1x10%
11/3/66 4 5:51:54 1.8 x10'2 3 x 1015 4x10%

11/4/66 5 12:57:45 2,1x10'2 6 x 10'S 1x10'°

Cup-Cell factor 850
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Figure 1. 8 mil, 1 ohm-cm I-V Characteristic
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I-V CHARACTERISTIC
i CELL NO.: 8-10-9
MFG.: HELIOTEK TYPE: 8 MIL 10n
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Figure 2. 8 mil, 10 ohm-cm |-V Characteristic
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IRWIN DATA
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Figure 6. Electrical Resistivity vs Impurity Concentration Data by Irwin
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Figure 7. |-V Characteristics, 1 ohm-cm and 10 ohm-cm Solar Cells
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Figure 10. 1=V Characteristics of 8 mil, 15 mil 10 ohm-cm
Solar Cells vs 1 MeV electrons
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Figure 12. Spectral Energy Distribution of Solar Simulation
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Figure 14. Current-Voltage Functions of One Ohm-cm
and Ten Ohm=-cm Silicon Solar Cells
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SURFACE

QUARTZ COVER
75u - 15000

MULTILAYER DIELECTRIC FILM (0.1 - 0.24) ’

BONDING RESIN (20 - 30.)

SiOy - SiO (0.1p) (

N - LAYER (0.5p)

P - LAYER (3004)

TYPICAL FINISHED SOLAR CELL CROSS SECTION (not drawn to scale)

Figure 17. Cross Section of Solar Cell Structure
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SPECTRAL RESPONSE, QUANTUM YIELD, AND REFLECTANCE (Percent)
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Figure 21. Surface Reflection, Quantum Yield and Spectral
Response of Silicon Solar Cells
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DIFFUSION LENGTH L (Microns)

CRYSTALLOGRAPHIC DEPENDENCE OF
DIFFUSION LENGTH DEGRADATION
vs 500 Kev ELECTRONS

O <100
A 1D
O <110>

llll Il 1 1 | |
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Figure 23. Crystallographic Dependence of Diffusion Length
Degradation vs 0.5 MeV Electron Flux
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IMPURITY CONCENTRATION

C=

X/2+DT

Figure 25. Impurity Profile of Solar Cell Calculated by Means
of the Complementary Error Function
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Figure 29. Pictorial Layout of Impedance Measurements
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